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Since our formation thirty years ago, Edac has grown to 
become a world leader in manufacturing both card edge and 
rack & panel connectors. Other products have been added 
including D Subminiature and speciality telecom connectors. 
We have a strong and loyal customer base, and 
manufacture many custom connectors. 


It's not enough to be able to say that your company has 
produced connectors for over a quarter century and on this 
experience alone, win over new customers. Nor is it good 
enough today to say that you deliver a quality product on 
time, at competitive prices; every connector company makes 
that claim. 


While Edac really does perform to the best standards in 
our industry, it’s the realization of the global economy and its 
impact on our industry and on our company that has 
changed our direction at Edac. Our goals and objectives start 
with you the customer. Our stated aim is to be the best in our 
industry in our chosen field and to give our customers the 
very best service; truly world class service. 


Edac’s new posture is winning business. One example is 


a special connector produced for a world leader in 


tape drive. Another example was a major contract for our 
rack and panel connectors used in equipment for audio 
visual coverage of the Olympic games. Major events, such 
as World Cup Soccer, use Edac connectors during 
worldwide telecasts. Our new shielding option has solved 
many problems for manufactures in the field of medical 
equipment. We continue to offer speciality connectors used 
in the guidance systems of U.S. Army tanks. 


We have eighteen sales offices in the U.S., twelve in 
Europe and eleven in Canada and the rest of the world. 
Distribution requirements are served through over one 
hundred stocking locations in the U.S., and in locations in 
Europe, including Germany, England, Italy, Switzerland, 
France, and Spain. 


While striving for new customers worldwide, we never 
forget our old customers and distributors who helped us get 
there in the first place. To them, we thank you sincerely. It’s 
been a privilege to serve your needs and to be a part of your 
new and exciting plans for the future. 


(416) 754 -3322 





Edac is a designer and manufacturer of printed circuit 
board card edge, metal to metal, D Subminiature and rack 
and panel connectors for a wide cross section of industries 
including telecommunications, computer, medical and 
instrumentation. 


Edac’s standard card edge line is extensive with over 
435,000 different varieties of product available. We stamp 
and plate billions of contacts yearly, assembled into millions 
of connectors. We stock over two million insulator bodies at 
all times to support our fast delivery. Standard contact 
spacing is available in .050" (1.27mm), .100" (2.54mm), 
.125" (3.18mm), .150" (3.81mm), .156" (3.96mm) and .200" 
(5.08mm) pitch used with a wide variety of row spacings. 
Termination styles include dip solder P.C. tail, wire hole and 
wire wrap all in single and dual row configurations. 


Our compliant pin card edge design Ultra-Mate has been 
the preferred design on the market by mogi 


Fax: (416) 754 -3299 


Edac’s rack and panel connector series is sold worldwide. 
Our new enhanced version simplifies usage. The exclusive 
side plate design will be further improved by the elimination 
of side plate retaining screws. 


Our D Subminiature connectors are changing the way our 
customers look at North American manufacturers of these 
connectors. While maintaining our strict quality standards, 
we have shown to our customers and distributors that our 
selection and pricing abilities are unequalled. 


The metal to metal connector series has long been used 
in the military and aerospace industries and continues to find 
new applications. 





THE PEOPLE BEHIND THE SUCCESS 


Our inside sales and customer service personnel are highly trained with immediate access to on-line computer data 
information for pricing, delivery and expedites. Orders for production and samples are entered as they are received. 
Technical assistance is available through our product engineering department. 


"dotes 





The marketing team meets regularly to discuss customer requirements 
and strategy. Their focus is to ensure that the marketplace is being served 
with the very best Edac can provide and to bring to senior management 
recommendations for improvement for the future. 








Edac sales and marketing staff meet regularly with distributors for product Oursample departmentis available to make 

training seminars and to give field support where necessary. Inventory is prototypes and samples at extremely short 

available in stock in most locations in North America and at stocking notice. We use some of our most experi- 

distributors around the world. enced employees for this important func- 

Our distributors work closely with O.E.M accounts to stock dedicated tion. Technical drawings and specifications 

inventory to be available for immediate delivery. are available on request from the sales 
department. 
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THE PEOPLE BEHIND THE SUCCESS 





Our plating shop has the latest technology in selective plating. 
Fully computerized, we can deliver precise precious metal 
thicknesses to meet the highest standards in the industry. 





Edac has one of the finest stamping shops in our 
industry. Equipped with high speed Minsters and 
Bruderers, we produce world class contacts from 
dies maintained by our own in-house toolmakers. 





Moulding machines run 24 hours per day on Edac Special purpose high speed assembly machines are used to 
products. Controlled by SPC our exclusive manufacture a consistent product while minimizing labour costs. 
expandable mould technique gives us total Designed in-house by production engineering, we continue to 
— flexibility, cost effective parts and speed of mould find new ways to stay ahead of the competition. With a variety of 
tool assembly. special tooling, we manufacture many custom built connectors. 
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Fax: (416) 754 -3299 


THE PEOPLE BEHIND THE SUCCESS 


Production planning is charged to plan on time delivery. Our 
2 to 3 week lead-time for standard products is the best in our 
industry. This is achieved using special software written for 
Edac to run every day. M.R.P is used to program 
manufacturing and take corrective action where necessary. 
Inventory is carefully monitored to ensure our ability to 
support our customer's requirements. 





Edac engineering staff are charged to provide customers 
with fast solutions totheir connector problems and to design 
cost effective products. Research into new materials to 


enhance performance and reduce costs is an ongoing 
process. 


BORON ы ыы, 





Quality control is governed by the "Edac Quality Manual". 
Experienced staff are involved in all of the production 
«Processes, using the latest equipment, procedures, and 
statistical methods. Introduction to the ISO program is 


underway and will become our new program for control in 
the future. 
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Edac connectors are used around the world in a wide variety of applications. The Edac product line includes a broad 
range of card edge connectors together with rack & panel and metalto metalinterconnect systems, application tooling and 
card guide components. 


INDUSTRIES SERVICED BY EDAC 


@ Computer (mainframes, personal, terminals and peripheral equipment) 
® Broadcast & Motion Picture (studio equipment, interconnect cabling) 

е Consumer Electronics (video and arcade games, interactive toys) 

© Military Electronics (weapons systems) 

* Aviation Electronics (ground based radar, test equipment) ` 

@ Telecommunications (central office, PBX and electronic key systems) 

@ Industrial Electronics (controllers, monitoring systems) 

@ Test Equipment (general and special purpose instruments and systems) 
® Traffic Control (highway safety and monitoring systems) 


CARD EDGE CONNECTORS 


The most common application for card edge connectors involves the use of printed circuit daughter boards. The 
connectors are frequently mounted within an enclosure and interconnnected using either a printed circuit mother board 
(backplane), wire wrap technology or hand wiring. 


Edac supplies connectors in a variety of row spacings and contact pitches suitable for motherboard and wire wrap 
applications. The backplane connectors are available in either solder dip or compliant (non-solder press fit) configurations. 


ULTRA—MATE COMPLIANT FIT SOLDER DIP P.C. TAIL WIRE WRAP & WIRE HOLE 


DAUGHTER || DAUGHTER || DAUGHTER 
BOARD ||| ВОАКО | ВОАКО 


MOUNTING PANEL 
WITH CUT OUT 
(OR END LUGS 

MOUNTED ON 
RAILS) 


N 
رک‎ © A 
LIN WE em 


NE 


в 
X 
|) 


[ 


VARIETY OF COMPLIANT (PRESS FIT) VARIETY OF SOLDERED WIRE WRAP SOLDERED 
TAIL LENGTHS CONNECTION IN PLATED TAIL LENGTHS CONNECTION CONNECTIONS : CONNECTION 
AVAILABLE THROUGH HOLE (PTH) AVAILABLE TO BOARD (3 LEVELS. SHOWN) TO WIRE HOLE TAIL 


RIGHT ANGLE BEND : EXTENDER BOARD BEND 
FOR PARALLEL BOARDS FOR IN-LINE BOARDS 


DAUGHTER EXTENDER DAUGHTER 
BOARD ? 2 BOARD 


全 和 = SS eee 
М РЧА ГІ 
T и г 

APPLICATION OPTION 


VARIETY OF ; š SOLDERED FOR MATING WITH SOLDERED 
TAIL LENGTHS CONNECTION ANOTHER CARD EDGE CONNECTION 
AVAILABLE TO BOARD CONNECTOR TO BOARD 





Edac connectors can be designed into many of the industry standard bus systems. For your convenience, the following 
chart may be used as a guide. 














APPLEBUS 2 x 25 Pin, .100" (2.54mm) Spacing 345, 50 Pin MOTOROLA EXERCISOR 2 x 43 Pin, .156" (3.96mm) Spacing 337, 86 Pin 


















EISA 2 X 94 Pin, .050" (1.27mm) Spacing 301, 188 Pin MULTIBUS 1 2 x 43 Pin, .156" (3.96mm) Spacing . 337, 86 Pin 
IBM PC-XT 2 X 31 Pin, .100" (2.54mm) Spacing 345, 62 Pin 2 x 30 Pin, .100" (2.54mm) Spacing 345, 60 Pin 
IBM PC-AT(ISA) 2 x 49 Pin, .100" (2.54mm) Spacing 395, 98 Pin STANDARD BUS 2 X 28 Pin, .125" (3.18mm) Spacing 346, 56 Pin 
IBM MICROCHANNEL 2x56 Pin, .050"(1.27mm) Spacing 302, 112 Pin $100 2 x 50 Pin, .125" (3.18mm) Spacing 346,100 Pin 

2 x 66 Pin, .050" (1.27mm) Spacing 302, 132 Pin VERSABUS 2 x 70 Pin, .100" (2.54mm) Spacing 345,140 Pin 





2 x 91 Pin, .050" (1.27mm) Spacing 302, 182 Pin 2 x 60 Pin, .100" (2.54mm) Spacing 345,120 Pin 


METAL TO METAL AND RACK & PANEL CONNECTORS 

When ultra reliable interconnections are required, use of our metal to metal contact system is suggested. Either standard 
sized connectors can be specified, or a customer's own contact pattern can be accomodated using individual components 
mounted directly to the printed circuit board. The principle of the Edacon metal to metal contact is shown below. 
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LOCKING NUT 
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а сов I | WIRE CABLING 
BOARD | с” 
| — APPLICATION VERSATILITY — 
| COVERS, CONTACTS AND HARDWARE 
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GUIDE PINS PLUG AND RECEPTACLE. THIS 
AND SOCKETS PERMITS CABLE TO CABLE AND 
CABLE TO BOARD OR PANEL 
CONNECTIONS. 


Edac specializes in providing many customized connectors for both small and large orders. If you need a special card 
slot, body width, card guide, contact tail, mounting option, etc. then call the factory for a quotation. Our tooling system 
allows us to manufacture many non-standard options at a low cost. 
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ENGINEERING NOTES 


Plastic Moulding Materials 

Edac offers a wide range of insulator materials including 
polyester, diallyl phthalate, polyphenylene sulphide, 
polycarbonate and nylon. Card guides are moulded in 
polyester or polycarbonate and polarizing keys are moulded 
in nylon. If a specific material is required to suit your 
application, please consult with Edac. 


All of the moulding materials used by Edac have excellent 
mechanical, electrical and thermal properties. Some of the 
notable differences between the material characteristics are 
as follows: 


1) Diallyl phthalate is a thermoset material. All other 
materials used are thermoplastics. 


2) Polyphenylene sulphide and diallyl phthalate are 
capable of being used in vapour phase or infra-red 
soldering applications. Frequently these materials are 
also used in burn-in applications up to 150 degrees 
Celsius. 


3) In general, chemical resistance is excellent for all of the 
materials, except polycarbonate. With polycarbonate, 
chemicals such as amines, aromatic or halogenated 
hydrocarbons, esters and ketones should be avoided. 


4) The flammability rating is UL 94V-0 for all materials, 
except for polycarbonate which is rated at UL 94V-2 and 
nylon which is rated at UL 94HB. 


Contact Materials 

Contact base materials are either phosphor bronze alloy 
CA-510 or copper, nickel, tin alloy CA-725. These materials 
have been widely used and accepted in the electronics 
industry for many years. They offer an excellent blend of 
electrical, mechanical and corrosion resistance characteris- 
tics at a reasonable cost. 


Phosphor bronze alloy CA-510, (Federal Specification 
QQ-B-750, Grade A) consists of 94.8% copper, 5% tin and 
0.2% phosphorus. 


Copper, nickel, tin alloy CA-725, (ASTM B-122, Copper 
Alloy UNS No. C72500) consists of 88.2% copper, 9.5% 
nickel and 2.3% tin. This material has the added benefit of 
remaining solderable in the unplated condition for an 
extended period of time. 
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Contact Finish (Plating & Gold Inlay) 


The standard contact finishes offered include: 


1) Selective plating - nickel overall followed by gold on the 
contact mating area and tin-lead alloy on the contact tails 


2) Overall plating - gold over nickel or tin-lead alloy 


3) Gold alloy inlay - Western Electric alloy #1 (69% gold, 
25% silver and 6% palladium) over nickel on the mating 
area and unplated CA-725 tails 


With this manufacturing flexibility, Edac can also provide 
contact finishes to meet specific requirements. Examples of 
special platings regularly performed include various plating 
thicknesses and selectively plated gold on both the mating 
area and the contact tail. 


Metal Hardware Materials 

The majority of metal hardware such as threaded inserts, 
bushings and actuating screws are nickel plated brass or 
steel. Consult with Edac if specific details are required. 


Underwriters Laboratories (UL) and 
Canadian Standards Association (CSA) 
Connectors recognized by UL and certified by CSA (as 
indicated on the individual series pages) are listed under UL 
File No. E62838 and CSA File No. LR 39927. Consult with 
Edac if additional product listings are required. 


Wire Data 

Diameters of wire sizes commonly used with Edac connec- 
tors are summarized below. The actual stranded wire 
diameter is dependant upon the number of strands and 
individual strand gauge. 


Gauge Diameter of Diameter of 
AWG Solid Wire Stranded Wire 

Conductor Conductor 
18 .0403 (1.024) .047 to .049 (1.19 to 1.24) 
20 .0320 (0.813) .035 to .038 (0.89 to 0.97) 
22 .0253 (0.643) .030 to .031 (0.76 to 0.79) 
24 .0201 (0.511) .023 to .024 (0.58 to 0.61) 
26 .0159 (0.404) .019 to .021 (0.48 to 0.53) 
28 .0126 (0.320) .015 to .016 (0.38 to 0.41) 
30 .0100 (0.254) .012 (0.30) 


The insulation diameter will vary depending upon the 
application, rating and material. 




















ЕМСІМЕЕНІМС МОТЕ5 GENERAL NOTES 


Special Variation Connectors 


Over the past 27 years, Edac has manufactured a wide 1) 
selection of special connectors. In the part numbering 
system, they are identified as special by the last group of 
digits in the part number. 


2) 
Example Part Number 345 - 072 - 520 - 3 05 
Special Variation Identification Code Be 
No. 3 - for Series 100 to 438 3) 


No. 9 - for Series 516 to 746 


Unless indicated otherwise, all dimensions are in inches 
with the millimeter equivalent in parenthesis, for example 
.125 (3.18). 


Some helpful unit conversion factors are as follows: 
1.000 inch = 25.40 millimeters 

.000001 inch = 1 microinch = 0.0254 microns 

16 ounces force = 1 pound force = 4.448 Newtons 


Dimensional drawings are presented using orthographic 
third angle projection. 


Unique Listing Code for Special Connector 4) Abbreviations used in this catalogue are summarized 


This number is assigned by Edac. Note that connector part 
number 345-060-520-305 may have completely different 
features than the part number in the example above. 


Some examples of special connector features previously 
used in manufacturing include: 


- Special contact assembly patterns 

- Polarizing key installed or moulded into position 

- Cost saving options such as no part marking 

- Material and plating options 

- Special insulator dimensions (length, width, height, 
mounting) 

- Insulator features such as open card slot ends 

- Special contact bends, board lock forms, tail lengths 

- Customer part number marking 

- Specific quality requirements or testing 

- Specific control on insertion and withdrawal forces 

- Mounting features such as side holes through card guides 

- Special rack & panel polarization or cover designs 


If you have any unique or unusual connector requirements, 
discuss them with the specialists at Edac, where even the 5) 
strangest design ideas can become reality. 


Environmental Responsibility 


Edac's products and manufacturing processes are free of 6) 
ozone depleting substances (CFC's and HCFC's) as listed 

by the Environmental Protection Agency. In addition, waste 
water quality management and 3R ( reduce, reuse and 
recycle) programs form part of the Edac commitment to ) 
environmental responsibility. 


below: 

AWG - American Wire Gauge 

C - Celsius 

CSA - Canadian Standards Association 
Dia. - Diameter 


EISA - Extended Industry Standard Architecture 
І.Ю. - Inside Diameter 


ISA - Industry Standard Architecture 
kN - kilonewton 

kPa - kilopascal 

lbs - pounds 

MCA - Microchannel Architecture 
mm - millimeters 

N - newton 

OZ. - ounce 

P.C. - Printed Circuit 

P/N - Part Number 

psi - pounds per square inch 
rms - root mean squared 

V AC - Volts, Alternating Current 
UL - Underwriters Laboratories 


Registered trademarks to be acknowledged include: 
Ultra-Mate - Edac Inc. 
Wire Wrap - Gardner Denver Corp. 


Edac is a licensed user of the connector design 
technology that permits the use of flat rock tooling for the 
installation of the compliant pin card edge connectors. 


Every effort has been made to ensure the accuracy of 
information within this catalogue. When changes or 
corrections are necessary, trade announcements are 
made to customers, distributors or representatives of 
Edac. Readers of this catalogue are invited to offer 
suggestions for improvements to future publications. 
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В @ Contact Spacings of .100 (2.54), .125 (3.18) and .156 (3.96) 

















@ 


@ Full Range of Connector Sizes - Up to 150 Contacts 
@ Variety of Contact Tail Lengths and Contact Point Styles 
@ Make-Before-Break Switching Contacts also Available 


@ Simple Flat Rock Tooling for Connector Installation 


@ Unique Compliant Pin Design offers Low Installation Force, 
Symmetrical Internal Force Distribution, a Large Uniform 
Compliant Surface Area and will Cause No Damage to the 
Circuit Board Holes 


SECTION THROUGH COMPLIANT 
PORTION OF CONTACT 


Contact Inserted into a Plated 
Through Circuit Board Hole 
Conformity to the Hole Eliminates 

Hole Damage 


Fax: (416) 754 -3299 


Example Part Number 745 - 100 - 520 - 2 06 


Series ПИ: a RE ME | 
Total Number of Contacts 


Contact Code 
Contact Rows 
Insulator Options 


Series 745 

Total Number of Contacts ' Contact Rows 
005, 006,...075 Single Row 
010, 012,...150 Dual Row 


Contact Code? Description & Contact Point Tail Length"G" 












520 Р.С. Тай Regular Point .175 (4.45) 
522 P.C. Tail Regular Point 375 (9.53) 
525 P.C. Tail High Point 175 (4.45) 
540 Wire Wrap Regular Point .560 (14.22) 
541 Wire Wrap Regular Point .750 (19.05) 
FEATURES 545 Wire Wrap High Point .560 (14.22) 
@ CSA Approved and UL Recognized WS. и ис анаа а е 
@ .100 (2.54) Contact Spacing x .200 (5.08) Row Spacing Contact Rows Description 
Accepts .062 (1.57) Nominal Thickness P.C. Board 1 Single Row 
» High Profile Insulator Body, .645 (16.38) with End Notch Option 2 Dual Row 
® Ultra-Mate Compliant Section for Gas-Tight Reliable Connection For ISA style, see page 18 
in Plated Through Holes Eliminates Soldering Operations Insulator Options Description 
® Contact Termination Options include P.C. Tail and .025 (0.64) 01 .645 (16.38) Full Height Ends 
Square Wire Wrap 06 .550 (13.97) Notched Ends 
® Single or Dual Row Configurations 
® Accepts Between Contact and In-Contact Polarizing Keys Ordering Code Notes 
® Tools Available for Insulator and Contact Removal. Simple 1) All connector sizes up to 75 contacts single row / 150 contacts 
"Flat Rock" Tooling is Used for Connector Installation dual row are available upon request. 


2) Make-before-break switching contacts, assembled in specific 
: FICA IONS contact positions, are available upon request. 
® Insulator Material: Thermoplastic Polyester, UL 94V-O, Colour: 
Black 
® Contact Material: Copper, Nickel, Tin Alloy CA-725 
9 Contact Plating: 30 Microinches (0.76 Microns) Gold on the 
Mating Area, Tin-Lead on the Compliant Section and Contact 
Tails, Nickel Underplate. Other Plating Options Available upon 





R t ІМ--СОМТАСТ BETWEEN CONTACT 
oques. | POLARIZING KEY POLARIZING KEY 
® Current Rating: 2 Amperes Continuous 
* Contact Resistance: 10 Millionms Maximum P/N 745-240-328 P/N 341-240-318 


® Dielectric Withstanding Voltage: 1200 V AC rms at Sea Level 
Between Adjacent Contacts 

$ Insulation Resistance: 5000 Megohms Minimum 

$ Operating Temperature: -65 to +125 Degrees C 

* Daughter Board Insertion Force: 16 oz (4.45 N) Maximum 
per Contact Pair when Tested with a .070 (1.78) Thick Gauge 

® Daughter Board Withdrawal Force: 1 oz (0.28 N) Minimum 
per Contact Pair when Tested with a .054 (1.37) Thick Gauge 

* Contact Insertion Into Hole: 20 Ibs (89 N) Maximum 





* Re-Insertability of Hole: 3 Times Minimum 





Tel: (416) 754 - 3322 





























SECTIONS 'Y'-"Y"* 
CONTACT ROWS & INSULATOR OPTIONS 


Single Row Versions May Require Backup Springs 
Depending on the Application. Consult with EDAC for Details. 
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125 (3.18) n mus СЙ т: 
506 & 606 - 265 (873 444542454844 и 
ғ (2.05) (1.27) 
040 (1.02) DIA + .003 (0.08) 080 (2.05 050 (1.2 
CUT OUT FOR CUT OUT FOR 
SEE NOTE BELOW IN- CONTACT BETWÉEN CONTACT 
.008 (0.20) DIA POLARIZING KEY POLARIZING KEY 
4.000 
RECOMMENDED MOTHER BOARD HOLE PATTERN СО мнив 012 (0.30)) - 015 (0.38) 


TO OBTAIN OPTIMUM COMPLIANT SECTION PERFORMANCE, 
DRILL HOLES .0453 + .001 (1.15 + 0.03) DIAMETER 


FOLLOWED. BY TIN-LEAD PLATE TÓ PROVDE FINISHED ` RECOMMENDED DAUGHTER BOARD 
HOLES .040 + .003 (1.02 + 0.08) DIAMETER 





















(19.30) (15.24) 


(10.16) 
1.100 (27.94) 


1.260 (32.00) 900 (22.86) 
1.760 (44.70) 1.600 (40.64) 1.400 (35.56) 
(52.32) 1.900 (48.26) (43.18) 


(62.48) (58.42) (53.34) 
























(98.04) 
4.560 (115.82) 
(133.60) 
(197.10) 


(93.98) 
4.400 (111.76) 
5.100 (129.54) 
(193.04) 


(88.90) 
4.200 (106.68) 
(124.46) 
(187.96) 








S ULTRA-MATE CARD EDGE CONNECTOR 
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» CSA Approved and UL Recognized 

® .125 (3.18) Contact Spacing x .250 (6.35) Row Spacing 

® Accepts .062 (1.57) Nominal Thickness P.C. Board 

® High Profile Insulator Body, .645 (16.38) with End Notch Option 
» Ultra-Mate Compliant Section for Gas-Tight Reliable Connection 
in Plated Through Holes Eliminates Soldering Operations 
Contact Termination Options include P.C. Tail and .025 (0.64) 
Square Wire Wrap 

® Single or Dual Row Configurations 

® Accepts Between Contact and In-Contact Polarizing Keys 

® Tools Available for Insulator and Contact Removal. 

Simple "Flat Rock" Tooling is Used for Connector Installation 


® Insulator Material: Thermoplastic Polyester, UL 94V-O, Colour: 
Black 
Contact Material: Copper, Nickel, Tin Alloy CA-725 
® Contact Plating: 30 Microinches (0.76 Microns) Gold on the 
Mating Area, Tin-Lead on the Compliant Section and Contact 
Tails, Nickel Underplate. Other Plating Options Available upon 
Request. 
Current Rating: 3 Amperes Continuous 
è Dielectric Withstanding Voltage: 1500 V AC rms at Sea Level 
Between Adjacent Contacts 
€ Insulation Resistance: 5000 Megohms Minimum 
€ Operating Temperature: -65 to +125 Degrees C 
€ Daughter Board Insertion Force: 16 oz (4.45 N) Maximum per 
Contact Pair when Tested with a .070 (1.78) Thick Gauge 
€ Daughter Board Withdrawal Force: 1 oz (0.28 N) Minimum per 
Contact Pair when Tested with a .054 (1.37) Thick Gauge 
€ Contact Insertion Into Hole: 20 Ibs (89 N) Maximum 
€ Contact Retention In Hole: 10 Ibs (44 N) Minimum 

» Re-Insertability of Hole: 3 Times Minimum 


ANE 


ЕСА: 


Example Part Number 746 - 070 - 525 - 601 


М. | 
Total Number of Contacts 


Contact Code 
Contact Rows & Card Slot Depth 
Insulator Options 





Series 746 

Total Number of Contacts ! Contact Rows 
005, 006,...060 Single Row 
010, 012,...120 Dual Row 


Contact Code? Description & Contact Point Tail Length "G" 
520 P.C. Tail | Regular Point 175 (4.45) 
525 P.C. Tail ^ High Point .175 (4.45) 
527 P.C. Tail ^ High Point 375 (9.53) 
540 Wire Wrap Regular Point 560 (14.22) 
541 Wire Wrap Regular Point .750 (19.05) 
545 Wire Wrap High Point .560 (14.22) 
553 Wire Wrap Medium Point 702 (17.83) 

Contact Rows & Card Slot Depth Description 
1 Single Row, .515 (13.08) Slot Depth 
2 Dual Row, .515 (13.08) Slot Depth 
5 Single Row, .340 (8.64) Slot Depth 
6 Dual Row, .340 (8.64) Slot Depth 

Insulator Options Description 
01 .645 (16.38) Full Height Ends 
06 .550 (13.97) Notched Ends 


Ordering Code Notes 

1) All connector sizes up to 60 contacts single row / 120 contacts 
dual row are available upon request. 

2) Make-before-break switching contacts, assembled in specific 
contact positions, are available upon request. 


IN—CONTACT 
POLARIZING KEY 


Р/М 745-240-328 


BETWEEN CONTACT 
POLARIZING KEY 


P/N 306-240-318 


⁄ f 
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Tel: (416) 754 - 3322 








































O SECTIONS 'Y^ — 'Y* 
0: CONTACT ROWS & INSULATOR OPTIONS 
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200 (5.08) ROW SPACING | ; 1111111111 ا‎ ak 
; . INSULATOR BOARD ЙЙШ ФИЙЙЙЙЙЙЙ Й Й Ё 
| OPTIONS TAB y 101010101000000 
%%%%%-%%4%%%%%%%%%%%%%%%Ф 101 & 201 535 (13.59) | ЙІ ФИЯ IHH | (13.59) Key 
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ogee eee ee ee PEST TST Te? зе 44 jj / 
100 (2.54) J Ёё | 


іі .080 (2.03) CUT OUT .050 (1.27) CUT OUT 
E FOR IN—CONTACT FOR BETWEEN CONTACT 
POLARIZING KEY POLARIZING KEY 


.040 (1.02) DIA + .003 (0.08) 





SEE NOTE BELOW s 4.000 
("D minus .012 (0.30) ) -:015 (0.8) 
RECOMMENDED MOTHER BOARD HOLE PATTERN RECOMMENDED DAUGHTER BOARD 


TO OBTAIN OPTIMUM COMPLIANT SECTION PERFORMANCE, 
DRILL HOLES .0453 + .001 (1.15 + 0.03) DIAMETER 
COPPER PLATE, .001 (25.4 MICRONS) MINIMUM THICKNESS, 
FOLLOWED BY TIN-LEAD PLATE TO PROVIDE FINISHED 
HOLES .040 + .003 (1.02 + 0.08) DIAMETER 























(23.11) (12.70) 
(26.29) 625 (15.88) 
(54.86) 1.750 (44.45) 
(64.39) (53.98) 














(77.09) 
(86.61) 


(66.68) 
(76.20) 





(96.14) (85.73) 
(102.49) (92.08) 
(118.36) (107.95) 
(121.54) (111.13) 






(134.24) 
(143.76) 
(165.99) 
(197.74) 


(130.18) 
5.500 (139.70) 
6.375 (161.93) 
(193.68) 


(123.83) 
5.250 (133.35) 
6.125 (155.58) 
(187.33) 








Example Part Number 737 - 044 - 520 - 206 


о | 
Total Number of Contacts 


Contact Code 

Contact Rows 

Series 737 

Total Number of Contacts ! Contact Rows 
005, 006,...043 Single Row 
010, 012,...086 Dual Row 


Contact Code? Description & Contact Point Tail Length "G" 























520 P.C. Tail X Regular Point .175 (4.45) 
522 P.C. Tail Regular Point 375 (9.53) 
525 P.C. Tail High Point .175 (4.45) 
540 Wire Wrap Regular Point „560 (14.22) 
541 Wire Wrap Regular Point .750 (19.05) 
545 Wire Wrap High Point .560 (14.22) 
@ UL есуге 1 Contact Rows Description 
@ .156 (3.96) Contact Spacing x .200 (5.08) Row Spacing 106 Single Row 
@ Accepts .062 (1.57) Nominal Thickness P.C. Board 206 Dual Row 


p High Profile Insulator Body, .645 (16.38) with End Notches 

@ Ultra-Mate Compliant Section for Gas-Tight Reliable Connection Ordering Code Notes 

in Plated Through Holes Eliminates Soldering Operations 1) All connector sizes up to 43 contacts single row / 86 contacts 
@ Contact Termination Options include P.C. Tail and .025 (0.64) dual row are available upon request. 

Square Wire Wrap 2) Make-before-break switching contacts, assembled in specific 
@ Single or Dual Row Configurations contact positions, are available upon request. 

® Accepts Between Contact and In-Contact Polarizing Keys 

® Tools Available for Insulator and Contact Removal. 

Simple "Flat Rock" Tooling is Used for Connector Installation 


IN—CONTACT BETWEEN CONTACT 


® Insulator Material: Thermoplastic Polyester, UL 94V-O, Colour: POLARIZING. ЖЕТ POLARIZING KEY 


Black 

¢ Contact Material: Copper, Nickel, Tin Alloy CA-725 

® Contact Plating: 30 Microinches (0.76 Microns) Gold on the 
Mating Area, Tin-Lead on the Compliant Section and Contact 
Tails, Nickel Underplate. Other Plating Options Available upon 
Request. 

€ Current Rating: 3 Amperes Continuous 

€ Contact Resistance: 10 Millionms Maximum 

€ Dielectric Withstanding Voltage: 1800 V AC rms at Sea Level 
Between Adjacent Contacts 

€ Insulation Resistance: 5000 Megohms Minimum 

€ Operating Temperature: -65 to +125 Degrees C 

* Daughter Board Insertion Force: 16 oz (4.45 N) Maximum рег 
Contact Pair when Tested with a .070 (1.78) Thick Gauge 

€ Daughter Board Withdrawal Force: 1 oz (0.28 N) Minimum per 

Contact Pair when Tested with a .054 (1.37) Thick Gauge 

€ Contact Insertion into Hole: 20 Ibs (89 N) Maximum 

* Contact Retention in Hole: 10 Ibs (44 N) Minimum 

€ Re-Insertability of Hole: 3 Times Minimum 


Р/М 745-240-328 Р/М 306-240-318 











Tel: (416) 754 - 3322 
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1.246 (31.65) 1.100 (27.94) .780 (19.81) 
1.870 (47.50) 1.724 (43.79) 1.404 (35.66) 
2.650 (67.31) 2.504 (63.60) 2.184 (55.47) 







(79.20) 
(87.12) 


(75.49) 
(83.41) 


(67.36) 
(75.29) 
















3.742 (95.05) 3.596 (91.34) 3.276 (83.21) 
4.210 (106.93) 4.064 (103.23) 3.744 (95.10) 
4.678 (118.82) 4.532 (115.11) 4.212 (106.98) 

(126.75) (123.04) 4.524 (114.91) 






(130.71) (127.00) 4.680 (118.87) 
5.458 (138.63) 5.312 (134.92) 4.992 (126.80) 
5.926 (150.52) 5.780 (146.81) 5.460 (138.68) 


(178.26) (174.55) (166.42) 
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LTRA-MATE CARD EDGE CONNECTOR 
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Example Part Number 745 - 098 - 520 - 900 
Series 

Total Number of Contacts 

Contact Code 

Variation Code 

Series 745 

Total Number of Contacts 098 


Contact Code 
See 745 Series for Available Contact Options and "G" Dimension 


Variation Code Description 
900 Card Slot Barrier with .645 (16.38) Full Height Ends 
904 Card Slot Barrier with .550 (13.97) Notched Ends 


Card Slot Barrier Divides 98 Pin Connector into Groups of 62 and 
36 Contacts 
» For Additional Features and Specifications, Refer to 745 Series 













5.460 
(138.68) CONNECTOR ACCEPTS 
IN-CONTACT POLARIZING KEY 
5.300 P/N 745-240-328 
(134.62) BETWEEN CONTACT POLARIZING KEY 
P/N 341-240-318 
CARD SLOT ACCEPTS 
054 (1.37) TO .070 (1.78) 
THICK Р.С. ВОАКО 
SECTIONS THROUGH 
CONTACT POSITION 
| Т T T 4 515 (15.08 
45 || | | | .100 | зи ‘SLO | 
(16.38) | (2.54) 
ЕУ нысы ажа Сұ aS о а о дЫ 5] М 
шамы М | NOY 260 (6.60) 
ІШ ЇЇ 17 ШІП T Ü | пм 
| | сас 
335 (8.51) 
"С" 300 (7.62) HIGH POINT 
| | Е pom іш СОМТАСТ5 
b. я VARIATION CODE 900 
1.700 и 3.000 
(43.18) (10.16) (76.20) 
18 CONTACTS PER ROW a 31 CONTACTS PER ROW 
(129.54) 550 (13.97) 
NOTCH 





Tel: (416) 754 - 3322 






ULTRA-MATE CARD EDGE CONNECTOR TOOLS 


Compliant Pin Connector Installation, Contact and Insulator Removal 


Connectors received by the customer are ready for installation 
into the circuit board. The flat rock insertion technique requires a 
press and adequate support for the circuit board. Once the 
number of contacts to be pressed into the board together has 
been determined, the press tonnage should be calculated at 
approximately 30 pounds (134 N) per contact. The support plate 
should be designed with clearance where the contact tails 
protrude through the underside of the board. 


Part Number 745-280-200 for Use with 737 and 745 Series 
Connectors 

Part Number 746-280-200 for Use with 746 Series Connectors 
Tool Latches under Side Steps of Insulator and Lifts Insulator 
while Leaving Contacts Firmly Positioned in the Circuit Board 





Part Number 745-280-300 for Contact Codes 520 and 525 
Part Number 345-280-200 for All Other Contact Codes 

Used for 737, 745 and 746 Series 

Removes a Contact from the Circuit Board after the Insulator 
has been Removed 


Using the insulator removal tool, lift the insulator up to remove it 
from the contacts. The contacts will be left standing firmly on the 
circuit board. Remove any contacts necessary. If replacement 
contacts are needed, assemble contacts into the appropriate 
positions in the insulator and push them in lightly so that they 
will stay in position during re-assembly. Align the insulator with 
the contacts in the board and push it down until the new 
contacts are positioned over their holes. Using the flat rock 
installation technique, push the insulator and new contacts 
down into their final position. 





Fax: (416) 754 -3299 FRACS ə/ 
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EISA CARD EDGE CONNE 


/ Part Number 301 - 188 - 520 - 201 


Series 

Total Number of Contacts 
Contact Code 

Style 





EISA or ISA (IBM XT/AT) Daughter Boards Accommodated with 
Bi-Level Contact Points and Card Slot Depths 

.050 (1.27) Contact Spacing with Staggered Tail Bend Results in 
4 Rows at .100 (2.54) Spacing 

Accepts .062 (1.57) Nominal Thickness P.C. Board, Accurately 
Positioned by a Card Slot Barrier 

High Profile Insulator Body, .610 (15.49) 

Mounting Posts Provide Positive Location and Retention 

P.C. Tail Contact Termination 


Insulator Material: Polyohenylene Sulphide, UL 94V-0, Colour: 
Brown 

Contact Material: Phosphor Bronze 

Contact Plating: Gold on the Mating Area, Tin-Lead on the 
Contact Tails, Nickel Underplate 

Current Rating: 1 Ampere Continuous 

Contact Resistance: 30 Millionms Maximum 


5.510 (139.95) 





3.237 (82.22) 
070 (1.78) 


075 ( “т 
058 (1.47) 















Dielectric Withstanding Voltage: 500 V AC rms at Sea Level 
Insulation Resistance: 1000 Megohms Minimum 

Operating Temperature: -55 to +85 Degrees C 

Insertion Force: 6 oz (1.67 N) Maximum per Contact Pair when 
Tested with a .062 (1.57) Thick Gauge 

Withdrawal Force: .75 oz (0.21 N) Minimum per Contact Pair 
when Tested with a .062 (1.57) Thick Gauge 


2.065 (52.45) 
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» Accommodates MCA (Microchannel Architecture) Daughter 
Boards for IBM PS/2 Systems 
.050 (1.27) Contact Spacing with Staggered Tail Bend Results 
in 4 Rows at .100 (2.54) Spacing 
® Accepts .062 (1.57) Nominal Thickness P.C. Boards, 
Accurately Positioned by Card Slot Barrier 
® High Profile Insulator Body, .610 (15.49) 
» Mounting Posts Provide Positive Location and Retention 
P.C. Tail Contact Termination 
® Many other sizes available. Please contact Edac for additional 
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Example Part Number 302 - 182 - 520 - 201 








ы... | 

Total Number of Contacts 

Contact Code 

Style 

Series 302 

Total Number of Contacts Description 
112 Divided into Groups of 90 & 22 Contacts 
132 Divided into Groups of 20, 90 & 22 Contacts 
182 Divided into Groups of 98 & 84 Contacts 





Contact Code 520 


Style 201 


Insulator Material: Polyphenylene Sulphide, UL 94V-0, Colour: 
Black 

Contact Material: Phosphor Bronze 

Contact Plating: Gold on the Mating Area, Tin-Lead on the 
Contact Tails, Nickel Underplate 

Current Rating: 1 Ampere Continuous 

Contact Resistance: 30 Milliohms Maximum 

Dielectric Withstanding Voltage: 500 V AC rms at Sea Level 
Insulation Resistance: 1000 Megohms Minimum 

Operating Temperature: -65 to +125 Degrees C 

Insertion Force: 8 oz (2.22 N) Maximum per Contact Pair 
when Tested with a .062 (1.57) Thick Gauge 








items Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair 
when Tested with a .062 (1.57) Thick Gauge 
3.140 (79.76) 
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CONTACT POSITION #1 


P/N 302-182—520-201 


BOTTOM VIEW AND CROSS 
4.890 (124.21) SECTION SIMILAR TO 112 AND 
132 PIN CONNECTOR 
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RECOMMENDED DAUGHTER BOARD. E sp CAS dS 
FOR 182 PIN CONNECTOR 
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® CSA Approved and UL Recognized 

.100 (2.54) Contact Spacing x .200 (5.08) Row Spacing 
Accepts .062 (1.57) Nominal Thickness P.C. Board 

High Profile Insulator Body, .600 (15.24) 

® Contact Termination Options include P.C. Tail, Wire Hole, Wire 
Wrap, 90 Degree & Extender Board Bends 

® Single or Dual Row Configurations 

Large Variety of Mounting Options, Flush or Offset Lugs 
Pre-assembled Card Guides Available 

Accepts Between Contact and In-Contact Polarizing Keys 
p Automatic Wire Wrap Positioning Holes 





Ф Insulator Material: Thermoplastic Polyester, UL 94V-0 

Ф Contact Material: Copper, Nickel, Tin Alloy CA-725 

¢ Contact Plating: Gold on the Mating Area, Tin-Lead on the 

Contact Tails, Nickel Underplate 

® Current Rating: 3 Amperes Continuous 

® Contact Resistance: 10 Millionms Maximum 

® Dielectric Withstanding Voltage: 1200 V AC rms at Sea Level 
Between Adjacent Contacts 




















9 Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair when 
Tested with a .070 (1.78) Thick Gauge 
® Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair when 
Tested with a .054 (1.37) Thick Gauge 


RICE 


Series 


Total Number of Contacts ve si а 





Contact Code 
Contact Rows and Insulator Style 


Mounting Options 

Series Insulator Colour 
345 Green 
395 Black 

Total Number of Contacts ' Contact Rows 
005, 006,...072 Single Row 
010, 012,...144 Dual Row 

Contact Code %3 Description & Tail Size Tail Length"G" 
500 Wire Hole .050 x .025 (1.27 x 0.64) 260 (6.60) 
520 Р.С. Тай .030 x .018 (0.76 x 0.46) 175 (4.45) 
521 P.C. Tail .025 Square (0.64 Square) 150 (3:81) 
523 P.C. Tail .025 Square (0.64 Square) 390 (9.91) 
524 Р.С. Тай .018 Square (0.46 Square) 175 (4.45) 
540 Wire Wrap .025 Square (0.64 Square) 560 (14.22) 
541 Wire Wrap .025 Square (0.64 Square) .750 (19.05) 
542 Wire Wrap .025 Square (0.64 Square) .645 (16.38) 
544 Wire Wrap .050 x .025 (1.27 x 0.64) .750 (19.05) 
555 Extender Board Bend (Code 500 Contacts) 

556 Extender Board Bend (Code 520 Contacts) 
558 90 Degree Bend (Code 541 Contacts) 
559 90 Degree Bend (Code 541 Contacts) 
560 Extender Board Bend (Code 523 Contacts) 

Contact Rows and Insulator Style Description 
1 Single Row, Flush Mounting Lugs 
2 Dual Row, Flush Mounting Lugs 
4 Single Row, .110 (2.79) Offset Lugs 
5 Dual Row, .110 (2.79) Offset Lugs 
6 Single Row, .170 (4.32) Offset Lugs 
8 Dual Row, .170 (4.32) Offset Lugs 

Mounting Options * 5 Description 
0 No Mounting Lugs 
02 .128 (3.25) Dia. Mounting Holes 
03 .116 (2.95) 1.0. Floating Eyelets 
04 .156 (3.96) Dia. Mounting Holes 
07 M3-0.5 Metric Threaded Inserts 
08 #4-40 Unified Threaded Inserts 
12 .128 (3.25) Dia. Side Mounting Holes 
58 .468 (11.89) Offset Card Guides 
78 In-Line Card Guides 2.750 (69.85) Long 
88 In-Line Card Guides 1.250 (31.75) Long 

Ordering Code Notes 





1) All connector sizes up to 72 contacts single row / 144 contacts 
dual row are available upon request. 

2) The 500 contact code is only available in the 345 series. Green 
polyphenylene sulphide insulator material will be supplied. 

3) For details of the extender board and 90 degree bends, refer to 
page 74. 

4) For lugless connectors, code 01 mounting, specify contact row 
codes 1 or 2. 

5) For details of the mounting options, refer to page 76. 
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POLARIZING KEY. 
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(32.00) 
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пт т | ООО A 
CARD SLOT АССЕРТ5 
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(22 .110 (2.79) 
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| .030 (0.76) Х .080 
(2.03) WIRE HOLE 
-.100 (2.54) 
"E 125 (3.18) 
ж .200 (5.08) 
.400 (10.16) 
PANEL MOUNT CUT OUT .136 (3.45) 
DIA REF 
.200 (5.08) 
.100 (2.54) 
.042 (1.07) +.004 (0.10)/-.000 -.140 (3.56) PANEL MOUNT 
FOR ALL P.C. TAILS 
EXCEPT CODE 524 nen 
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(78.11) 
(90.81) 
(93.35) 
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N š (106.05) 
(130.43) (123.83) 
(148.21) (141.61) 
(173.61) (167.01) 
: 8.035 (204.09) (197.49) 
Dimensions of Other Connector Sizes are Listed on Page 80 
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RECOMMENDED DAUGHTER BOARD 
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(106.68) 
(124.46) 
(149.86) 
(180.34) 
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@ UL Recognized 

@ .100 (2.54) Contact Spacing x .140 (3.56) Row Spacing 

6€ Accepts .062 (1.57) Nominal Thickness P.C. Board 

€ Low Profile Insulator Body, 437 (11.10) 

® Contact Termination Options include P.C. Tail, Wire Hole & 
Extender Board Bends 

e Single or Dual Row Configurations 

e Variety of Mounting Options 

© Accepts Between Contact and In-Contact Polarizing Keys 









¢ Insulator Material: Thermoplastic Polyester, UL 94V-O 

¢ Contact Material: Copper, Nickel, Tin Alloy CA-725 

¢ Contact Plating: Gold on the Mating Area, Tin-Lead on the 
Contact Tails, Nickel Underplate 

Current Rating: 3 Amperes Continuous 

€ Contact Resistance: 10 Millionms Maximum 

€ Dielectric Withstanding Voltage: 1200 V AC rms at Sea Level 
Between Adjacent Contacts 

€ Insulation Resistance: 5000 Megohms Minimum 

€ Operating Temperature: -65 to +125 Degrees C 

€ Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair 
when Tested with a .070 (1.78) Thick Gauge 

€ Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair 

when Tested with a .054 (1.37) Thick Gauge 





Example Part Number 341 - 062 - 520 - 202 


lini B 





Total Number of Contacts 

Contact Code 

Contact Rows 

Mounting Options 

Series ‘Insulator Colour 
341 Green 
391 Black 

Total Number of Contacts ' Contact Rows 
005, 006,...060 Single Row 
010, 012,...120 Dual Row 

Contact Code ^? Description & Tail Size Tail Length "G" 
500 Wire Hole .050 x .013 (1.27 x 0.33) .220 (5.59) 
520 P.C. Tail .025х.013(0.64 х 0.33) 125 (3.18) 
521 Р.С. Тай .025х.013(0.64 х 0.33) 260 (6.60) 
522 P.C. Tail .025 х.013(0.64 х 0.33) 375 (9.53) 
524 P.C. Tail .025x .013 (0.64 x 0.33) .100 (2.54) 
555 Extender Board Bend (Code 500 Contacts) 

556 Extender Board Bend (Code 521 Contacts) 
560 Extender Board Bend (Code 522 Contacts) 

Contact Rows Description 
1 Single Row 
2 Dual Row 

Mounting Options * Description 
01 No Mounting Lugs 
02 .128 (3.25) Dia. Mounting Holes 
03 116 (2.95) 1.0. Floating Eyelets 
04 156 (3.96) Оіа. Mounting Holes 
07 M3-0.5 Metric Threaded Inserts 
08 314-40 Unified Threaded Inserts 

Ordering Code Notes 


1) All connector sizes up to 60 contacts single row / 120 contacts 
dual row are available upon request. 

2) The 500 contact code is only available in the 341 series. Green 
polyphenylene sulphide insulator material will be supplied. 

3) For details of the extender board bends, refer to page 74. 

4) For details of the mounting options, refer to page 76. 


Tel: (416) 754 - 3322 
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CARD SLOT АССЕРТ5 .054 (1.37) 
TO .070 (1.78) THICK P.C. BOARD 


.330 (8.38) UP TO 27/54 PIN 
.400 (10.16) 28/56 PIN & OVER 
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.135 (3.43) PANEL MOUNT CUT OUT 
136 (3.45) DIA REF 













PANEL 
MOUNT 
CUT OUT 










360 (9.14) UP 100 (2.54) 
TO 27/54 PIN n Е" 
430 (10.92) 28/56 

PIN AND UP "B" 


іш 040 (1.02) ОА +.004 (0.10)/-.000 
FOR P.C. TAILS 


@| 008 (0.20) DIA | 
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1.175 (29.85) 
1.575 (40.01) 
2.075 (52.71) 
2.375 (60.33) 
(70.49) 
3.075 (78.11) 
3.375 (85.73) 
3.575 (90.81) 
(106.05) 
(116.21) 
(123.83) 
(141.61) 
(167.01) 







(78.11) 
3.375 (85.73) 
3.675 (93.35) 
3.875 (98.43) 
(113.67) 
4.875 (123.83) 
5.175 (131.45) 
(149.23) 
(174.63) 
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RECOMMENDED DAUGHTER BOARD 



















(19.69) (15.24) (10.16) 
875 (22.23) 700 (17.78) 500 (12.70) 
1.275 (32.39) 1.100 (27.94) 1900 (22.86) 


1.775 (45.09) 
2.075 (52.71) 
(62.87) 
2.775 (70.49) 
3.075 (78.11) 
3.275 (83.19) 
(98.43) 
(108.59) 
4575 (116.21) 
5.275 (133.99) 
(159.39) 


1.600 (40.64) 
1.900 (48.26) 
(58.42) 
2.600 (66.04) 
2.900 (73.66) 
3.100 (78.74) 
(93.98) 
4.100 (104.14) 
4400 (111.76) 
5.100 (129.54) 
(154.94) 


1.400 (35.56) 
1.700 (43.18) 
























3.900 (99.06) 
4.200 (106.68) 
4.900 (124.46) 
(149.86) 

























UL Recognized 
.100 (2.54) Contact Spacing x .200 (5.08) Row Spacing 
! Accepts .062 (1.57) Nominal Thickness P.C. Board 

‚ High Profile Insulator Body, .590 (14.99) 


€ Contact Termination Options include P.C. Tail, Wire Hole, Wire 


Wrap, 90 Degree & Extender Board Bends 

e Single or Dual Row Configurations 

! Variety of Mounting Options 

» Accepts Between Contact and In-Contact Polarizing Keys 
» Design based on Requirements of HE 901 Specification 





> Insulator Material: Thermoplastic Polyester, UL 94V-0 

> Contact Material: Copper, Nickel, Tin Alloy CA-725 

® Contact Plating: Gold on the Mating Area, Tin-Lead on the 
Contact Tails, Nickel Underplate 

' Current Rating: 3 Amperes Continuous 

' Contact Resistance: 10 Millionms Maximum 

' Dielectric Withstanding Voltage: 1200 V AC rms at Sea Level 
Between Adjacent Contacts 

¢ Insulation Resistance: 5000 Megohms Minimum 

^ Operating Temperature: -65 to --125 Degrees C 

> Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair when 
Tested with a .070 (1.78) Thick Gauge 

$ Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair when 
Tested with a .054 (1.37) Thick Gauge 








CONNECTOR 


Example Part Number 342 - 100 - 541 - 202 


Series EUR ss | 
Total Number of Contacts 


Contact Code 

Contact Rows 

Mounting Options 

Series Insulator Colour 
342 Green 
392 Black 

Total Number of Contacts ' Contact Rows 
005, 006,...058 Single Row 
010, 012,...116 Dual Row 

Contact Code >3 Description & Tail Size Tail Length "G" 
500 Wire Hole .050 x .025 (1.27 x 0.64) 270 (6.86) 
520 P.C. Tail .030 x .018 (0.76 x 0.46) 185 (4.70) 
521 Р.С. Тай .025 Square (0.64 Square) .160 (4.06) 
523 Р.С. Тай .025 Square (0.64 Square)  .400 (10.16) 
524 P.C. Tail .018 Square (0.46 Square)  .185 (4.70) 
540 Wire Wrap .025 Square (0.64 Square)  .570 (14.48) 
541 Wire Wrap .025 Square (0.64 Square) ` .760 (19.30) 
542 Wire Wrap .025 Square (0.64 Square) .655 (16.64) 
544 Wire Wrap .050 x .025 (1.27 x 0.64) .760 (19.30) 
555 Extender Board Bend (Code 500 Contacts) 

556 Extender Board Bend (Code 520 Contacts) 
558 90 Degree Bend (Code 541 Contacts) 
559 90 Degree Bend (Code 541 Contacts) 
560 Extender Board Bend (Code 523 Contacts) 

Contact Rows Description 
1 Single Row 
2 Dual Row 

Mounting Options * Description 
01 No Mounting Lugs 
02 .128 (3.25) Wide Mounting Slots 
03 .116 (2.95) I.D. Floating Eyelets 
04 .156 (3.96) Dia. Mounting Holes 
07 M3-0.5 Metric Threaded Inserts 
08 #4-40 Unified Threaded Inserts 
12 128 (3.25) Па. Side Mounting Holes 

Ordering Code Notes 


1) All connector sizes up to 58 contacts single row / 116 contacts 
dual row are available upon request. 

2) The 500 contact code is only available in the 342 series. Green 
polyphenylene sulphide insulator material will be supplied. 

3) For details of the extender board and 90 degree bends, refer to 
page 74. 

4) For details of the mounting options, refer to page 76. 


Tel: (416) 754 - 3322 
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Fax: (416) 754-3299 _ 


(58.42) 
(66.04) 
(78.74) 
(81.28) 
(91.44) 
(93.98) 
(111.76) 
(129.54) 
(149.86) 


(10.16) 
(22.86) 
(30.48) 
(35.56) 
(43.18) 
(53.34) 
(60.96) 
(73.66) 
(76.20) 
(86.36) 












Example Part Number 395 - 098 - 520 - 300 


= | 
Total Number of Contacts 


Contact Code 
Variation Code 


Series 395 
Total Number of Contacts 098 


Contact Code 
See 345/395 Series for Available Contact Options and "G" 
Dimension 
Code 500 Contact is Not Standard for 395-AT Connector 
















Variation Code Description 
300 Card Slot Barrier Divides the 98 Contacts 
into Groups of 62 and 36 
— ® CSA Approved and UL Recognized 
کک‎ ® For IBM-AT Industry Standard Architecture 
— _ ® .100 (2.54) Contact Spacing x .200 (5.08) Row Spacing Insulator Material: Thermoplastic Polyester, UL 94V-0, Colour: 
® Accepts .062 (1.57) Nominal Thickness P.C. Board Black 
® High Profile Insulator Body, .600 (15.24), Divided into Groups of Contact Material: Copper, Nickel, Tin Alloy CA-725 P 
62 and 36 Contacts > Contact Plating: Gold on the Mating Area, Tin-Lead on the 
® Contact Termination Options include P.C. Tail, Wire Wrap, 90 Contact Tails, Nickel Underplate 
Degree & Extender Board Bends Current Rating: 3 Amperes Continuous 
® Accepts Between Contact and In-Contact Polarizing Keys For Additional Specifications, Refer to 345/395 Series 


5.460 (138.68) 
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Example Part Number 340 - 050 - 523 - 202 
a n 

Total Number of Contacts 

Contact Code 


Contact Rows 
Mounting Options 





Total Number of Contacts ' 
005, 006,...060 
010, 012,...120 


Contact Rows 
Single Row 
Dual Row 





Contact Code 
See 345/395 Series for Available Contact Options and "G" 
Dimension 











Contact Rows Description 
1 Single Row 
2 Dual Row 

Mounting Options 2 Description 
01 No Mounting Lugs 
02 .128 (3.25) Dia. Mounting Holes 
04 .156 (3.96) Dia. Mounting Holes 

Ordering Code Notes 


1) All connector sizes up to 60 contacts single row / 120 contacts 
dual row are available upon request. 
2) For details of the mounting options, refer to page 76. 








® .100 (2.54) Contact Spacing x .200 (5.08) Row Spacing 

® Accepts .062 (1.57) Nominal Thickness P.C. Board 

High Profile Insulator Body, .600 (15.24) 

Contact Termination Options include P.C. Tail, Wire Hole, Wire 
Wrap, 90 Degree & Extender Board Bends 

» Single or Dual Row Configurations 

® Accepts Between Contact and In-Contact Polarizing Keys 





¢ Insulator Material: Thermoplastic Polyester, UL 94V-0, Colour: 
Green 

¢ Contact Material: Copper, Nickel, Tin Alloy CA-725 

¢ Contact Plating: Gold on the Mating Area, Tin-Lead on the 
Contact Tails, Nickel Underplate 

¢ Current Rating: 3 Amperes Continuous 








NUMBER OF CONTACTS 
5 10 (48.26) (35.56) 

(68.58) 
(99.06) 
(132.08) 


(175.26) 


18 (81.28) 
30 (111.76) 
43 (144.78) 
60 (187.96) 
Dimensions of Other Connector Sizes are Listed on Page 80 


Fax: (416) 754 -3299 
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(43.18) 

(73.66) 
(106.68) 
(149.86) 


(121.03) 
(164.21) 


(112.01) 
(155.19) 








@ .100 (2.54) Contact Spacing x .300 (7.62) Row Spacing 

@ Accepts .125 (3.18) Nominal Thickness P.C. Board 

High Profile Insulator Body, .600 (15.24) 

@ Contact Termination Options include P.C. Tail, Wire Hole & 
.025 (0.64) Square Wire Wrap 

@ Single or Dual Row Configurations 

@ Variety of Mounting Options 

@ Accepts In-Contact Polarizing Keys 

@ Automatic Wire Wrap Positioning Holes 












Green 

€ Contact Material: Copper, Nickel, Tin Alloy CA-725 

¢ Contact Plating: Gold on the Mating Area, Tin-Lead on the 
Contact Tails, Nickel Underplate 

€ Current Rating: 3 Amperes Continuous 

9 Contact Resistance: 10 Millionms Maximum 

€ Dielectric Withstanding Voltage: 1200 V AC rms at Sea Level 
Between Adjacent Contacts 

€ Insulation Resistance: 5000 Megohms Minimum 

¢ Operating Temperature: -65 to --125 Degrees C 

€ Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair 
when Tested with a .135 (3.43) Thick Gauge 

€ Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair 
when Tested with a .115 (2.92) Thick Gauge 





¢ Insulator Material: Polyphenylene Sulphide, UL 94V-0, Colour: 


ЕОНС= 


Example Part Number 325 - 122 - 520 - 2 09 


Nit — 


Total Number of Contacts 

Contact Code 

Contact Rows 

Mounting Options 

Series 325 

Total Number of Contacts ' Contact Rows 
005, 006,...061 Single Row 
010, 012,...122 Dual Row 

Contact Code ` Description & Tail Size Tail Length "G" 
500 Wire Hole .050 x .025 (1.27 x 0.64) .260 (6.60) 
520 P.C. Tail .025 Square (0.64 Square) .175 (4.45) 
540 Wire Wrap .025 Square (0.64 Square) ` .560 (14.22) 

Contact Rows Description 
1 Single Row 
2 Dual Row 

Mounting Options ° Description 
01 No Mounting Lugs 
07 M3-0.5 Metric Threaded Inserts 
08 #4-40 Unified Threaded Inserts 
09 .160 (4.06) Dia. Mounting Holes 


Ordering Code Notes 

1) All connector sizes up to 61 contacts single row / 122 contacts 
dual row are available upon request. 

2) For details of the mounting options, refer to page 76. 


Tel: (416) 754 - 3322 
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(81.84) 
(97.08) 
(107.24) 
(114.86) 
(132.64) 
(160.58) 


3.100 
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(15.24) 
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ə CSA Approved and UL Recognized 

ə .100 (2.54) Contact Spacing x .200 (5.08) Row Spacing 

ə Accepts .062 (1.57) Nominal Thickness P.C. Board 

® High Profile Insulator Body, .600 (15.24) 

ə Contact Termination Options include P.C. Tail, Wire Wrap, 90 
Degree & Extender Board Bends 

e Round P.C. Tails available to fit .036 (.091) diameter holes 

® Single or Dual Row Configurations 

ə Large Variety of Mounting Options, Flush or Offset Lugs 

® Pre-assembled Card Guides Available 











€ Contact Plating: Gold on the Mating Area, Tin-Lead on the 
Contact Tails, Nickel Underplate 
€ Current Rating: 3 Amperes Continuous 


Between Adjacent Contacts 

€ Insulation Resistance: 5000 Megohms Minimum 

@ Operating Temperature: -65 to +125 Degrees C 

€ Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair 
when Tested with a .070 (1.78) Thick Gauge 

€ Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair 


when Tested with a .054 (1.37) Thick Gauge 





339/389 SERIES ORDERING CODE 
Example Part Number 339 - 050 - 520 - 2 02 


Series 
Total Number of Contacts 
Contact Code 

Contact Rows and Insulator Style 
Mounting Options 





ыы — — -- 
339 
389 


Contact Rows 
Single Row 
Dual Row 


Total Number of Contacts ! 
005, 006,...072 
010, 012,...144 
Contact Code ?? 


Description & Tail Size Tail Length "G" 


521 P.C. Tail .025 Square (0.64 Square) 150 (3.81) 
523 P.C. Tail .025 Square (0.64 Square) 186 (4.72) 
524 Р.С. Тай .025 Square (0.64 Square) 376 (9.55) 
540 Wire Wrap .025 Square (0.64 Square) .539 (13.69) 
541 Wire Wrap .025 Square (0.64 Square) .556 (14.12) 
556 Extender Board Bend 

558 90 Degree Bend 

559 90 Degree Bend 

560 Extender Board Bend 

Contact Rows and Insulator Style Description 


1 Single Row, Flush Mounting Lugs 
2 Dual Row, Flush Mounting Lugs 
4 Single Row, .110 (2.79) Offset Lugs 
5 Dual Row, .110 (2.79) Offset Lugs 
6 Single Row, .170 (4.32) Offset Lugs 
8 Dual Row, .170 (4.32) Offset Lugs 
Mounting Options 45 Description 
01 No Mounting Lugs 
02 .128 (3.25) Dia. Mounting Holes 
03 .116 (2.95) I.D. Floating Eyelets 
04 .156 (3.96) Dia. Mounting Holes 
07 M3-0.5 Metric Threaded Inserts 
08 34-40 Unified Threaded Inserts 
12 .128 (3.25) Dia. Side Mounting Holes 
58 .468 (11.89) Offset Card Guides 
78 In-line Card Guides 2.750 (69.85) Long 
88 In-Line Card Guides 1.250 (31.75) Long 


Ordering Code Notes 

1) All connector sizes up to 72 contacts single row / 144 
contacts dual row are available upon request. 

2) For details of the extender board and 90 degree bends, refer 
to page 74. : 

3) For lugless connectors, code 01 mounting, specify contact 
row codes 1 or 2. 
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Tel: (416) 754 - 3322 
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CONNECTOR MOUNTING PATTERN RECOMMENDED DAUGHTER BOARD 















(27.31) .600 (15.24) 
























760 (19.30) 400 (10.16) 
1.575 (40.01) 1.260 (32.00) 1.100 (27.94) 1900 (22.86) 
1.875 (47.63) 1.560 (39.62) 1.400 (35.56) 1.200 (30.48) 


(52.71) 
(60.33) 


(44.70) 
(52.32) 


(40.64) 
(48.26) 


(35.56) 
(43.18) 




























(130.43) 
5.835 (148.21) 
6.835 (173.61) 
(204.09) 


(123.83) 
5.575 (141.61) 
6.575 (167.01) 
(197.49) 


(115.82) 
5.260 (133.60) 
6.260 (159.00) 
(189.48) 


(111.76) 
5.100 (129.54) 
6.100 (154.94) 
(185.42) 


(106.68) 
4.900 (124.46) 
5.900 (149.86) 
(180.34) 


Dimensions of Other Connector Sizes are Listed on Page 80 

















































® CSA Approved and UL Recognized 

© .125 (3.18) Contact Spacing x .250 (6.35) Row Spacing 

@ Accepts .062 (1.57) Nominal Thickness P.C. Board 

® High Profile Insulator Body, .600 (15.24) 

€ Contact Termination Options include P.C. Tail, Wire Hole, 
.025 (0.64) Square Wire Wrap, 90 Degree & Extender Board 
Bends 

e Single or Dual Row Configurations 

€ Large Variety of Mounting Options, Flush or Offset Lugs 

@ Pre-assembled Card Guides Available 

€ Accepts Between Contact and In-Contact Polarizing Keys 

@ Automatic Wire Wrap Positioning Hoies 








Insulator Material: Thermoplastic Polyester, UL 94V-0 

Contact Material: Copper, Nickel, Tin Alloy CA-725 

Contact Plating: Gold on the Mating Area, Tin-Lead on the 
Contact Tails, Nickel Underplate 

€ Current Rating: 3 Amperes Continuous 

€ Contact Resistance: 10 Millionms Maximum 

€ Dielectric Withstanding Voltage: 1500 V AC rms at Sea Level 
Between Adjacent Contacts 

€ Insulation Resistance: 5000 Megohms Minimum 

€ Operating Temperature: -65 to +125 Degrees C 

€ Insertion Force: 16 oz (4.45 М) Maximum per Contact Pair 
when Tested with a .070 (1.78) Thick Gauge 

€ Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair 
when Tested with a .054 (1.37) Thick Gauge 


Example Part Number 346 - 056 - 540 - 802 
Nin —3Àá | 


Total Number of Contacts 











Contact Code 

Contact Rows and Insulator Style 

Mounting Options 

Series 
346 Green 
396 Black 

Total Number of Contacts ' Contact Rows 
O05, 006,...050 Single Row 
010, 012,...100 Dual Row 

Contact Code ° Description & Tail Size Tail Length "G" 
500 Wire Hole .050 x .025 (1.27 x 0.64) 260 (6.60) 
520 P.C. Tail .025 Square (0.64 Square) 175 (4.45) 
521 Р.С. Тай  .025 Square (0.64 Square) .150 (3.81) 
522 Р.С. Тай .025 Square (0.64 Square) 440 (11.18) 
526 P.C. Tail .025 Ѕаиаге (0.64 Square) 350 (8.89) 
540 Wire Wrap .025 Square (0.64 Square) .560 (14.22) 
541 Wire Wrap .025 Square (0.64 Square) .750 (19.05) 
555 Extender Board Bend (Code 500 Contacts) 

556 Extender Board Bend (Code 520 Contacts) 
558 90 Degree Bend (Code 541 Contacts) 
559 90 Degree Bend (Code 541 Contacts) 
560 Extender Board Bend (Code 526 Contacts) 

Contact Rows and Insulator Style * Description 
1 Single Row, Flush Mounting Lugs 
2 Dual Row, Flush Mounting Lugs 
6 Single Row, .170 (4.32) Offset Lugs 
8 Dual Row, .170 (4.32) Offset Lugs 

Mounting Options * 5 ' Description 
01 | No Mounting Lugs 
02 .128 (3.25) Dia. Mounting Holes 
03 116 (2.95) 1.0. Floating Eyelets 
04 .156 (3.96) Dia. Mounting Holes 
07 M3-0.5 Metric Threaded Inserts 
08 #4-40 Unified Threaded Inserts 
12 .128 (3.25) Dia. Side Mounting Holes 
58 .468 (11.89) Offset Card Guides 
78 In-Line Card Guides 

Ordering Code Notes 


1) Allconnector sizes up to 50 contacts single row / 100 contacts 
dual row are available upon request. 

2) The 500 contact code is only available in the 346 series. Green 
polyphenylene sulphide insulator material will be supplied. 

3) For details of the extender board and 90 degree bends, refer to 
page 74. 

4) Consult with Edac regarding connectors with a .420 (10.67) card 
slot depth. 

5) For lugless connectors, code 01 mounting, specify contact row 
codes 1 or 2. 

6) In-line card guides are only available with offset mounting lugs. 

7) For details of the mounting options, refer to page 76. 


Tel: (416) 754 - 3322 
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» CSA Approved and UL Recognized 

» .125 (3.18) Contact Spacing x .250 (6.35) Row Spacing 

» Accepts .062 (1.57) Nominal Thickness P.C. Board 

» High Profile Insulator Body, .600 (15.24) 

» Contact Termination Options include P.C. Tail, .025 (0.64) 
Square Wire Wrap, 90 Degree & Extender Board Bends 

» Round P.C. Tails available to fit .036 (.091) diameter holes 
» Single or Dual Row Configurations 

» Large Variety of Mounting Options, Flush or Offset Lugs 

» Pre-assembled Card Guides Available 

» Accepts Between Contact and In-Contact Polarizing Keys 
» Automatic Wire Wrap Positioning Holes 














¢ Insulator Material: Thermoplastic Polyester, UL 94V-0 

* Contact Material: Ph. Bronze 

Contact Plating: Gold on the Mating Area, Tin-Lead on the 
Contact Tails, Nickel Underplate 

€ Current Rating: 3 Amperes Continuous 

* Contact Resistance: 10 Millionms Maximum 

* Dielectric Withstanding Voltage: 1500 V AC rms at Sea Level 
Between Adjacent Contacts 

& Insulation Resistance: 5000 Megohms Minimum 

* Operating Temperature: -65 to +125 Degrees С 

Ф Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair 
when Tested with a .070 (1.78) Thick Gauge 

& Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair 
when Tested with a .054 (1.37) Thick Gauge 














Series dopo e | 
Total Number of Contacts 








Contact Code 

Contact Rows and Insulator Style 

Mounting Options 

Series ~ Insulator Colour 
346 Green 
396 Black 
Total Number of Contacts ' Contact Rows 
005, 006,...050 Single Row 
010, 012,...100 Dual Row 
Contact Code?* Description & Tail Size Tail Length "G" 
521 Р.С. Тай .025 Square (0.64 Square) 207 (5.26) 
540 Wire Wrap .025 Square (0.64 Square) „572 (14.53) 
555 Extender Board Bend 

556 Extender Board Bend 

558 90 Degree Bend 

559 90 Degree Bend 

560 Extender Board Bend 

Contact Rows and Insulator Style “ Description 
1 Single Row, Flush Mounting Lugs 
2 Dual Row, Flush Mounting Lugs 
6 Single Row, .170 (4.32) Offset Lugs 
8 Dual Row, .170 (4.32) Offset Lugs 
Mounting Options > 5-7 Description 
01 No Mounting Lugs 
02 .128 (3.25) Dia. Mounting Holes 
03 .116 (2.95) I.D. Floating Eyelets 
04 .156 (3.96) Dia. Mounting Holes 
07 M3-0.5 Metric Threaded Inserts 
08 44-40 Unified Threaded Inserts 
12 .128 (3.25) Dia. Side Mounting Holes 
58 .468 (11.89) Offset Card Guides 
78 In-line Card Guides 2.750 (69.85) Long 


Ordering Code Notes 

1) All connector sizes up to 50 contacts single row / 100 contacts 
dual row are available upon request. 

2) For details of the extender board and 90 degree bends, refer to 
page 74. 

3) Consult with Edac regarding connectors with a .420 (10.67) card 
slot depth. 

4) For lugless connectors, code 01 mounting, specify contact row 
codes 1 or 2. 

5) In-line card guides are only available with offset mounting lugs. 

6) For details of the mounting options, refer to page 76. 
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® 305/355 Series CSA Approved and UL Recognized 
315 Series UL Recognized 
® .156 (3.96) Contact Spacing x .140 (3.56) Row Spacing 
® Accepts .062 (1.57) Nominal Thickness P.C. Board 
® Low Profile Insulator Body, .460 (11.68) 
® Contact Termination Options include P.C. Tail, Wire Hole & 
Extender Board Bends 
® Large Variety of Mounting Options 
6 Pre-assembled Card Guides Available 
P Accepts Between Contact and In-Contact Polarizing Keys 


> Insulator Material: Thermoplastic Polyester, UL 94V-0 

' Contact Material: Copper, Nickel, Tin Alloy CA-725 

9 Contact Plating: Gold on the Mating Area, Tin-Lead on the 
Contact Tails, Nickel Underplate 

> Current Rating: 5 Amperes Continuous 

bp Contact Resistance: 10 Millionms Maximum 

Dielectric Withstanding Voltage: 1800 V AC rms at Sea Level 
Between Adjacent Contacts 

Insulation Resistance: 5000 Megohms Minimum 

9 Operating Temperature: -65 to +125 Degrees C 

Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair when 
Tested with a .070 (1.78) Thick Gauge 

® Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair when 
Tested with a .054 (1.37) Thick Gauge 
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Example Part Number 305 - 056 - 521 - 204 


Series сааса лама 
Total Number of Contacts 


Contact Code 
Insulator Style 
Mounting Options 
Series 


Insulator Colour Card Slot Length 


305 Green Standard Length per MIL-C-21097 
315 Green .020 (0.51) Shorter than Standard 
355 Black Standard Length per MIL-C-21097 


Total Number of Contacts ' Contact Rows 


012, 014....086 Dual Row 
Contact Code** ` Description & Tail Size Tail Length "G" 

500 Wire Hole .087 x .013 (2.21 x 0.33) .282 (7.16) 

520 P.C. Tail .046 x .013 (1.17 x 0.33) 213 (5.41) 

521 Р.С. Тай .046 x .013 (1.17 x 0.33) 125 (3.18) 

555 Extender Board Bend (Code 500 Contacts) 

556 Extender Board Bend (Code 520 Contacts) 

Insulator Style * Description 
2 .295 (7.49) Card Slot Depth 
5 .330 (8.38) Card Slot Depth 

Mounting Options ° Description 
01 No Mounting Lugs 
02 .128 (3.25) Dia. Mounting Holes 
03 .116 (2.95) |.D. Floating Eyelets 
04 .156 (3.96) Dia. Mounting Holes 
07 M3-0.5 Metric Threaded Inserts 
08 #4-40 Unified Threaded Inserts 
58 .468 (11.89) Offset Card Guides 
68 .344 (8.74) Offset Card Guides 
78 In-Line Card Guides 

Ordering Code Notes 


1) All connector sizes up to 86 contacts dual row are available upon 
request. 

2) Consult with Edac regarding single row configuration and wire 
wrap tail options. 

3) For details of the extender board bends, refer to page 74. 

4) Insulator style code 5 is available for the 305 and 355 series 
upon request. 

5) For details of the mounting options, refer to page 76. 


Tel: (416) 754 - 3322 
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380 (9.65 h MEERE 
EN 5 V ф ^ j / / / CARD SLOT 
Š i : : A д а O O g Z 
МА SN x сен % + 2 2 2 2 220 А 28, su 
.136 (3.45) DIA REF 125 (3.18) a м ы: 055 (1.40) 
CUT OUT FOR IN-CONTACT CUT OUT FOR BETWEEN CONTACT 
m POLARIZING KEY POLARIZING KEY 
050 (1.27) ОА +.004 (0.10)/-.000 
HOLE PATTERN FOR DUAL Р.С. ТАП 
Ф.008 (0.20) ОА| 
CONNECTOR MOUNTING PATTERN RECOMMENDED DAUGHTER BOARD 
(46.79) (38.91) (31.65) (27.94) (27.43) Р (19.81) 
(62.64) (54.76) (47.50) (43.79) (43.28) (35.66) 
(70.56) (62.69) (55.42) : (51.71) (51.21) (43.59) 
(82.45) (74.57) (67.31) (63.60) (63.09) (55.47) 
(94.34) ; (86.46) (79.20) (75.49) (74.98) (67.36) 
4.338 (110.19) 4.028 (102.31) 3.742 (95.05) 3.596 (91.34) 3.576 (90.83) 3.276 (83.21) 
жх 4.650 (118.11) 4.340 (110.24) 4.054 (102.97) 3.908 (99.26) 3888 (98.76) 3.588 (91.14) 


4.806 (122.07) 4.496 (114.20) 4.210 (106.93) 4.064 (103.23) 4.044 (102.72) 3.744 (95.10) 


5.274 (133.96) 4.964 (126.09) 4.678 (118.82) 4.532 (115.11) 4.512 (114.60) 4.212 (106.98) 
5.586 (141.88) 5.276 (134.01) 4.990 (126.75) 4.844 (123.04) 4.824 (122.53) 4.524 (114.91) 
6.522 (165.66) 6.212 (157.78) 5.926 (150.52) 5.780 (146.81) 5.760 (146.30) 5.460 (138.68) 


Dimensions of Other Connector Sizes are Listed on Page 82 
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\RD EDGE CONNECTOR 


Example Part Number 306 - 022 - 521 - 178 


е ee а | 
Total Number of Contacts 


Contact Code 
Mounting Options 
Series Insulator Colour Card Slot Length 
306 Green Standard Length per MIL-C-21097 
316 Green .020 (0.51) Shorter than Standard 
ШАПТЫ ИТ 356 Васк Standard Length per MIL-C-21097 
Total Number of Contacts ' Contact Row 
006, 007,...043 Centre Row 
Contact Code* Description & Tail Size Tail Length "G" 
500 Wire Hole .087 x .015 (2.21 x 0.38) .282 (7.16) 
520 P.C. Tail .046 x .015 (1.17 x 0.38) 213 (5.41) 
521 Р.С. Тай .037 x .015 (0.94 x 0.38) 125 (3.18) 
FEAIUHES Mounting Options 2 Description 
® 306/356 Series CSA Approved and UL Recognized 101 No Mounting Lugs 
@ 316 Series UL Recognized 102 .128 (3.25) Оа. Mounting Holes 
@ .156 (3.96) Contact Spacing with Single Centreline Row 103 .116 (2.95) LD. Floating Eyelets 
6 Accepts .062 (1.57) Nominal Thickness P.C. Board 104 -156 (3.96) Dia. Mounting Holes 
€ Low Profile Insulator Body, .460 (11.68) 107 M3-0.5 Metric Threaded Inserts 
® Contact Termination Options include P.C. Tail & Wire Hole 108 #4-40 Unified Threaded Inserts 
® Pre-assembled Card Guides Available 168 344 (8.74) Offset Card Guides 
® Accepts Between Contact and In-Contact Polarizing Keys 178 In-Line Card Guides 
Ordering Code Notes 


° сини Material: Thenhogicdtic Polyester, UL 94V-0 1) All connector sizes up to 43 contacts centre row are available 
€ Contact Material: Copper, Nickel, Tin Alloy CA-725 upon request. , p 
$ Contact Plating: Gold on the Mating Area, Tin-Lead on the 2) For contacts with overall tin-lead plating, change the first digit 
Contact Tails, Nickel Underplate of the Coman code en So t 
$ Current Rating: 5 Amperes Continuous 3) For details of the mounting options, refer to page 76. 
€ Contact Resistance: 10 Millionms Maximum 
9 Dielectric Withstanding Voltage: 1800 V AC rms at Sea Level 
Between Adjacent Contacts 
9 Insulation Resistance: 5000 Megohms Minimum 
€ Operating Temperature: -65 to +125 Degrees C 
® Insertion Force: 16 oz (4.45 N) Maximum per Contact when 
Tested with a .070 (1.78) Thick Gauge 
Ф Withdrawal Force: 1 oz (0.28 N) Minimum per Contact when 
Tested with a .054 (1.37) Thick Gauge 





EM Tel: (416) 754 - 3322 
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» CSA Approved and UL Recognized 
» .156 (3.96) Contact Spacing x .200 (5.08) Row Spacing 
Accepts .062 (1.57) Nominal Thickness P.C. Board 

» Low Profile Insulator Body, .460 (11.68) 

» Contact Termination Options include P.C. Tail, Wire Hole, Wire 
Wrap, 90 Degree & Extender Board Bends 

» Single or Dual Row Configurations 

Large Variety of Mounting Options 

Pre-assembled Card Guides Available 

» Accepts Between Contact and In-Contact Polarizing Keys 








> Insulator Material: Thermoplastic Polyester, UL 94V-0 

Contact Material: Copper, Nickel, Tin Alloy CA-725 

> Contact Plating: Gold on the Mating Area, Tin-Lead on the 

Contact Tails, Nickel Underplate 

b Current Rating: 5 Amperes Continuous 

Contact Resistance: 10 Millionms Maximum 

> Dielectric Withstanding Voltage: 1800 V AC rms at Sea Level 

Between Adjacent Contacts 

> Insulation Resistance: 5000 Megohms Minimum 

> Operating Temperature: -65 to +125 Degrees C 

> Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair when 
Tested with a .070 (1.78) Thick Gauge 

€ Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair when 
Tested with a .054 (1.37) Thick Gauge 


Ordering Code Notes 

1) All connector sizes up to 44 contacts single row / 88 contacts 
dual row are available upon request. 

2) For contacts with overall tin-lead plating, change the first digit of 
the contact code from 5 to 4. 

3) Single row contacts that read both sides of the daughter board 
are phosphor bronze CA-510 material with entire surface plated 
gold over nickel. 

4) For details of the extender board and 90 degree bends, refer to 
page 74. 

5) Switching contacts, assembled in specific contact positions, are 
available upon request. 

For details of the mounting options, refer to page 76. 
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\RD EDGE CONNECTOR 


Example Part Number 307 - 044 - 520 - 202 


Series s E | 
Total Number of Contacts 


Contact Code 

Contact Rows 

Mounting Options 

Series Insulator Colour 
307 Green 
357 Black 

Total Number of Contacts' Contact Rows 
006, 007,...044 Single Row 
012, 014,...088 Dual Row 

Contact Code ^*^? Description & Tail Size Tail Length "G" 
Single Row Contacts - Head One Side of Daughter Board 
505 Wire Hole .087 x .013 (2.21 x 0.33) 282 (7.16) 
525 P.C. Tail .046х.013(1.17 х0.33) 213 (5.41) 
527 Р.С. Тай .046х.013(1.17 х0.33) 358 (9.09) 
531 P.C. Tail .023х .013 (0.58 x 0.33) 213 (5.41) 
545 Wire Wrap .046 x .013 (1.17 x 0.33) .708 (17.98) 
547 Wire Wrap .046 x .013 (1.17 x 0.33) .520 (13.21) 
558 90 Degree Bend (Code 545 Contacts) 

559 90 Degree Bend (Code 527 Contacts) 

Single Row Contacts - Read Both Sides of Daughter Board 

501 Wire Hole .089 x .014 (2.29 x 0.36) 213 (5.41) 
521 P.C. Tail .046 x .014 (1.17 x 0.36) 213 (5.41) 
541 Wire Wrap .046 x .014 (1.17 x 0.36) .495 (12.57) 
553 90 Degree Bend (Code 521 Contacts) 

554 90 Degree Bend (Code 501 Contacts) 

557 90 Degree Bend (Code 541 Contacts) 

Dual Row Contacts - Read Both Sides of Daughter Board 

500 Wire Hole .087 х.013 (2.21 х0.33) 282 (7.16) 
520 P.C. Tail .046 x .013 (1.17 x 0.33) 213 (5.41) 
522 Р.С. Тай .046x .013 (1.17 x 0.33) 358 (9.09) 
524 P.C. Tail .023x .013 (0.58 x 0.33) 213 (5.41) 
540 Wire Wrap .046 x .013 (1.17 x 0.33) .708 (17.98) 
542 Wire Wrap .046 x .013 (1.17 x 0.33) .520 (13.21) 
555 Extender Board Bend (Code 500 Contacts) 

556 Extender Board Bend (Code 520 Contacts) 

558 90 Degree Bend (Code 522 and 540 Contacts) 

559 90 Degree Bend (Code 522 and 540 Contacts) 

560 Extender Board Bend (Code 522 Contacts) 

Contact Rows Description 
1 Single Row 
2 Dual Row 

Mounting Options ° Description 
01 No Mounting Lugs 
02 .128 (3.25) Dia. Mounting Holes 
03 .116 (2.95) I.D. Floating Eyelets 
04 .156 (3.96) Dia. Mounting Holes 
07 M3-0.5 Metric Threaded Inserts 
08 34-40 Unified Threaded Inserts 
12 .128 (3.25) Dia. Side Mounting Holes 
58 .468 (11.89) Offset Card Guides 
68 .344 (8.74) Offset Card Guides 
78 In-Line Card Guides 


Tel: (416) 754 - 3322 
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(31.65) (27.94) (19.81) 


1.558 (39.57) 1.412 (35.86) 1.092 (27.74) 
1.870 (47.50) 1.724 (43.79) 1.404 (35.66) 
2.182 (55.42) 2.036 (51.71) 1.716 (43.59) 


2.184 (55.47) 
2.652 (67.36) 
2.964 (75.29) 
3.276 (83.21) 
3.744 (95.10) 
4.212 (106.98) 
4.524 (114.91) 
5.460 (138.68) 
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(170.38) 


(67.31) 
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4.064 (103.23) 
(115.11) 
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6.872 (174.55) 
(178.51) 
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@ CSA Approved and UL Recognized 

® .156 (3.96) Contact Spacing x .200 (5.08) Row Spacing 

@ Accepts .062 (1.57) Nominal Thickness P.C. Board 

e High Profile Insulator Body, .600 (15.24) 

€ Contact Termination Options include P.C. Tail, Wire Hole, Wire 
Wrap, 90 Degree & Extender Board Bends 

e Single or Dual Row Configurations 

» Large Variety of Mounting Options, Flush or Offset Lugs 

@ Pre-assembled Card Guides Available 

® Accepts Between Contact and In-Contact Polarizing Keys 











¢ Insulator Material: Thermoplastic Polyester, UL 94V-0 

€ Contact Material: Copper, Nickel, Tin Alloy CA-725 

€ Contact Plating: Gold on the Mating Area, Tin-Lead on the 
Contact Tails, Nickel Underplate 

€ Current Rating: 3 Amperes Continuous 


€ Contact Resistance: 10 Milliohms Maximum 

€ Dielectric Withstanding Voltage: 1800 V AC rms at Sea Level 
Between Adjacent Contacts 

Ф Insulation Resistance: 5000 Megohms Minimum 

€ Operating Temperature: -65 to +125 Degrees C 

€ Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair when 
Tested with a .070 (1.78) Thick Gauge 

€ Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair when 


Tested with a .054 (1.37) Thick Gauge 


BE: 


Example Part Number 337 - 086 - 524 - 204 





Series | 

Total Number of Contacts 

Contact Code 

Contact Rows and Insulator Style 

Mounting Options 

Series Insulator Colour 
337 Green 
387 Black 

Total Number of Contacts ' Contact Rows 
006, 007,...043 Single Row 
012, 014,...086 Dual Row 

Contact Code** Description & Tail Size Tail Length "G" 
500 Wire Hole .050 x .025 (1.27 x 0.64) .260 (6.60) 
520 РС. Тай .030х.018 (0.76 x 0.46) 175 (4.45) 
521 Р.С. Та!  .025 Square (0.64 Square) 150 (3.81) 
523 P.C. Tail .025 Square (0.64 Square) .390 (9.91) 
524 P.C. Tail .018 Square (0.46 Square) 175 (4.45) 
540 Wire Wrap .025 Square (0.64 Square) 560 (14.22): 
541 Wire Wrap .025 Square (0.64 Square) .750 (19.05) 
542 Wire Wrap .025 Square (0.64 Square) .645 (16.38) 
544 Wire Wrap .050 x .025 (1.27 x 0.64) .750 (19.05) 
555 Extender Board Bend (Code 500 Contacts) 

556 Extender Board Bend (Code 520 Contacts) 
558 90 Degree Bend (Code 541 Contacts) 
559 90 Degree Bend (Code 541 Contacts) 
560 Extender Board Bend (Code 523 Contacts) 

Contact Rows and Insulator Style Description 
1 Single Row, Flush Mounting Lugs 
2 Dual Row, Flush Mounting Lugs 
6 Single Row, .170 (4.32) Offset Lugs 
8 Dual Row, .170 (4.32) Offset Lugs 

Mounting Options +5.6 Description 
0 No Mounting Lugs 
02 .128 (3.25) Dia. Mounting Holes 
03 .116 (2.95) I.D. Floating Eyelets 
04 156 (3.96) Dia. Mounting Holes 
07 M3-0.5 Metric Threaded Inserts 
08 34-40 Unified Threaded Inserts 
12 .128 (3.25) Dia. Side Mounting Holes 
58 .468 (11.89) Offset Card Guides 
68 .344 (8.74) Offset Card Guides 
78 In-Line Card Guides 

Ordering Code Notes 


1) All connector sizes up to 43 contacts single row / 86 contacts 
dual row are available upon request. 

2) The 500 contact code is standard in the 337 series only. Green 
polyphenylene sulphide insulator material will be supplied. 

3) For details of the extender board and 90 degree bends, refer to 
page 74. 

4) For lugless connectors, code 01 mounting, specify contact row 
codes 1 or 2. 

5) In-line card guides are only available with offset mounting lugs. 

6) For details of the mounting options, refer to page 76. 


Tel: (416) 754 - 3322 
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(38.91) 
2.156 (54.76) 
2.468 (62.69) 
2.936 (74.57) 
3.404 (86.46) 
(102.31) 
4.496 (114.20) 
4.652 (118.16) 
4.964 (126.09) 
(137.97) 
5744 (145.90) 
6.212 (157.78) 
(185.52) 


(31.65) 
1.870 (47.50) 
2.182 (55.42) 
2.650 (67.31) 
3.118 (79.20) 
(95.05) 
4.210 (106.93) 
4.366 (110.90) 
(118.82) 
(130.71) 


(27.94) 
1.724 (43.79) 
2.036 (51.71) 
2.504 (63.60) 
2.972 (75.49) 
(91.34) 
4.064 (103.23) 
4.220 (107.19) 
4.532 (115.11) 
(127.00) 
5312 (134.92) 
5780 (146.81) 
(174.55) 


(19.81) 
1.404 (35.66) 
1.716 (43.59) 
2.184 (55.47) 
2.652 (67.36) 
3.276 (83.21) 
3.744 (95.10) 
3.900 (99.06) 
4.212 (106.98) 
4.680 (118.87) 
4.992 (126.80) 
5.460 (138.68) 
(166.42) 







(110.19) 
4.806 (122.07) 
4.962 (126.03) 
5.274 (133.96) 
(145.85) 
























p UL Recognized 

@ .156 (3.96) Contact Spacing x .140 (3.56) Row Spacing 
@ Accepts .062 (1.57) Nominal Thickness P.C. Board 

@ Low Profile Insulator Body, .470 (11.94) 


@ Contact Termination P.C. Tail 


@ Variety of Mounting Options 
@ Accepts Between Contact and In-Contact Polarizing Keys 


@ Insulator Material: Thermoplastic Polyester, UL 94V-O, Colour: 
Green 

€ Contact Material: Copper, Nickel, Tin Alloy CA-725 

Contact Plating: Gold Alloy (W.E.#1) Inlay over Nickel on the 
Mating Area 

€ Current Rating: 5 Amperes Continuous 


® Contact Resistance: 10 Millionms Maximum 


¢ Dielectric Withstanding Voltage: 1800 V AC rms at Sea Level 
Between Adjacent Contacts 

€ Insulation Resistance: 5000 Megohms Minimum 

® Operating Temperature: -65 to +125 Degrees C 

€ Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair when 
Tested with a .070 (1.78) Thick Gauge 

€ Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair 
when Tested with a .054 (1.37) Thick Gauge 





Example Part Number 303 - 086 - 520 - 202 


Series xor od ener m | 
Total Number of Contacts 


Contact Code 

Mounting Options 

Series 303 

Total Number of Contacts ' Contact Rows 
012, 014,...086 Dual Row 

Contact Code Description & Tail Size Tail Length "G" 
520 P.C. Tail .046 x .010 (1.17 x 0.25) .219 (5.56) 

Mounting Options ° Description 
201 No Mounting Lugs 
202 .128 (3.25) Dia. Mounting Holes 
203 .116 (2.95) I.D. Floating Eyelets 
204 .156 (3.96) Dia. Mounting Holes 
207 M3-0.5 Metric Threaded Inserts 
208 #4-40 Unified Threaded Inserts 


Ordering Code Notes 

1) All connector sizes up to 86 contacts dual row are available upon 
request. 

2) For details of the mounting options, refer to page 76. 


Tel: (416) 754 - 3322 
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Example Part Number 317 - 072 - 542 - 808 
ama. Аар, 


Total Number of Contacts 
Contact Code 

Contact Rows 

Mounting Options 





ИЕН 


Series 317 





Total Number of Contacts ' Description 
006, 007,...043 Single Row 
012, 014,...086 Dual Row 


E R E E E E E E E E E A A E E E 


Contact Code Description & Tail Size Tail Length "G" 
Single Row Contact - Read One Side of Daughter Board 
542 Wire Wrap .045 Square (1.14 Square) .750 (19.05) 
TAa ра Single Row Contacts - Read Both Sides of Daughter Board 
ea Te ne ИТ 541 Wire Wrap .045 Square (1.14 Square) .775 (19.69) 











Dual Row Contacts 
G 540 Wire Wrap .045 Square (1.14 Square) .775 (19.69) 
156 (3.96) Contact Spacing x .200 (5.08) Row Spacing 542 Wire Wrap .045 Square (1 .14 Square) ‚750 (1 9.05) 
Accepts .062 (1.57) Nominal Thickness P.C. Board 543 Wire Wrap .045 Square (1.14 Square) (920 (23.37) 
High Profile Insulator Body, .720 (18.29) Ды ыы ы. Ді ыы сы ыты алы насын ааа аа т 
Contact Termination .045 (1.14) Square Wire Wrap Contact Rows Description 
» Single or Dual Row Configurations 6 . . Single Row 
© Large Variety of Mounting Options 8 Dual Row 

€ Pre-assembled Card Guides Available 

6 Accepts Between Contact and In-Contact Polarizing Keys Mounting Options ? Description 
01 No Mounting Lugs 
SPEC e 02 .144 (3.66) Dia. Mounting Holes 
Insulator Material: Polyphenylene Sulphide, UL 94V-0, Colour: 03 116 (2.95) I.D. Floating Eyelets 
Green 04 .156 (3.96) Dia. Mounting Holes 
€ Contact Material: Phosphor Bronze Alloy CA-510 07 M3-0.5 Metric Threaded Inserts 
¢ Contact Plating: Gold over Nickel for Entire Contact 08 #4-40 Unified Threaded Inserts 
Current Rating: 5 Amperes Continuous 78 In-Line Card Guides 


® Contact Resistance: 10 Millionms Maximum 
Ф Dielectric Withstanding Voltage: 1800 V AC rms at Sea Level Ordering Code Notes 





Between Adjacent Contacts 1) All connector sizes up to 43 contacts single row / 86 contacts 
% Insulation Resistance: 5000 Megohms Minimum dual row are available upon request. 
® Operating Temperature: -65 to +125 Degrees C 2) For details of the mounting options, refer to page 76. 


€ Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair when 





сты т Ө: ани ни аа ы 
€ Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair 5 Аы, м, о t 
when Tested with a .054 (1.37) Thick Gauge 
P/N 321-240-328 P/N 306-240-318 





Tel: (416) 754 - 3322 
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| | 250 (6.35) 
720 
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Е кан д 
ж. CONNECTOR LOCATED IN. POSITIONS SIDE OF 
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HOLES REF | X 
530 (13.46) 2 2 2 ^ ^ ^ ^ TT 
|І Й ЙЙ? чүк ыч: 
e | 125 (3.18) % E do 055 (1.40) 
"В" CUT ойт РОВ ІМ-СОМТАСТ CUT OUT FOR BETWEEN CONTACT 
POLARIZING KEY | POLARIZING KEY 
CONNECTOR MOUNTING PATTERN RECOMMENDED DAUGHTER BOARD 
PANEL MOUNT CUT OUT 
(39.09) е : (19.81) 
(54.94) д (35.66) 
(74.75) (55.47) 
(86.64) (67.36) 
~ ! (102.49) (83.21) 


(121.77) қ (114.38) (106.27) i (103.23) (95.10) 


(133.65) (126.26) (118.16) (115.11) (106.98) 
(141.58) (134.19) (126.09) | (123.04) (114.91) 
(165.35) (157.96) ; (149.86) (146.81) ; (138.68) 
(193.09) (185.70) ; (177.60) (174.55) ; (166.42) 

















n) Contact Spacing 





p .156 (3.96) Contact Spacing x .200 (5.08) Row Spacing 
» Accepts .062 (1.57) Nominal Thickness P.C. Board 
» High Profile Insulator Body, .600 (15.24) 
® Contact Termination Options include P.C. Tail, Wire Hole, Wire 
Wrap, 90 Degree & Extender Board Bends 
» Single or Dual Row Configurations 
» Variety of Mounting Options, Flush or Offset Lugs 
| Accepts Between Contact and In-Contact Polarizing Keys 


> Insulator Material: Thermoplastic Polyester, UL 94V-0, Colour: 
Green 

» Contact Material: Copper, Nickel, Tin Alloy CA-725 

Contact Plating: Gold on the Mating Area, Tin-Lead on the‏ ض 
Contact Tails, Nickel Underplate‏ 

¢ Current Rating: 3 Amperes Continuous 

^ Contact Resistance: 10 Millionms Maximum 

® Dielectric Withstanding Voltage: 1800 V AC rms at Sea Level 
Between Adjacent Contacts 

$ Insulation Resistance: 5000 Megohms Minimum 
Operating Temperature: -65 to --125 Degrees C 

> Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair when 
Tested with a .070 (1.78) Thick Gauge 

» Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair when 
Tested with a .054 (1.37) Thick Gauge 





FOALS 


$ CARD EDGE CONNECTOR 


Example Part Number 333 - 044 - 520 - 204 


Series | 
Total Number of Contacts 





Contact Code 

Contact Rows and Insulator Style 

Mounting Options 

Series 333 

Total Number of Contacts ! Description 
006, 007,...043 Single Row 
012, 014,...086 Dual Row 

Contact Code >° Description & Tail Size Tail Length "G" 
500 Wire Hole .050 x .025 (1.27 x 0.64) .260 (6.60) 
520 P.C. Tail .030х .018 (0.76 x 0.46) 175 (4.45) 
521 Р.С. Тай | .025 Square (0.64 Square) .150 (3.81) 
523 P.C. Tail | .025 Square (0.64 Square) .390 (9.91) 
524 Р.С. Тай .018 Square (0.46 Square) .175 (4.45) 
540 Wire Wrap .025 Square (0.64 Square) .560 (14.22) 
541 Wire Wrap .025 Square (0.64 Square) .750 (19.05) 
542 Wire Wrap .025 Square (0.64 Square)  .645 (16.38) 
544 Wire Wrap .050 x .025 (1.27 x 0.64) .750 (19.05) 
555 Extender Board Bend (Code 500 Contacts) 

556 Extender Board Bend (Code 520 Contacts) 
558 90 Degree Bend (Code 541 Contacts) 
559 90 Degree Bend (Code 541 Contacts) 
560 Extender Board Bend (Code 523 Contacts) 

Contact Rows and Insulator Style Description 
1 Single Row, Flush Mounting Lugs 
2 Dual Row, Flush Mounting Lugs 
6 Single Row, .170 (4.32) Offset Lugs 
8 Dual Row, .170 (4.32) Offset Lugs 

Mounting Options ^? Description 
01 No Mounting Lugs 
02 .128 (3.25) Dia. Mounting Holes 
03 116 (2.95) I.D. Floating Eyelets 
04 .156 (3.96) Dia. Mounting Holes 
07 M3-0.5 Metric Threaded Inserts 
08 #4-40 Unified Threaded Inserts 
12 .128 (3.25) Dia. Side Mounting Holes 

Ordering Code Notes 


1) All connector sizes up to 43 contacts single row / 86 contacts 
dual row are available upon request. 

2) When the 500 contact code is ordered, green polyphenylene 
sulphide insulator material will be supplied. 

3) For details of the extender board and 90 degree bends, refer to 
page 74. 

4) For lugless connectors, code 01 mounting, specify contact row 
codes 1 or 2. 

5) For details of the mounting options, refer to page 76. 


Tel: (416) 754 - 3322 
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@ .156 (3.96) С 

@ Accepts .062 (1.57) Nominal Thickness P.C. Board 

@ High Profile Insulator Body, .720 (18.29) 

@ Contact Termination Options include P.C. Tail and .062 (1.57) x 
031 (0.79) Wire Wrap 

@ Single or Dual Row Configurations 

@ Variety of Mounting Options 

@ Accepts Between Contact and In-Contact Polarizing Keys 


CIFICA 


Insulator Material: Polyphenylene Sulphide, UL 94V-O, Colour: 
Green 

Contact Material: Copper, Nickel, Tin Alloy CA-725 

Contact Plating: Gold Alloy (W.E.#1) Inlay over Nickel on the 
Mating Area 

Current Rating: 5 Amperes Continuous 

€ Contact Resistance: 10 Milliohms Maximum 

€ Dielectric Withstanding Voltage: 1800 V AC rms at Sea Level 
Between Adjacent Contacts 

€ Insulation Resistance: 5000 Megohms Minimum 

€ Operating Temperature: -65 to --125 Degrees C 

€ Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair when 
Tested with a .070 (1.78) Thick Gauge 

€ Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair when 

Tested with a .054 (1.37) Thick Gauge 








Example Part Number 336 - 072 - 520 - 809 


Series b 2D C аа x 
Total Number of Contacts 








Contact Code 

Contact Rows 

Mounting Options 

55 татари 

Total Number of Contacts ' Contact Rows 
006, 007,...043 Single Row 
012, 014,...086 Dual Row 

Contact Code Description & Tail Size Tail Length "G" 
520 P.C. Tail .031 Square (0.79 Square) .260 (6.60) 
541 Wire Wrap .062 x .031 (1.57 x 0.79) .750 (19.05) 

Contact Rows Description 
6 Single Row 
8 Dual Row 

Mounting Options 2 Description 
01 No Mounting Lugs 
02 .128 (3.25) Dia. Mounting Holes 
03 116 (2.95) 1.0. Floating Eyelets 
04 .156 (3.96) Dia. Mounting Holes 
07 M3-0.5 Metric Threaded Inserts 
08 #4-40 Unified Threaded Inserts 
09 .178 (4.52) Dia. Mounting Holes 

Ordering Code Notes 


1) All connector sizes up to 43 contacts single row / 86 contacts 
dual row are available upon request. 
2) For details of the mounting options, refer to page 76. 
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ҒЕАТОНЕ5 


Ф .156 (3.96) Contact Spacing x .200 (5.08) Row Spacing 

6 Accepts .062 (1.57) Nominal Thickness P.C. Board 

€ Low Profile Insulator Body, .473 (12.01) 

€ Contact Termination .045 (1.14) Square Wire Wrap 

e Single or Dual Row Configurations 

© Large Variety of Mounting Options 

@ Pre-assembled Card Guides Available 

@ Accepts Between Contact and In-Contact Polarizing Keys 


SPECIFICATIONS 


Ф Insulator Material: Polyphenylene Sulphide, UL 94V-O, Colour: 


Green 

Contact Material: Phosphor Bronze Alloy CA-510 

Contact Plating: Gold over Nickel for Entire Contact 

Current Rating: 5 Amperes Continuous 

Contact Resistance: 10 Millionms Maximum 

Dielectric Withstanding Voltage: 1800 V AC rms at Sea Level 
Between Adjacent Contacts 

Insulation Resistance: 5000 Megohms Minimum 

Operating Temperature: -65 to +125 Degrees C 


€ Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair when 


Tested with a .070 (1.78) Thick Gauge 


Ф Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair when 


Tested with a .054 (1.37) Thick Gauge 
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338 SERIES ORDERING CODE 
Example Part Number 338 - 044 - 541 - 2 08 


а. 
Total Number of Contacts 


Contact Code 

Contact Rows 

Mounting Options 

Series 338 

Total Number of Contacts Contact Rows 
010, 015, 018, 022 or 028 Single Row 
020, 030, 036, 044 or 056 Dual Row 

Contact Code _ Description & Tail Size Tail Length "G" 
540 Wire Wrap .045 Square (1.14 Square) : .480 (12.19) 
541 Wire Wrap .045 Square (1.14 Square) .730 (18.54) 

Contact Rows Description 
1 Single Row 
2 Dual Row 

Mounting Options ' Description 
01 No Mounting Lugs 
02 .128 (3.25) Dia. Mounting Holes 
03 116 (2.95) 1.0. Floating Eyelets 
04 .156 (3.96) Dia. Mounting Holes 
07 M3-0.5 Metric Threaded Inserts 
08 34-40 Unified Threaded Inserts 
58 .468 (11.89) Offset Card Guides 
68 .344 (8.74) Offset Card Guides 
78 In-Line Card Guides 


Ordering Code Notes 
1) For details of the mounting options, refer to page 76. 
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Series 


Total Number of Contacts 





Contact Code 


Contact Rows 
Mounting Options 














| Total Number of Contacts Contact Rows 
: 030 Single Row 
MOD ae 36 060 Dual Row 
Contact Code ' 
See 307/357 Series for Available Contact Options and "G" 
Dimension 
Contact Rows Description 
= 1 Single Row 
2 Dual Row 
9 .156 (3.96) Contact Spacing x .200 (5.08) Row Spacing Mounting Options * Cerin 
Ф Accepts .062 (1.57) Nominal Thickness P.C. Board 01 Duo Mounin Huge 
@ Low Profile Insulator Body .460 (11.68), with Card Slot Barrier 02 128 (3.25) Dia.Mounting Holes 
® Contact Termination Options include P.C. Tail, Wire Hole, 03 116 (2.95) р. Floating Eyelets 
Wire Wrap & Extender Board Bends 4 156 (9/09) e мили нн 
@ Single or Dual Row Configurations СЕ тема S Hed ves 
@ Variety of Mounting Options 08 #4-40 Unified Threaded Inserts 
@ Accepts Between Contact and In-Contact Polarizing Keys Ordering Code Notes 






















¢ Insulator Material: Thermoplastic Polyester, UL 94V-0, Colour: 
Green 

¢ Contact Material: Copper, Nickel, Tin Alloy CA-725 

¢ Contact Plating: Gold on the Mating Area, Tin-Lead on the 
Contact Tails, Nickel Underplate 

¢ Current Rating: 5 Amperes Continuous 


¢ For Additional Specifications, Refer to 307/357 Series. 
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2) For details of the mounting options, refer to page 76. 
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SERIES ORDERING CODE 
Example Part Number 321 - 030 - 542 - 8 02 


zu cr р 


Total Number of Contacts 
Contact Code 

Contact Rows 

Mounting Options 


pd 


Series 321 








Total Number of Contacts Contact Rows 
015 Single Row 
030 Dual Row 


Contact Code 
See 317 Series for Available Contact Options and "G" Dimension 


Contact Rows Description 
6 Single Row 


8 Dual Row 





Mounting Options ' Description FEATUI 
01 No Mounting Lugs @ .156 (3.96) Contact Spacing x .200 (5.08) Row Spacing 
02 128 (3.25) Dia. Mounting Holes , Accepts .062 (1.57) Nominal Thickness P.C. Board 
03 .116 (2.95) I.D. Floating Eyelets » High Profile Insulator Body, .705 (17.91) 
04 .156 (3.96) Dia. Mounting Holes } Contact Termination .045 (1.14) Square Wire Wrap 
07 M3-0.5 Metric Threaded Inserts | Single or Dual Row Configurations 
08 344-40 Unified Threaded Inserts — 9 Variety of Mounting Options 





® Accepts Between Contact and In-Contact Polarizing Keys 
Ordering Code Notes | 
1) For details of the mounting options, refer to page 76. 








¢ Insulator Material: Polyphenylene Sulphide, UL 94V-0, Colour: 
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Example Part Number 322 - 044 - 500 - 258 
Series уу е eee 
Total Number of Contacts 
Contact Code 
| Contact Rows and Insulator Material 
| Mounting Options 
| Series 322 
Total Number of Contacts Contact Rows 
022 Single Row 
044 Dual Row 
Contact Code 
See 307/357 Series for Available Contact Options and "G" 
Dimension 
Contact Rows and Insulator Material Description 
Кс т ы: аары айана нна 1 Single Row, Grey Polyester 
2 Dual Row, Grey Polyester 
FEATURES 4 Single Row, Black Nylon 
@ .156 (3.96) Contact Spacing x .200 (5.08) Row Spacing 5 Dual Row, Black Nylon 
@ Accepts .062 (1.57) Nominal Thickness P.C. Board 
p Low Profile Insulator Body .473 (12.01), with Card Guides Mounting Options Description 
@ Contact Termination Options include P.C. Tail, Wire Hole, Wire 54 .156 (3.96) Dia. x .300 (7.62) Deep Holes 
Wrap, 90 Degree & Extender Board Bends 57 M3-0.5 Metric Threaded Inserts | | 
® Single or Dual Row Configurations 58 #4-40 Unified Threaded Inserts 
@ Accepts Between Contact and In-Contact Polarizing Keys ed 
: VEIT € Contact Plating: Gold on the Mating Area, Tin-Lead on the 
SPECIFICATIONS Contact Tails, Nickel Underplate 
¢ Insulator Material: Polyester or Nylon, Glass Reinforced ¢ Current Rating: 5 Amperes Continuous 
CA-725 € For Additional Specifications, Refer to 307/357 Series. 
4.875 (123.83) 
4.530 (115.06) 
EUH ert EE 4.306 (109.37) "y tv E | 
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.200 (5.08) | & Гек pr нее ВЕ | .180 (4.57) 
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2 mmo о 
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Example Part Number 323 - 086 - 540 - 802 



































RIES 





323 


Series ы ыл ud. 


Total Number of Contacts 
Contact Code 
Mounting Options 


Total Number of Contacts 086 


Contact Code Description & Tail Size Tail Length "G" 
542 Wire Wrap .045 Square (1.14 Square) .650 (16.51) 


Mounting Options ' Description 
802 .144 (3.66) Dia. Mounting Holes 


803 .166 (2.95) 1.0. Floating Eyelets 
804 .156 (3.96) Dia. Mounting Holes 
807 M3-0.5 Metric Threaded Inserts 
808 #4-40 Unified Threaded Inserts 















Ordering Code Notes Ur. 

1)For details of the mounting options, refer to page 76. @ .156 (3.96) Contact Spacing x .200 (5.08) Row Spacing 
9 Accepts .062 (1.57) Nominal Thickness P.C. Board 

os ^ " — e High Profile Insulator Body, .720 (18.29) 






® Contact Termination .045 (1.14) Square Wire Wrap 
Variety of Mounting Options 
9 Accepts Between Contact and In-Contact Polarizing Keys 









¢ Insulator Material: Polycarbonate, Colour: Grey 
¢ Contact Material: Phosphor Bronze Alloy CA-510 
¢ Contact Plating: Gold over Nickel for Entire Contact 
¢ For Additional Specifications, Refer to 317 Series 
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.054 (1.37) TO .070 7.000 (177.80) 
(1.78) THICK P.C. 6.802 (172.77) 
BOARD 

Lc Қ 


500 (12.70) 









SECTION THROUGH 
CONTACT POSITION 






.370 (9.40) 
CARD SLOT 


.720 (18.29) 


.240 (6.10) 
POINT ОЕ 
CONTACT 









.250 (6.35) 
.204 (5.18) 


“> 


| .156 (3.96) 
6.552 (166.42) 
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E 


— E JN 


FEATURES 


© .156 (3.96) Contact Spacing x .200 (5.08) Row Spacing 

6€ Accepts .062 (1.57) Nominal Thickness P.C. Board 

e High Profile Insulator Body, .630 (16.00) 

6 Press Fit Contact Termination Options include .031 (0.79) 
Square Wire Wrap & P.C. Tails 

€ Modular Design permits any Connector Length Assembly 

Ф Accepts Between Contact and In-Contact Polarizing Keys 

















368 SERIES ORDERING CODE 
Example Part Number 368 - 006 - 540 - 201 


Series В, 


Total Number of Contacts 
Contact Code 
Mounting Options 


SEE EL TTS 


ВЕНЕВ 





Total Number of Contacts Connector Style 
004 End Module 
006 Centre Module 

Contact Code ` Description & Tail Size Tail Length "G" 


520 
540 


P.C. Tail .031 Square (0.79 Square) 
Wire Wrap .031 Square (0.79 Square) 


380 (9.65) 
600 (15.24) 


Mounting Option 201 


еонненеееыеетимыи инеме 








SPECIFICATIONS 

® Insulator Material: Polyphenylene Sulphide, UL 94V-0, Colour: 
Green 

¢ Contact Material: Phosphor Bronze Alloy CA-510 

€ Contact Plating: Gold over Nickel for Entire Contact 

€ Current Rating: 5 Amperes Continuous 

€ For Additional Specifications, Refer to 317 Series 
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P/N 368-240-318 





.395 (10.03) 
CARD SLOT 





.230 (5.84) POINT 
OF CONTACT 


.049 (1.24) WIDE X .031 (0.79) 
THICK PRESS FIT PORTION 


.048 (1.22) + .002 (0.05) AFTER PLATING 


4 Ф| .008 (0.20) ОА | 
ег «24 


200 (5.08) 
Бъз гр 


156 (3.96) 
TYPICAL 


RECOMMENDED HOLE PATTERN FOR PRESS FIT 


Tel: (416) 754 - 3322 
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327 RIES ORDERING CODE 
Example Part Number 327 - 044 - 520 - 209 
„еу de 


Total Number of Contacts 
Contact Code 

Contact Rows 

Mounting Options 








Series 327 


Total Number of Contacts Contact Rows 
022 Single Row 


044 Dual Row 


Contact Code Description & Tail Size Tail Length "G" 
500 Wire Hole .050 x .025 (1.27 x 0.64) 260 (6.60) 
520 P.C. Tail .025 Square (0.64 Sauare) 175 (4.45) 
540 Wire Wrap .025 Square (0.64 Square) .560 (14.22) 





Contact Rows Description 
1 Single Row FEATURES 
= | Dual Row @ .156 (3.96) Contact Spacing x .300 (7.62) Row Spacing 
Ц ФАО С D 
Mounting Options ' Description — 9 High Profile Insulator Body, .600 (15.24) 
01 No Mounting Lugs  @ Contact Termination Options include P.C. Tail, Wire Hole & .025 
09 .163 (4.14) Dia. Mounting Holes (0.64) Square Wire Wrap 
| € Single or Dual Row Configurations 
Ordering Code Notes ® Accepts In-Contact Polarizing Keys 
1) For details of the mounting options, refer to page 76. 





® Insulator Material: Polyphenylene Sulphide, 94V-0, Colour: Green 

€ Contact Material: Copper, Nickel, Tin Alloy CA-725 

® Contact Plating: Gold on the Mating Area, Tin-Lead on the 
Contact Tails, Nickel Underplate 

® Current Rating: 3 Amperes Continuous 

¢ Dielectric Withstanding Voltage: 1800 V AC rms at Sea Level 
Between Adjacent Contacts 

® For Additional Specifications, Refer to 325 Series 


8 









CARD 510Т АССЕРТ5 .115 (2.92) 
Т0 .135 (3.43) ТНІСК Р.С. ВОАКО 


f| | | | 297 (7.54) 
| CARD SLOT 
Базада | .600 à vA 
(15.24) 4 
25 1⁄4 
4 127 (3.23) 
РОМТ ОЕ 
СОМТАСТ 
"С" СОМТАСТ$ РОВ 
.030 X .080 WIRE SINGLE ROW 


. СОММЕСТОК5 ОМ 
.156 (3.96) WAS ATE x 203) | NUMBERED SIDE 





-- І-- 300 (7.62) 
SECTION THROUGH CONTACT POSITION 





Lr Е газта та ES өй 2 Ге ИЯ са та mj = | FOR 327 SERIES CONNECTORS SPECIFY IN—CONTACT 

| = анда АМДЫ aonn na an aain E ID | POLARIZING KEY P/N 325-240-328 
ل س‎ “Te | CONSULT WITH EDAC REGARDING BETWEEN CONTACT 

M [s E IC OY | 5 а а | POLARIZATION MOULDED INTO POSTION 

t S rS нн а S ы EE eae 


Fax: (416) 754 - 3299 













































Example Part Num 


Series 
Total Number of Contacts 
Contact Code 

Contact Rows and Insulator Style 
Mounting Options 





AA A R E E E ERa I E RR 





RE 


335 Сгееп 
385 Біаск 
Total Number of Contacts ! Contact Rows 
005, 006,...043 Single Row 
010, 012,...086 Dual Row 


Contact Code23 Description & Tail Size Tail Length "G" 
521 P.C. Tail .025 Square (0.64 Square) .150 (3.81) 
523 P.C. Tail .025 Square (0.64 Square) .186 (4.72) 
524 Р.С. Та! .025 Square (0.64 Square) .376 (9.55) 

FEATURES 540 Wire Wrap .025 Square (0.64 Square) .539 (13.69) 
e CSA Approved and UL Recognized 541 Wire Wrap .025 Square (0.64 Square) .556 (14.12) 


e .100 (2.54) Contact Spacing x .200 (5.08) Row Spacing 556 Extender Board Bend 
e Accepts .062 (1.57) Nominal Thickness P.C. Board 558 90 Degree Bend 
e High Profile Insulator Body, .600 (15.24) 559 90 Degree Bend 
e Contact Termination Options include P.C. Tail, Wire Wrap, 560 Extender Board Bend 

90 Degree & Extender Board Bends ui fM EMO aoa s L 
e Round P.C. Tails available to fit .036 (.091) diameter holes Contact Rows and Insulator Style Description 
e Single or Dual Row Configurations 1 Single Row, Flush Mounting Lugs 


e Large Variety of Mounting Options, Flush or Offset Lugs 2 Dual Row, Flush Mounting Lugs 
e Pre-assembled Card Guides Available 4 Single Row, .110 (2.79) Offset Lugs 
e Accepts Between Contact and In-Contact Polarizing Keys 5 Dual Row, .110 (2.79) Offset Lugs 
e Automatic Wire Wrap Positioning Holes 6 Single Row, .170 (4.32) Offset Lugs 
8 Dual Row, .170 (4.32) Offset Lugs 

SPECIFICATIONS Mounting Options 45 Description 
Insulator Material: Thermoplastic Polyester, UL 94V-0 01 No Mounting Lugs 
€ Contact Material: Ph. Bronze 02 128 (3.25) Па. Mounting Holes 
€ Contact Plating: Gold on the Mating Area, Tin-Lead on the 03 -116 (2.95) I.D. Floating Eyelets 

Contact Tails, Nickel Underplate 04 .156 (3.96) Dia. Mounting Holes 
€ Current Rating: 3 Amperes Continuous 07 M3-0.5 Metric Threaded Inserts 
€ Contact Resistance: 10 Milliohms Maximum 08 #4-40 Unified Threaded Inserts 
€ Dielectric Withstanding Voltage: 1200 V AC rms at Sea 12 128 (3.25) Dia. Side Mounting Holes 

Level Between Adjacent Contacts 58 | 468 (11.89) Offset Card Guides 
€ Insulation Resistance: 5000 Megohms Minimum 78 In-line Card Guides 2.750 (69.85) Long 
€ Operating Temperature: -65 to +125 Degrees C 88 In-Line Card Guides 1.250 (31.75) Long 
€ Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair 

when Tested with a .070 (1.78) Thick Gauge Ordering Code Notes 
€ Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair 1) All connector sizes up to 72 contacts single row / 144 contacts 

when Tested with a .054 (1.37) Thick Gauge dual row are available upon request. 

2) For details of the extender board and 90 degree bends, refer 
to page 82. 


3) For lugless connectors, code 01 mounting, specify contact 
row codes 1 or 2. 
4) For details of the mounting option 


S, refer to 





Tel: (416) 754 - 3322 
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CARD SLOT ACCEPTS р Й Я У У 
.054 (1.37) ТО .070 (1.78) ТА Тү ⁄ Z 
THICK P.C. BOARD ЖІ Ж р Z 
AN / Я ЦИ 
Ж JAV 
7%? 0 









.370 (9.40) 


EVEN NUMBERED 
SIDE OF CONNECTOR 
(2, 4, 6, 8...) 


E 


.600 (15.24) н 


.250 (6.35) 


.250 (6.35) 


di 


.200 (5.08) Е 


US 
MOUNTING LUG .170 (4.32) OFFSET LUGS 


a С” 
.030 (0.76) X .080 (2.03) 
WIRE HOLE 


BETWEEN CONTACT 
POLARIZING KEY 


P/N 345-240-318 


| 


| .156 (3.96) 
B E n 










^^, .200 (5.08) 


.124 (3.15 "eU +.000 
PANEL НЙ ( D “MINUS .012 (0.30)) -.015 (0.38) 
CUT OUT 
























š Е Й E ES 
несой ———— Ф Ф | 11111 = 
< Т Z А М Йй YZ 
мама DOCU ур г” ТғФ — 1 PREF 
CUT OUT we ВЕК, + + + + + + + + + g 2 ^, 2 G 1 350 (8.89) 
A 4 4545 






% 

7 % 

А > и 
// "7 


SS 


100 (2.54) 


SS 


А 


156 (3.96) 
136 (3.45) DIA | 
REF. у. 125 (3.18) 055 (1.40) 
В CUT OUT FOR IN—CONTACT CUT OUT FOR BETWEEN CONTACT 
.042 (1.07) +.004 (0.10)/—.000 POLARIZING KEY POLARIZING KEY 
FOR ALL P.C. TAILS 


EXCEPT CODE 524 


031 (0.79) +.004 (0.10)/-.000 
FOR CODE 524 P.C. TAIL 


Ф| .008 (0.20) DIA | CONNECTOR MOUNTING PATTERN RECOMMENDED DAUGHTER BOARD 














(46.79) (31.65) (27.94) (19.81) 














2.466 (62.64) 1.870 (47.50) 1.724 (43.79) 1.404 (35.66) 
2.778 (70.56) 2.182 (55.42) 2.036 (51.71) 1.716 (43.59) 
3.246 (82.45) 2.650 (67.31) 2.504 (63.60) 2.184 (55.47) 
(94.34) 3.118 (79.20) (75.49) 2.652 (67.36) 

(110.19) (102.31) (95.05) (91.34) 3.276 (83.21) 

(122.07) 4.496 (114.20) 4.210 (106.93) 4.064 (103.23) 3.744 (95.10) 

(126.03) 4.652 (118.16) 4.366 (110.90) 4.220 (107.19) 3.900 (99.06) 

(133.96) 4.964 (126.09) (118.82) (115.11) (106.98) 


(153.77) 
(165.66) 





6.212 














137.97 
(145.90) 
(157.78) 
(185.52) 






5.926 


(150.52) 
(178.26) 


(138.63). 




















(134.92) 
(146.81) 
(174.55) 









5.780 5.460 





(126.80) 
(138.68) 
(166.42) 
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» .150 (3.81) Contact Spacing x .200 (5.08) Row Spacing 
Accepts .062 (1.57) Nominal Thickness P.C. Board 

» High Profile Insulator Body, .600 (15.24) 

» Contact Termination Options include P.C. Tail, Wire Wrap & 
Extender Board Bends 

» Single or Dual Row Configurations 

» Variety of Mounting Options 

» Accepts In-Contact Polarizing Keys 




















> Insulator Material: Thermoplastic Polyester, UL 94V-0, Colour: 
Black 

> Contact Material: Copper, Nickel, Tin Alloy CA-725 

> Contact Plating: Gold on the Mating Area, Tin-Lead on the 
Contact Tails, Nickel Underplate : 

» Current Rating: 3 Amperes Continuous 

> Contact Resistance: 10 Milliohms Maximum 

> Dielectric Withstanding Voltage: 1800 V AC rms at Sea Level 

Between Adjacent Contacts 

> Insulation Resistance: 5000 Megohms Minimum 

» Operating Temperature: -65 to +125 Degrees C 

> Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair when 

Tested with a .070 (1.78) Thick Gauge 

» Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair 

when Tested with a .054 (1.37) Thick Gauge 






































EDAG 


EDGE CONNECTOR 


Example Part Number 379 - 040 - 520 - 208 


Series ее. | 
Total Number of Contacts 


Contact Code 
Contact Rows 
Mounting Options 


Series 379 


Total Number of Contacts 
006, 020, 026 or 032 
012, 040, 052 or 064 


Contact Rows 
Single Row 
Dual Row 


Contact Code ^ Description & Tail Size Tail Length "G" 
520 Р.С. Тай .030х.018 (0.76 х 0.46) 175 (4.45) 
521 P.C. Tail .025 Square (0.64 Square) .150 (3.81) 
523 P.C. Tail .025 Square (0.64 Square) 390 (9.91) 
524 P.C. Tail .018 Square (0.46 Square) 175 (4.45) 
540 Wire Wrap .025 Square (0.64 Square) .560 (14.22) 
541 Wire Wrap .025 Square (0.64 Square) .750 (19.05) 
542 Wire Wrap .025 Square (0.64 Square) .645 (16.38) 
544 Wire Wrap .050 x .025 (1.27 x 0.64) .750 (19.05) 
555 Extender Board Bend (Code 500 Contacts) 

556 Extender Board Bend (Code 520 Contacts) 
560 Extender Board Bend (Code 523 Contacts) 

Contact Rows Description 
1 Single Row 
2 Dual Row 

Mounting Options ° Description 
01 No Mounting Lugs 
02 .128 (3.25) Dia. Mounting Holes 
03 .116 (2.95) 1.0. Floating Eyelets 
04 156 (3.96) Па. Mounting Holes 
07 M3-0.5 Metric Threaded Inserts 
08 44-40 Unified Threaded Inserts 

Ordering Code Notes 


1) For details of the extender board bends, refer to page 74. 
2) For details of the mounting options, refer to page 76. 


Tel: (416) 754 - 3322 









WIRE WRAP POSITIONING HOLE 
& SLOT FOR 6/12 & 20/40 PIN 
SIZE CONNECTORS ONLY 


CARD SLOT ACCEPTS 
.054 (1.37) TO .070 (1.78) 
ТНСК Р.С. ВОАКО 


370 (9.40) 


SECTION THROUGH 
CONTACT POSITION 


POTE | 
























ANF Y | 350 (8.38) 
Z б 
Й ДАЙ- саво зот 
600 (15.24) | Alb Ay 
GUY 
250 (6.35) 2 Г Z 
— A L160 (4.06) 
POINT OF 
CONTACT 


SINGLE ROW 
CONTACTS ON 
NUMBER 0 TO 19 
SIDE FOR 20 PIN 
CONNECTOR 





"D А " 


.150 (3.81) 





.200 (5.08) 


.136 (3.45) DIA 


d IN—CONTACT 


PANEL MOUNT .235 (5.97) FOR 26/52 & 32/64 PIN PANEL MOUNT CUT OUT 


CUT OUT 
i 


400 (10.16) га (3.56) FOR 6/12 & 20/40 PIN 


POLARIZING KEY 


P/N 345-240-328 





+ + + $ + + $ + + + + + + + + + + + + + 


















2 
200 (5.08) -一 一 一 -一 一 一 -一 一 一 -一 一 -一 -一 -一 -一 -一 -一 -一 -一 -一 -一 -一 -一 -一 
| Or %%%%%%%%%%%%%%%-%-%-»- 中 SS 
A NN Y 
Ж Й 
042 (1.07) — (0.10)/-.000 150 (3.81) 244 
FOR ALL P.C. TAILS Sa 2 
EXCEPT CODE 524 E 
.031 (0.79) +.004 (0. 10)/-. 000 нам 
FOR CODE 524 P.C. TAIL B 
CONNECTOR MOUNTING PATTERN CONSULT WITH EDAC REGARDING CONNECTORS 


WITH BETWEEN CONTACT POLARIZING 
KEY MOULDED INTO POSITION. 
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SSSSSSSSSSSSSSSS 
КА oases 





МЫ 





Я 5 
O جج‎ 





МЫ хз 

NNNNNNNNSSISSSSS! 
Mop} sssss 
MAAS sss: 


.350 (8.89) 
! Z 
А E .080 (2.03) 
CUT OUT FOR 
ІМ--СОМТАСТ 
POLARIZING KEY 


+.000 
СО "мниз .012 (0.30) ) —015 (0.38) 


RECOMMENDED DAUGHTER BOARD . 


(45.09) 


(98.43) 
(124.59) 
(147.45) 


1.510 (38.35) 
3.610 (91.69) 
4.640 (117.86) 


5.540 (140.72) 


1.200 (30.48) 
3.300 (83.82) 
4.135 (105.03) 


5.035 (127.89) 


(26.42) | 


3.140 (79.76) 
3.990 (101.35) 
4.890 (124.21) 


(19.05) 
(72.39) 
(95.25) 
(118.11) 


Without Position Numbers 
Position Numbers as Shown 
Without Position Numbers 
Without Position Numbers 





Fax: (416) 754 
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Example Part Number 349 - 052 - 541 - 8 04 
P SV 


Total Number of Contacts 
Contact Code 

Contact Rows 

Mounting Options 





w s 8E W⁄⁄28hsh ssh asss 





Series 349 


Total Number of Contacts Contact Rows 
026 Single Row 
052 Dual Row 


Contact Code Description and Tail Size Tail Length "G" 
520 Р.С. Тай .031 Square (0.79 Square) .260 (6.60) 
541 Wire Wrap .062 x .031 (1.57 x 0.79) 750 (19.05) 
558 90 Degree Bend (Code 541 Contacts) 

561 Staggered Tail Bend (Code 541 Contacts) 

Contact Rows Description 

6 Single Row 


Accepts .062 (1.57) Nominal Thickness P.C. Board 8 Dual Row 


@ High Profile Insulator Body, .720 (18.29) 

@ Contact Termination Options include P.C. Tail, .062 (1.57) x .031 
(0.79) Wire Wrap, 90 Degree & Staggered Tail Bends 

. € Single or Dual Row Configurations 

& Accepts Between Contact and In-Contact Polarizing Keys 


Mounting Options Description 
01 ! .No Mounting Lugs 
04 .152 (3.86) Wide Mounting Slots 一 -~ 












SPECIFICATION Contact Plating: Gold Alloy Inlay over Nickel on the Mating Area 
Insulator Material: Polyphenylene Sulphide, UL 94V-0, Colour: € Current Rating: 5 Amperes Continuous 


Green € For Additional Specifications, Refer to 336 Series 














ННН i ST SSS 


CODE 558 CONTACT BEND 


NUMBER 27 TO 52 
SIDE OF CONNECTOR 


CARD SLOT 
ACCEPTS 


4.726 (120.04) 054 (1.37) | 
TO .070 
(1.78) THICK Í .090 (2.29) 


mge swo AAG | 


| D. ag (5.08) 
ри ее 
Же 60 и 


nol fe 555 (14.10) =: CODE 561 
ЕРЕ СОМТАСТ 
BEND 


(зей 


% 


1 |.305 (7.75) 






152 (3.86) 


073 (1.85) А МО OM AR 
E - -一 1.940 (49.28) c ый гаг: ы (56.90) 


sss ——— os 









.350 (8.89) | 
CARD SLOT | 











CONTACTS IN 
| EVEN #2 - 26 4 
| 000 #27 - 51 
POSITIONS ARE 
STRAIGHT 


M .210 (5.33) | 
POINT OF | 
CONTACT 


SINGLE ROW 
CONTACTS ON 


NUMBER 1 TO 26 
Б — | .188 (478) 


SECTION THROUGH 
CONTACT POSITION | 


CONTACTS IN 


1.650 (41.91) —— k 4.950 [40 63) 
.188 (4.78) ODD #1 - 25 & 


EVEN #28 — 52 
3.980 (101.09) POSITIONS 


408 (10.36) 





ж Tel: (416) 754 -3322 














Example Part Number 384 - 018 - 525 - 102 
в. 


Total Number of Contacts 
Contact Code 
Mounting Options 






Total Number of Contacts 018 





Contact Code ' Description & Tail Size Tail Length "G" 














505 Wire Hole .087 х .013 (2.21 x 0.33) 282 (7.16) 
525 P.C. Tail .046 x .013 (1.17 x 0.33) 213 (5.41) 
527 P.C. Tail .046 x .013 (1.17 x 0.33) 358 (9.09) 
531 Р.С. Та! .023 x .013 (0.58 x 0.33) 213 (5.41) 
545 Wire Wrap .046 x .013 (1.17 x 0.33) .520 (13.21) 
Mounting Options 2 Description ا ر یو‎ 
101 No Mounting Lugs АТН 
102 .128 (3.25) Dia. Mounting Holes | es T 
я @ UL Recognized 
ibn S ще md = MEE Ls ® .150 (3.81) Contact Spacing, Single Contact Row 
107 M3:0.5 Metric Threaded Inserts 9 Accepts .062 (1.57) Nominal Thickness P.C. Board 
108 #4-40-Нбай Тәгейдесінгебде ® High Profile Insulator Body, .600 (15.24) 
® Contact Termination Options include P.C. Tail, Wire Hole & 
- Wire Wrap 
Ordering Code Notes ] i A Variety of Mounting Options 
1) For contacts with overall tin-lead plating, change the first digit of ® Accepts Between Contact Polarizing Keys 
the contact code from 5 to 4. 


2) For details of the mounting options, refer to page 76. 








® Insulator Material: Thermoplastic Polyester, UL 94V-0, Colour: 
Black 

* Contact Material: Copper, Nickel, Tin Alloy CA-725 

* Contact Plating: Gold on the Mating Area, Tin-Lead on the u 
Contact Tails, Nickel Underplate пи 

* Current Rating: 5 Amperes Continuous < 

Ф For Additional Specifications, Refer to 307/357 Series 


3.562 (90.47) 









3.312 (84.12) 






3.000 (76.20) 










2.843 (72.21) 





ПИТТ ETE T E E E n PF T Ta 





.350 (8.89) 










054 (137) 10.070 (1.78) BETWEEN CONTACT 
THICK P.C. BOARD POLARIZING KEY 


P/N 334-240-318 


435 (11.05) 
CARD SLOT 


1 .150 (3.81) .037 (0.94) ТО CENTRELINE OF CARD SLOT 
.175 (4.45) 





1090 (2.29) 
РОІМТ ОҒ 
n G" CONTACT 
.048 (1.22) X .125 (3.18) 
WIRE HOLE 
а RG AGT TS SECTION THROUGH 
CONTACT POSITION 
.064 (1.63) 








Fax: (416) 754 -3299 








































ТІ „> 

.200 (5.08) Contact Spacing x .200 (5.08) Row Spacing 

@ Accepts .062 (1.57) Nominal Thickness P.C. Board 

b High Profile Insulator Body, .656 (16.66) 

Insulating Bushings Press into Metal Backplane 

Modular Design permits any Connector Length Assembly 
@ Contact Termination .045 (1.14) Square Wire Wrap 

b Accepts Between Contact and In-Contact Polarizing Keys 


оо енеме 


THREE OR SIX 
CONTACT ASSEMBLY 


T 592 (15.04) s 
гети 


TWO OR FOUR 
CONTACT ASSEMBLY 


| à т 392 (9.96) 
SE 


.392 (9.96) 


bw 





656 (16.66) 
844 (21.44) 


| REF | | 
4 LR odd 


M G a | 
200 (5.08) 200 (5.08) - К 


.400 (10.16) 





i 





| | 
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| Немо SLOT ACCEPTS 
.054 (1.37) TO .070 (1.78) 
THICK P.C. BOARD 


PATTERN i 
4 PIN / 6 PIN | 


MODULE .200 (5.08), | 
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Example Part Number 243 - - 540 - 201 


Series Ie URN 














Total Number of Contacts 

Contact Code 

Contact Rows 

Жыл AN сс arn e i ie SITES OE SSE 

Total Number of Contacts Contact Rows 
002 or 003 Single Row 
004 or 006 Dual Row 

Contact Code — Description & Tail Size Tail Length "G" 


542 Wire Wrap .045 Square (1.14 Square) .650 (16.51) 





Contact Rows Description 
101 Single Row 
201 Dual Row 











: CIFICATIONS 

@ Insulator Material: Thermoplastic Polyester, UL 94V-0, Colour: 
White 

Contact Material: Phosphor Bronze Alloy CA-510 

Contact Plating: Gold over Nickel for Entire Contact 

Current Rating: 5 Amperes Continuous 

€ Contact Resistance: 10 Millionms Maximum 

€ Dielectric Withstanding Voltage: 1800 V AC rms at Sea Level 
Between Adjacent Contacts 

€ Insulation Resistance: 5000 Megohms Minimum 

€ Operating Temperature: -65 to +125 Degrees C 

€ Insertion Force: 16 oz (4.45 N) Maximum per Contact Pair when 
Tested with a .070 (1.78) Thick Gauge 

€ Withdrawal Force: 1 oz (0.28 N) Minimum per Contact Pair when 
Tested with a .054 (1.37) Thick Gauge 


2202-0-22. a I I I IETS 





K. Е 








FOR IN—CONTACT POLARIZING USE KEY P/N 321-240-328 
FOR BETWEEN CONTACT POLARIZING USE KEY P/N 243-240-318 


DUAL ROW SINGLE ROW 









.370 (9.40) 
CARD SLOT 


.240 (6.40) 
POINT OF 
CONTACT 





6.137 (3.48) _:209 {0.00} 





.400 (10.16) 125 (3.18) 


200 (5.08) 200 (5.08) 


^ 
一 一 44 LlO———— —————— 
¥ 


Tel: (416) 754 - 3322 
































ADDITIONAL CONNEC 





The following list of card edge connector series are no longer 
standard catalogue items, however they are not obsolete. Any | 
orders received by Edac for a previously purchased item included 
within this list will be acknowledged. 


Any new item inquiries should be made using the revised series 
number as indicated below. Please note that the conversion of 
special variation connector part numbers to the revised series 
should only be done in consultation with Edac Inc. 


SR Ba teases a a Be as 


ER 


RENEE 


205 Series 
Refer to 355 Series on page 40. For example, part number 205-030- 
521-202 is revised to 355-030-521-202. : 


206 Series 
Refer to 356 Series on page 42. For example, part number 206-015- 
400-178 is revised to 356-015-400-178. 


207 Series 
Refer to 357 Series on page 44. For example, part number 207-020- 
555-202 is revised to 357-020-555-202. 








237 Series 
Part Number 345-280-200 
Refer to 387 Series on page 46. For example, part number 237-086- e For сета of Contacts in 325. 327. 333. 337. 340, 342. 345 
лагер И. 346, 379, 392, 395, 395-AT and 396 Series Connectors 
241 Series @ May also be Used for Removal of P.C. Tail Contacts in 336 and 


349 Series 


Refer to 391 Series on page 26. For example, part number 241-030- ç provides Easy Positive Ejection without Damage to the Insulator 


520-201 is revised to 391-030-520-201. 


245 Series 
Refer to 395 Series on page 24. For example, part number 245-062- 
520-201 is revised to 395-062-520-201. 


246 Series 
Refer to 396 Series on page 36. For example, part number 246-070- 
540-201 is revised to 396-070-540-201. 


308 Series 
Refer to 357 Series on page 44. For example, part number 308-036- 
400-202 is revised to 357-036-400-202. 


324 Series 
Refer to 307 Series on page 44. For example, part number 324-036- 
520-268 is revised to 307-036-520-268. 


330 Series 
Refer to 307 Series on page 44. For example, part number 330-030- 
500-278 is revised to 307-030-500-278. 


334 Series 

Refer to 384 Series on page 69. For example, part number 334-018- 
525-102 is revised to 384-018-525-102. Insulator colour is revised 
from green to black. 


399 Series 
Refer to 349 Series on page 68. For example, part number 399-052- 
541-804 is revised to 349-052-541-804. Insulator colour is revised 

from black to green. 


Fax: (416) 754 - 3299 


SERIES 807 ` 





| 
| 
L-CARD SLOT ACCEPTS .054 (1.37) 1 


.156 (3.96) 
ТО .070 (1.78) ТНСК Р.С. ВОАКО 





.343 (8.71) UP TO 27/54 PIN 
500 (12.70) 28/56 & OVER 










.460 (11.68) d BE 
| .250 (6.35) 


.300 (7.62) 
CARD SLOT 


Pep T 
M eue ر‎ 


048 (1.22) X .125 (3.18) Á 
WIRE HOLE 








.200 (5.08) 


T° 


.124 (3.15) 
PANEL MOUNT PANEL MOUNT CUT OUT 
CUT OUT 


CONNECTOR 
WIDTH (5.08) 
+ .050 (1.27) 







| 
ЕА SEE SERIES 


a в" 
/ озо (1.27) DIA +.004 (0.10)/-.000 
HOLE PATTERN FOR ALL P.C. TAILS 


CONNECTOR MOUNTING PATTERN 
ALL SERIES 


.136 (3.45) DIA. REF. 




















See chart for 342/392 on page 80 
See chart for 345/395 on page 80 
See chart for 346/396 on page 84 
See chart for 337 on page 82 


See chart for 333 on page 82 
See chart for 307 on page 82 





(8.39) 
(9.86) 
(7.62) 
















Ва 
= ки УУ УУГ с а EI A RE OV M a 
_ 
A ZA ی‎ 
2778 
SERIES 842,845,846,857,853 
a А" 
в в" 
CARD SLOT ACCEPTS 
.054 (1.37) TO .070 (1.78) 
THICK P.C. BOARDS 
OFFSET MOUNTING | | | "f FLUSH MOUNTING © 
LUGS 600 (15.24 LUGS 
| CARD SLOT 
CODE 8 1--- | с00Е 2 
250 
170 (4.32) 
a B 
G -|---.030 (0.76) X .080 
(2.03) WIRE HOLE 
| -SEE SERIES 
La E а 
АҒ 
; М“? 
Af я АЗ 
/ М 
2 4 2 
- E ” 
"p" | 
ae POINT OF CONTACT 
CONTACT 
SECTION SECTION 
THROUGH THROUGH 
807 SERIES 842.845,846 
837,833 SERIES 
(10.41) 
(10.41) 
(8.39) 
/ ` 





Example Part Number 855 - 062 - 122-300 


Series а l 


Total Contact Fingers 
Board Type 

Finger Type 

Board Options 

Other Options 





Total Contact Fingers 


005, 006, ...075 Single sided 
00:12, 150 Double sided 
Board Type 

1 Single sided 
2 Double sided 
Finger Type (1st end & 2nd end) 

1 Tin-Lead 
2 Gold (10u") 
Board Options 

1 Epoxy 
e High Temp 


Other Options 
Contact factory 





Available with or without Extender Connector 





.165 (4.19) 
f .205 (6.73) ТО .265 (6.73) 
a 83 (3.18) ТО .210 (5.53) 


OUTSIDE TAILS 


.045 (1.14) TO .060 (1.52) 
BETWEEN TAILS 


USED WITH 
CONTACT CODE 560 


Fax: (416) 754 - 3299 












оз ИИС еее 








le in .100, .125 & .156 row spacing 

@ Double sided Copper Printed Circuit boards with Hard Gold or 
Tin-Lead plating on top of Nickel plating. 

® Goid or Tin-Lead plating thickness can be specified to suit the 
application. 

® Can be notched to allow for polarizing key. 

© Optionally available soldered to mating card edge connector 
as a male-female extenderboard. 

® Solder resist applied to provide external insulation 

Ф Available in epoxy or high temp board material 





Z 


SPECIFICATIO 





Wes 





NS 


€ Circuit board substrate available in 94V-O 

€ Current rating 5 Amps max 

€ Contact Resistance 50 MilliOhms Max. 

€ Dielectric withstanding voltage:1800 V AC rms at sea level 
between adjacent circuits 

è Operating Temperature ranges: Available for -65 to 125 
Degrees C or -40 to 200 Degrees C 

€ Board thickness: .062" Nominal 

€ Available with or without extender connector 

€ Other special options available - Contact factory 


Available in .100", .125" & .156 
Finger Spacings 


f 





=== 





CONTACT CODE 553 - 90 DEGREE BEND 


@ Applicable for 307, 322 and 357 Series 
@ For 307 and 357 Series with .500 (12.70) Connector Width, Longer Contacts 
are Used and Cut to Length Indicated 


CONTACT CODE 554 - 90 DEGREE BEND 


@ Applicable for 307, 322 and 357 Series 
@ This Bend is Not Recommended for 307 and 357 Series with .500 (12.70) 
Connector Width 


CONTACT CODE 555 - EXT ENDER BOARD BEND 





© 
о | 
о | 
d 
Я 
б 


| 305, 3 3 3 = 


333, 337, 340, 345, 346, 379, 387, 245 (6.22) 
395, 395-AT, 396 


341, 391 кон 06 (521) 
342, 392 255 (6.48) 


€ For Contact Bend to Accept .125 (3.18) Thick Extender Board, Specify Contact 


Code 552 


CONTACT CODE 556 - EXTENDER BOARD BEND 











305, 307, 310, 315, 322, 355, 357 


333, 337, 340, 345, 346, 379, 387, 
395. 395-AT, 396 


ШИШЕ u ара аи о 
и з „л КЕ, 


170 (4.32) 






.110 (2.79) 


NUMBERED SIDE 
OF INSULATOR 


учила 
Г. К (1.14) 


CONTACT CODE 553 


üg Р 343 (8.71) 


NUMBERED SIDE 
OF INSULATOR 


150 Е = 


CONTACT CODE 554 


BEND USES WIRE HOLE CONTACTS 


.120 wi 


“к 
125 (3.18) TO .210 (5.33) 
OUTSIDE TAILS 
.045 (1.14) ТО .060 (1.52) 


.095 (2.41) 


Т 
BETWEEN TAILS 


CONTACT CODE 555 


BEND USES WIRE HOLE CONTACTS ° 


E ESF LB 


Т 
к сс 


2 (3.18) TO .185 (4.70) 


OUTSIDE TAILS 


045 (1.14) ТО .060 (1.52) 
BETWEEN TAILS 


CONTACT CODE 556 


` Tel: (416) 754 - 3322 


i 
\ 


= 


-= => CONNECTOR WIDTH 


NUMBERED SIDE OF 
INSULATOR 


Е 
oe E s (1.14) 






CONTACT CODE 557 


E p CONNECTOR WIDTH 


NUMBERED SIDE, EVEN NUMBERED 
SIDE OR ROW "A" SIDE OF CONNECTOR 
(DEPENDING UPON SERIES) 


060 (1.52) 
deed = 
200 (5.08) 









THIS CONTACT ROW 
a B" IS STANDARD FOR 
SINGLE ROW BEND 


CONTACT CODE 558 


CONNECTOR WIDTH 
ё жы” 


NUMBERED SIDE, EVEN NUMBERED 
SIDE OR ROW "A" SIDE OF CONNECTOR 
(DEPENDING UPON SERIES) 


: p (1.52) 
y N Т 160 (3.81) 


THIS CONTACT ROW 
ie IS STANDARD FOR 
B SINGLE ROW BEND 










CONTACT CODE 559 


.125 (3.18) TO .210 (5.33) 
OUTSIDE TAILS 


.045 (1.14) TO .060 (1.52) 
BETWEEN TAILS 


CONTACT CODE 560 


REE BEND 


CONTACT CODE 557 - 90 DEG 





343 (871) 392 (9.96 


305, 357 500 (12.70) 314 (7.98) 


CONTACT CODE 558 - 90 DEGREE BEND 













307, 322, 357 240 (6.10) | 240 (6.10). 











333, 337, 340, 370 (9.40) 235 (5.97) 635 (16.13) 
345, 387, 395, 
395-AT ` | 
342392 | 370 (9.40) | 2245 (6.22) | 645 (16.38) | 
[3463906 | 370 (840 OC. | 660 187 | 


CONTACT CODE 559 - 90 DEGREE BEND 














307, 322, 357 343 (871) | 290(7.37) | 240 (610 
307, 357 500 (12.70) | .212(5.38) | .162 (4.11 


333, 337, 340, 370 (9.40) 285 (7.24) 635 (16.13) 
395-AT 


345, 387, 395, 
让 295 (7.49 .645 (16.38 
370 (9.40) 260 (6.60) 660 (16.76) 





CONTACT CODE 560 - EXTENDER BOARD BEND 


333, 337, 340, 345, 379, 387, 395, | 375 (9.53) 
395-АТ | 


341, 391 
342, 392 385 (9.78 
335 (8.51) 





















p pc BB | 
CODE x01 - NO MOUNTING LUGS 7 6” 
@ Applicable for 303, 305, 306, 307, 310, 315, 316, 317, 321, 325, 327, 333, 336, 337, 338, ! 
340, 341, 342, 345, 346, 355, 356, 357, 379, 384, 387, 391, 392, 395 and 396 Series 
NO MOUNTING 
| 1965 

| СОММЕСТОК "С" 

CODE x02, x04 & x09 - THROUGH MOUNTING HOLES DIMENSION 


MOUNTING OPTION 
CODE x01 








А лада ды‏ ا ی 
. 
. 


303, 305, 306, 307, 310, 31 128 (3.25) 156 (3.96) 
316,321, 333, 337, 338, 340, 
341, 345,346, 355, 356, 357, 
379, 384, 387,391, 395, 396 


317, 323 156 (3.96 
EINEN 


128 (625 CONNECTOR x Da — 





BR S S d osse 


342, 392 .128(3.25) x DIMENSION 
.146 (3.71) 
Slot MOUNTING OPTION 


CODES x02, x04 & x09 


.010 (0.25) RADIAL 
FLOAT 


А! 





7303, 305, 328 (8.33) | ug 
317, 321, 323, 333, 336, 337, 338, BELA (т 
341, 345, 346, 355, 356, 357, 379, ca 
384, 387, 391, 395, 396 з Caa 
925 ام‎ UT MS па. Бес 


DIMENSION 


MOUNTING OPTION 
CODE x03 


CODE x07 & x08 - THREADED INSERTS 

€ Applicable for 303, 305, 306, 307, 310, 315, 316, 317, 321, 323, 325, 333, 336, 337, 338, 
341, 342, 345, 346, 356, 357, 379, 384, 387, 391, 392, 395 and 396 Series 

® See Code x12 for Side Mounting Threaded Inserts 





CODE x07 
E M 
X 
CONNECTOR apa 4-40 UNC 
DIMENSION THREADED INSERTS 


MOUNTING OPTION 
CODES x07 & x08 


x12 - SIDE MOUNTING HOLES 


307, 333, 337, 345, 346, 357, 387, 125 (8.18) — -ті 
395, 396 x 7 






342, 392 135 (3.43 ee 
6 Series Listed Above based on Availability of 90 Degree Bend Contact Tails. CONNECTOR ama : .128 (3.25) DIA 
Side Mounting Holes may also be Used for Other Card Edge Connectors with a сменен В жични jet 
Lug Height of .250 (6.35) or Greater. 


6 For Side Mounting with Threaded Inserts, Specify Code x17 for M3-0.5 Metric Threads мои е a 


or Code x18 for #4-40 Unified Threads. 





.. Tek (416) 754 -3322 








250 (6.35) 


#4-40 UNC 
THREADED 


INSERT 
CONNECTOR " в" в n" 
DIMENSION 


MOUNTING OPTION 
CODES x58 & x68 


dm 


.250 (6.35) 


AL 





#4-40 UNC 
THREADED 


INSERT 
CONNECTOR " B" 
DIMENSION 


MOUNTING OPTION 
CODES x78 & x88 


Fax: (416) 754 -3299 





CODE x58 & x68 - OFFSET CARD GUIDES 

















305, 306, 307, 315, 468 (11.89) | 2.755 (69.98) 

ee === 
356, 357, 387 
|34539: 7 | 468(11.89) | 2.755 (69.98) | .120 (3.05) | .402 (10.21). 
|346, 396 | .468 (11.89) | 2.755 (69.98) | .120 (3.05) | .398 (10.11) | 
а ee 




















@ For Card Guides with .128 (3.25) Dia. Through Hole Inserts, Specify Code x52 or x62. 
@ For Card Guides with M3-0.5 Metric Threaded Inserts, Specify Code x57 or x67. 
@ For Field Assembly of Card Guides, Refer to Page 71. 





305, 306, 307, 315, 
316, 337, 338, 355, 
356, 357, 387 






CODE x78 & x88 - IN-LINE CARD GUIDES 
305, 306, 307, 315, 316, 337, 338, 


1.550 (39.37) 090 (2.29) | 
355, 356, 357, 387 
317 1712 (43.48 110 (279 
345, 395 | 2750 (69.85 083 (2.11 


346, 396 2.750 (69.85 .091 (2.31 


45435 ^ T | 18.9 | шш 


© In-Line Card Guides are Not Suitable for the Flush Mounting Lug Versions of 337, 387, 
346 or 396 Series 

@ For Card Guides with .128 (3.25) Dia. Through Hole Inserts, Specify Code x72 or x82. 

@ For Card Guides with M3-0.5 Metric Threaded Inserts, Specify Code x77 or x87 

€ For Field Assembly of Card Guides, Refer to Page 71. | 





650 (16.51) 





.094 (2.39) 
462 (11.73) 


Ei ! .500 (12.70) 


.250 (6.35) 


243 SERIES 
CARD GUIDE 


3.400 (86.36) 


| | 


| .400 (10.16) 


.190 (4.83) 


а-ы = 


113 (2.87) ПА X 
.325 (8.26) DEEP HOLE 


Fé, 


.232 (5.89) 


CENTRE LINE 
OF CARD SLOT 












































ағы 





2 


6 Accepts .062 (1.57) Nominal Thickness P.C. Boa 

© Stand-Alone Guide with "Back to Back" Board Slots 

€ Through Mounting Holes for #4 or M3 Screws or #6 Self- 
Threading Screws 





® Guide Material: Thermoplastic Polyester, UL 94V-0, Colour: 
Green 
Ф Operating Temperature: -65 to +125 Degrees C 


500 (12.70) 125 (3.18) 








375 (9.53) 


1116 (2.95) ЗА а SLOT ACCEPTS UP TO 
DIA 070 (1.78) THICK P.C. BOARD 


368 SERIES 
CARD GUIDE 
P/N 368-220-301 


3.312 (84.12) 


WEE. 


.250 )6.35( 


SAN RRR RRR ERE RS RRR RRR 






4 


® Accepts .062 (1.57) Th 
® Stand-Alone Guide with "Back to Back" Board Slots 






¢ Guide Material: Polycarbonate, Colour: Grey 
® Operating Temperature: -65 to +125 Degrees C 


Tel: (416) 754 - 3322 


X 
















€ Accepts .062 (1.57) Nominal Thickness P.C. Board 

® For Field Assembly of Card Guides to a Connector with Code 04 
Mounting - .156 (3.96) Dia. Mounting Holes. Use an Alignment 
Bushing Part Number 345-250-442-102, a Hex or Round Head 
Screw, Washer and Nut to hold the Assembly to a Circuit Board. 





SPECIFICA! 3 

€ Guide Material: Thermoplastic Polyester, UL94V-0, Colour: 
Green, Black Colour Available Upon Request 

Ф Operating Temperature: -65 to +125 Degrees C 







































r 3] 
OFFSET L5] IN—LINE 
CARD | EU CARD 
GUIDE D Coi GUIDE 
Ера 
ща 
то 
ттр "В" 
/ | 
| A 
CONNECTOR m إا ل‎ CONNECTOR қ 
WITH CODE | | WITH CODE чм Е 
x04 MOUNTING | x04 MOUNTING т 
468 (11.89) | 3.000 (76.20) | 305, 306, 307, 315, 
344 (8.74) | 2.750 (69.85) | 316, 337, 338, 355, 
| 一 一 | 1.550 (39.37) | 356, 357, 387 
.128 (3.25) 1.0. : | .D. 
BUS. iN BUSHING. | | 12171214346) | 3/ 
Р/М 345-250-442-102 Р/М 345-250-442-102 468 (11.89) | 3.000 (76.20) 
| — — 1 2750 (69.85) 
Lec: 050 GNO 
) | 3.000 (76.20) | 346, 396 
2.750 (69.85) 
Notes for Card Guides Chart 





1) Card guide part number 307-220-078 is not suitable for 337 or 2) Card guide part number 346-220-078 is not suitable for 346 or 
387 series connectors with flush mounting lugs. 396 series connectors with flush mounting lugs. 





616 SERIES UNI-GU У 


@ Variety of Sizes for Equipment Design Flexibility 














616 SERIES 

@ Accepts .062 (1.57) Nominal Thickness P.C. Board UNI—GUIDE 
@ Supports P.C. Board and Provides Board to Connector Alignment 
@ May be Installed in a "Back to Back" Configuration s 
9 Easy Installation Using .093 (2.36) Dia. Eyelets or Pop Rivets or r КГ 4» PU 

Two Sided Tape (Very High Bond) | CPUS 0.92) CARD SLOT 

ы à спам ам ло кр. 57 ee (1.78) 
SPECIFICATIONS .100 (2.54) DIA THROUGH HOLES WITH BOARD 


.195 (4.95) DIA X .125 (3.18) DEEP COUNTERBORE 


® Uni-Guide Material: Polycarbonate, Colour: Grey 
€ Operating Temperature: -65 to --125 Degrees C 












616-220-301 
616-220-302 
616-220-303 
616-220-304 
616-220-305 
616-220-306 
616-220-307 
616-220-310 
616-220-311 















4.250 (107.95) 
5.250 (133.35) 


Fax: (416) 754 - 3299 


DIMENSION 


( 
( 
( 
( 
( 
( 
( 
( 
( 
( 
( 
( 
(87.76) 
(90.30) 
(92.84) 
(95.38) 
(97.92) 
(100.46) 
(103.00) 
(105.54) 
(108.08) 
(110.62) 
(113.16) 
(115.70) 
(118.24) 
(120.78) 
(123.32) 
(125.86) 
(128.40) 
(130.94) 
(133.48) 
(136.02) 
(138.56) 


151.26) 


(156.34) 
(158.88) 
(161.42) 
(163.96) 
(166.50) 
(169.04) 
(171.58) 
(174.12) 
(176.66) 


- (4826) 


(50.80) 
(53.34) 
(55.88) 
(58.42) 
(60.96) 
(63.50) 
(66.04) 
(68.58) 
(71.12) 
(73.66) 
(76.20) 
(78.74) 
(81.28) 
(83.82) 
(86.36) 
(88.90) 
(91.44) 
(93.98) 
(96.52) 

) 

(101.60) 

(104.14) 

(106.68) 


(127.00) 
(129.54) 
(132.08) 


(152.40) 
(154.94) 
(157.48) 
(160.02) 
(162.56) 
(165.10) 
(167.64) 
(170.18) 
(172.72) 
(175.26) 
(177.80) 
(180.34) 
(182.88) 
(185.42) 
(187.96) 


(75.57) 
(78.11) 
(80.65) 
(83.19) 
(85.73) 
(88.27) 
(90.81) 
(93.35) 
(95.89) 
(98.43 
(100.97 
(103.51 
(106.05 


- (108.59 


) 
) 
) 
) 
) 
111.13) 
113.67) 
) 
118.75) 
121.29) 
(123.83) 
(126.37) 
(128.91) 


(131.45) 
(133.99) 


( 
( 
(116.21 
( 
( 


(151.77) 
(154.31) 
(156.85) 
(159.39) 


(164.47) 
(167.01) 


(48.26) 
(50.80) 
(53.34) 
(55.88) 
(58.42) 
(60.96) 
(63.50) 
(66.04) 
(68.58) 
(71.12) 


(86.36) 
(88.90) 
(91.44) 
(93.98) 
(96.52) 


(111.76 
(114.30 
(116.84 
(119.38 
(121.92 
(124.46 
(127.00 
(129.54 
(132.08) 
(134.62) 
(137.16) 
(139.70) 
(142.24) 
(144.78) 
(147.32) 
(149.86) 
(152.40) 
(154.94) 
(157.48) 
(160.02) 
(162.56) 
(165.10) 
(167.64) 


(8391) | 


(36.45) 
(38.99) 


(61.85) 
(64.39) 
(66.93) 
(69.47) 
(72.01) 
(74.55) 
(77.09 
(79.63 
82.17 


( 
(84.71 
( 
( 


112.65 
115.19 
(117.73 
(120.27) 
(122.81) 
(125.35) 
(127.89) 
(130.43) 
(132.97) 
(135.51) 
(138.05) 
(140.59) 


( 
( 
( 
( 
( 
( 


) 
) 
) 
) 
) 
) 
) 
) 
) 
) 
) 
) 
) 
) 
) 
) 
) 


(155.83 
(158.37 
(160.91 


(201.55) 
(204.09) 


(26.82) 
(29.36) 
(31.90) 
34.44) 
36.98) 
39.52) 


(80.16) 
(82.70) 
(85.24) 
(87.78) 
(90.32) 
(92.86) 
(95.40) 
(97.94) 
100.48) 

103.02) 
105.56) 
108.10) 
110.64) 
113.18) 
115.72) 
(118.26) 
(120.80) 
(123.34) 
(125.88) 
(128.42) 
(130.96) 
(133.50) 


(127.00) 
(129.54) 
(132.08) 
(134.62) 


(139.70) 


(2731) 


(29.85) 
(32.39) 
(34.93) 
(37.47) 


(50.17) 
(52.71) 
(55.25) 
57.79) 
60.33) 
62.87) 


(146.69) 
(149.23) 
(151.77) 


(197.49) 


(25.96) 
(28.50) 
(31.04) 
(33.58) 
(36.12) 
(38.66) 
(41.20) 
(43.74) 
(46.28) 
(48.82) 
(51.36) 
(53.90) 
(56.44) 
(58.98) 
(61.52) 
(64.06) 
(66.60) 
(69.14) 
(71.68) 
(74.22) 
(76.76) 
(79.30) 
(81.84) 
(84.38) 
(86.92) 
(89.46) 
(92.00) 
(94.54) 
(97.08) 
(99.62) 
(102.16) 
(104.70) 
(107.24) 
(109.78) 
(112.32) 
(114.86) 
(117.40) 
(119.94) 
(122.48) 
(125.02) 
(127.56) 
(130.10) 
(132.64) 
(135.18) 
(137.72) 
(140.26) 
(142.80) 
(145.34) 
(147.88) 
(150.42) 
(152.96) 
(155.50) 
(158.04) 
(160.58) 





—, 


а.” 


DIMENSION 


Number of — 
_ Contacts 
Single Dual | 


(46.28) 
(48.82) 
(51.36) 
(53.90) 
(56.44) 


(71.68) 
(74.22) 
(76.76) 
(79.30) 
(81.84) 


(97.08) 

(99.62) 
(102.16) 
(104.70) 
(107.24) 
(109.78) 
(112.32) 
(114.86) 
(117.40) 
(119.94) 
(122.48) 
(125.02) 
(127.56) 
(130.10) 
(132.64) 
(135.18) 
(137.72) 
(140.26) 
(142.80) 
(145.34) 
(147.88) 
(150.42) 
(152.96) 
(155.50) 
(158.04) 
(160.58) 
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(24.51) 
(27.05) 
(29.59) 
(32.13) 
(34.67) 
(37.21) 
(39.75) 
(42.29) 
(44.83) 
(47.37) 
(49.91) 
(52.45) 
(54.99) 
(57.53) 
(60.07) 


‚ (62.61) 


(65.15) 
(67.69) 
(70.23) 
(72.77) 
(75.31) 
(77.85) 
(80.39) 
(82.93) 
(85.47) 
(88.01) 
(90.55) 
(93.09) 
(95.63) 

(98.17) 
(100.71) 
(103.25) 
(105.79) 
(108.33) 
(110.87) 
(113.41) 
(115.95) 
(118.49) 
(121.03) 
(123.57) 
(126.11) 
(128.65) 
(131.19) 
(133.73) 
(136.27) 


(141.35) 
(143.89) 


(19.69) 
(22.23) 
(24.77) 
(27.31) 
(29.85) 
(32.39) 


(47.63) 
(50.17) 
(52.71) 


(60.33) 
(62.87) 
(65.41) 
(67.95) 
(70.49) 
(73.03) 
(75.57) 
(78.11) 
(80.65) 
(83.19) 
(85.73) 
(88.27) 
(90.81) 
(93.35) 
(95.89) 
(98.43) 
(100.97) 
(103.51) 
(106.05) 
(108.59) 
(111.13) 
(113.67) 
(116.21) 
(118.75) 
(121.29) 
(123.83) 
(126.37) 
(128.91) 
(131.45) 
(133.99) 
(136.53) 
(139.07) 
(141.61) 


(144.15) 


(146.69) 
(149.23) 
(151.77) 
(154.31) 
(156.85) 
(159.39) 


(18.95) 
(21.49) 
(24.03) 
(26.57) 
(29.11) 
(31.65) 


(46.89) 
(49.43) 
(51.97) 
(54.51) 
(57.05) 
(59.59) 
(62.13) 
(64.67) 


(72.29) 
(74.83) 
(77.37) 
(79.91) 
(82.45) 


(97.69) 
(100.23) 
(102.77) 
(105.31) 
(107.85) 
(110.39) 
(112.93) 
(115.47) 
(118.01) 
(120.55) 
(123.09) 
(125.63) 
(128.17) 
(130.71) 
(133.25) 
(135.79) 
(138.33) 
(140.87) 
(143.41) 
(145.95) 
(148.49) 
(151.03) 
(153.57) 


(19.30) 


(21.84) 
(24.38) 
(26.92) 
(29.46) 
(32.00) 


(47.24) 
(49.78) 
(52.32) 
(54.86) 
(57.40) 


( 
( 
( 
( 
(110.74) 
(113.28) 
(115.82) 
(118.36) 
(120.90) 
(123.44) 
(125.98) 
(128.52) 
(131.06) 
(133.60) 
(136.14) 
(138.68) 
(141.22) 
(143.76) 
(146.30) 
(148.84) 
(151.38) 
(153.92) 
(156.46) 
(159.00) 
(161.54) 
(164.08) 
(166.62) 
(169.16) 
(171.70) 
174.24) 
176.78) 
179.32) 
181.86) 
184.40) 
186.94) 
189.48) 
192.02) 
194.56) 


(30.73) 
(33.27) 
(35.81) 
(38.35) 
(40.89) 
(43.43) 
(45.97) 
(48.51) 
(51.05) 
(53.59) 
(56.13) 
(58.67) 
(61.21) 
(63.75) 
(66.29) 


(81.53) 

(84.07) 

(86.61) 

(89.15) 

(91.69) 

(94.23) 

(96.77) 

(99.31) 
(101.85) 
(104.39) 
(106.93) 
(109.47) 
(112.01) 
(114.55) 
(117.09) 
(119.63) 
(122.17) 
(124.71) 
(127.25) 
(129.79) 
(132.33) 
(134.87) 
(137.41) 
(139.95) 
(142.49) 
(145.03) 
(147.57) 
(150.11) 
(152.65) 
(155.19) 


(15.24) 
(17.78) 
(20.32) 
(22.86) 
(25.40) 
(27.94) 
(30.48) 
(33.02) 
(35.56) 
(38.10) 
(40.64) 
(43.18) 
(45.72) 
(48.26) 


(81.28) 

(83.82) 

(86.36) 

(88.90) 

(91.44) 

(93.98) 

(96.52) 

(99.06) 
(101.60) 
(104.14) 
(106.68) 
(109.22) 
(111.76) 
(114.30) 
(116.84) 
(119.38) 
(121.92) 
(124.46) 
(127.00) 
(129.54) 
(132.08) 
(134.62) 
(137.16) 
(139.70) 
(142.24) 
(144.78) 
(147.32) 
(149.86) 
(152.40) 
(154.94) 
(157.48) 
(160.02) 
(162.56) 
(165.10) 
(167.64) 
(170.18) 
(172.72) 
(175.26) 
(177.80) 
(180.34) 
(182.88) 
(185.42) 
(187.96) 
(190.50) 
(193.04) 





(12.70) 
(15.24) 
(17.78) 
(20.32) 
(22.86) 
(25.40) 
(27.94) 
(30.48) 
(33.02) 
(35.56) 


(76.20) 
(78.74) 
(81.28) 
(83.82) 


_ (86.36) 


(101.60) 
(104.14) 
(106.68) 
(109.22) 
(111.76) 
(114.30) 
(116.84) 
(119.38) 
(121.92) 
(124.46) 
(127.00) 
(129.54) 
(132.08) 
(134.62) 
(137.16) 
(139.70) 
(142.24) 
(144.78) 
(147.32) 
(149.86) 
(152.40) 
(154.94) 
(157.48) 
(160.02) 
(162.56) 
(165.10) 
(167.64) 
(170.18) 
(172.72) 
(175.26) 
(177.80) 
(180.34) 
(182.88) 
(185.42) 
(187.96) 





DIMENSION 















(46.48) 
(50.44) 
(54.41) 


(45.31) 
(49.28) 
(53.24) 


(47.17) 
(51.13) 
(55.09) 
(58.37) (57.20) (59.06) 
(62.33) (61.16) (63.02) 
(66.29) (65.13) (66.98) 
(70.26) (69.09) (70.94) 
(74.22) (73.05) (74.90) 
(78.18) (77.01) (78.87) 
(82.14) (80.98) (82.83) 
(86.11) (84.94) (86.79) (86.41) 
(90.07) (88.90) (90.75) (90.37) 
(94.03) (92.86) (94.72) (94.34) 
(97.99) (96.82) (98.68) (98.30) 
(101.96) (100.79) (102.64) (102.26) 
(105.92) (104.75) (106.60) (106.22) (98.53) 
(109.88) (108.71) (110.57) (110.19) (102.49) 
(113.84) (112.67) (114.53) (114.15) (106.45) 
(117.81) (116.64) (118.49) (118.11) (110.41) 
(121.77) (120.60) (122.45) (122.07) (114.38) 
(125.73) (124.56) (126.42) (126.03) (118.34) 
(129.69) (128.52) (130.38) (130.00) (122.30) 
(133.65) (132.49) (134.34) (133.96) (126.26) 
(137.62) (136.45) (138.30) (137.92) (130.23) (130.10) (130.05) 
(141.58) (140.41) (142.27) (141.88) (134.19) (134.06) (134.01) 
(145.54) (144.37) (146.23) (145.85) (138.15) (138.02) (137.97) 
(149.50) (148.34) (150.19) (149.81) (142.11) (141.99) (141.94) 
(153.47) (152.30) (154.15) (153.77) (146.08) (145.95) (145.90) 
(157.43) (156.26) (158.12) (157.73) (150.04) (149.91) (149.86) 
(161.39) (160.22) (162.08) (161.70) | (154.00) (153.87) (153.82) 
(165.35) (164.19) (166.04) (165.66) (157.96) (157.84) (157.78) 
(169.32) (168.15) (170.00) (169.62) (161.93) (161.80) (161.75) 
(173.28) (172.11) (173.96) (173.58) (165.89) (165.76) (165.71) 
(177.24) (176.07) (177.93) (177.55) (169.85) (169.72) (169.67) 
(181.20) (180.04) (181.89) (181.51) (173.81) \ (173.69) (173.63) 
(185.17) (185.85) (185.47) | (177.77) ; (177.65) (177.60) 
4 84 (189.13) (189.81) (189.43) (181.74) (181.61) (181.56) 
43 86 (193.09) (193.78) (193.40) ` (185.70) (185.57) (185.52) 
(197.36) (189.48) 








(46.79) 
(50.75) 
(54.71) 
(58.67) (50.98) (50.85) (50.80) 
(62.64) (54.94) (54.81) (54.76) 
(66.60) (58.90) (58.78) (58.72) 
(70.56) (62.87) (62.74) (62.69) 
(74.52) (66.83) (66.70) | (66.65) 
(78.49) (70.79) (70.66) (70.61) 
(82.45) (74.75) (74.63) (74.57) 
(78.71) (78.59) ^ — (78.54) 
(82.68) (82.55) (82.50) 
(86.64) (86.51) (86.46) 
(90.60) (90.47) (90.42) 
(94.56) (94.44) (94.39) 

(98.40) (98.35) 
(102.36) (102.31) 
(106.32) (106.27) 
(110.29) (110.24) 
(114.25) |. (114.20) 
(118.21) (118.16) 
(122.17) (122.12) 
(126.14) (126.09) 


(39.09) 
(43.05) 
(47.02) 


(38.96) 
(42.93) 
(46.89) 


(38.91) 
(42.88) 
(46.84) 































































































































































































(184.00) 
(187.96) 
(191.92) 
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3.560 
3.716 
3.872 
4.028 
4.184 
4.340 
4.496 
4.652 
4.808 
4.964 


5.900 
6.056 
6.212 

6.368 
6.524 


(50.80) 
(54.76) 
(58.72) 
(62.69) 
(66.65) 
(70.61) 
(74.57) 
(78.54) 
(82.50) 
(86.46) 
(90.42) 
(94.39) 
(98.35) 
(102.31) 
(106.27) 
(110.24) 
(114.20) 
(118.16) 
(122.12) 
(126.09) 
(130.05) 
(134.01) 
(137.97) 
| (141.94) 
(145.90) 
(149.86) 
(153.82) 
(157.78) 
(161.75) 
(165.71) 
(169.67) 
(173.63) 
(177.60) 
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(32.03) 
(35.99) 
(39.95) 
(43.92) 
(47.88) 
(51.84) 
(55.80) 
(59.77) 
(63.73) 
(67.69) 
(71.65) 
(75.62) 
(79.58) 
(83.54) 
(87.50) 
(91.47) 
(95.43) 
(99.39) 
(103.35) 
(107.32) 
(111.28) 
(115.24) 
(119.20) 
(123.16) 
(127.13) 
(131.09) 
(135.05) 
(139.01) 
(142.98) 
(146.94) 
(150.90) 
(154.86) 
(158.83) 
(162.79) 
(166.75) 
(170.71) 
(174.68) 
(178.64) 


(50.70) 
(54.66) 
(58.62) 
(62.59) 
(66.55) 
(70.51) 
(74.47) 
(78.44) 
(82.40) 
(86.36) 
(90.32) 
(94.28) 
(98.25) 
(102.21) 
(106.17) 
(110.13) 
(114.10) 
(118.06) 
(122.02) 
(125.98) 
(129.95) 
(133.91) 
(137.87) 
(141.83) 
(145.80) 
(149.76) 
(153.72) 
(157.68) 
(161.65) 
(165.61) 
(169.57) 
(173.53) 
(177.50) 


(31.65) 
(35.61) 
(39.57) 
(43.54) 
(47.50) 
(51.46) 
(55.42) 
(59.39) 
(63.35) 
(67.31) 
(71.27) 
(75.23) 
(79.20) 
(83.16) 
(87.12) 
(91.08) 
(95.05) 
(99.01) 
(102.97) 
(106.93) 
(110.90) 
(114.86) 
(118.82) 
(122.78) 
(126.75) 
(130.71) 
(134.67) 
(138.63) 
(142.60) 
(146.56) 
(150.52) 
(154.48) 
(158.45) 
(162.41) 
(166.37) 
(170.33) 
(174.29) 
(178.26) 
(182.22) 


(27.43) 
(31.39) 
(35.36) 
(39.32) 
(43.28) 
(47.24) 
(51.21) 
(55.17) 
(59.13) 
(63.09) 
(67.06) 
(71.02) 
(74.98) 
(78.94) 
(82.91) 
(86.87) 
(90.83) 
(94.79) 
(98.76) 
(102.72) 
(106.68) 
(110.64) 
(114.60) 
(118.57) 
(122.53) 
(126.49) 
(130.45) 
(134.42) 
(138.38) 
(142.34) 
(146.30) 
(150.27) 
(154.23) 
(158.19) 
(162.15) 
(166.12) 
(170.08) 
(174.04) 


(47.75) 
(51.71) 
(55.68) 
(59.64) 
(63.60) 
(67.56) 
(71.53) 
(75.49) 


` (79.45) 


(83.41) 
(87.38) 
(91.34) 
(95.30) 
(99.26) 
(103.23) 
(107.19) 
(111.15) 
(115.11) 
(119.08) 


(123.04) 


(127.00) 
(130.96) 
(134.92) 
(138.89) 
(142.85) 
(146.81) 
(150.77) 
(154.74) 
(158.70) 
(162.66) 
(166.62) 
(170.59) 
(174.55) 
(178.51) 


(19.81) 
(23.77) 
(27.74) 
(31.70) 
(35.66) 
(39.62) 
(43.59) 
(47.55) 
(51.51) 
(55.47) 
(59.44) 
(63.40) 
(67.36) 
(71.32) 
(75.29) 
(79.25) 
(83.21) 
(87.17) 
(91.14) 
(95.10) 
(99.06) 

(103.02) 

(106.98) 

(110.95) 

(114.91) 

(118.87) 

(122.83) 

(126.80) 

(130.76) 

(134.72) 

(138.68) 

(142.65) 

(146.61) 

(150.57) 

(154.53) 

(158.50) 

(162.46) 

(166.42) 

(170.38) 









DIMENSION "A" 















(36.45) 


(39.62) 
1.685 (42.80) 
1.810 (45.97) 
1.935 (49.15) 


(52.32) 
(55.50) 


(58.67) 
2.435 (61.85) 
2.560 (65.02) 


(68.20) 
(71.37) 





























i (74.55) 
3.060 (77.72) 
3.185 (80.90) 


(84.07) 
(87.25) 
(90.42) 
(93.60) 
(96.77) 
(99.95) 
(103.12) 







: (106.30) 
4.310 (109.47) 
4.435 (112.65) 


(115.82) 
(119.00) 
(122.17) 
(125.35) 
(128.52) 
(131.70) 
(134.87) 


(138.05) 
5.560 (141.22) 
5.685 (144.40) 

























(147.57) 
(150.75) 
(153.92) 
(157.10) 
(160.27) 
(163.45) 
(166.62) 
(169.80) 
(172.97) 
(176.15) 
(179.32) 










(29.72) 


(32.89) 1.035 
1.420 (36.07) 1.160 
1.545 (39.24) 1.285 
1.670 (42.42) 1.410 


(45.59) 
(48.77) 


(51.94) 1.785 
(55.12) 1.910 
(58.29) 2.035 


(61.47) 
(64.64) 
(67.82) 
(70.99) 
(74.17) 
(77.34) 
(80.52) 
(83.69) 
(86.87) 
(90.04) 
(93.22) 
(96.39) 












(99.57) 
4.045 (102.74) 
4.370 (105.92) 


(109.09) 
(112.27) 
(115.44) 
(118.62) 
(121.79) 
(124.97) 
(128.14) 







(131.32) 
5.295 (134.49) 
5.420 (137.67) 


(140.84) 
(144.02) 
(147.19) 
(150.37) 
(153.54) 
(156.72) 
(159.89) 
(163.07) 
(166.24) 
(169.42) 
(172.59) 


(23.11) 
(26.29) 
(29.46) 
(32.64) 
(35.81) 
(38.99) 
(42.16) 
(45.34) 
(48.51) 
(51.69) 
(54.86) 
(58.04) 
(61.21) 
(64.39) 
(67.56) 
(70.74) 
(73.91) 
(77.09) 
(80.26) 

(83.44) 

(86.61) 

(89.79) 

(92.96) 

(96.14) 

(99.31) 
(102.49) 
(105.66) 
(108.84) 
(112.01) 
(115.19) 
(118.36) 
(121.54) 
(124.71) 
(127.89) 
(131.06) 
(134.24) 








(137.41). 


(140.59) 
(143.76) 
(146.94) 
(150.11) 
(153.29) 
(156.46) 
(159.64) 
(162.81) 
(165.99) 
(169.16) 
(172.34) 
(175.51) 
(178.69) 
(181.86) 
(185.04) 
(188.21) 
(191.39) 
(194.56) 
(197.74) 





(19.05) 


.875 (22.23) 
1.000 (25.40) 
1.125 (28.58) 
1.250 (31.75) 
1.375 (34.93) 


(38.10) 
(41.28) 
(44.45) 
(47.63) 
(50.80) 
(53.98) 
(57.15) 
(60.33) 
(63.50) 
(66.68) 
(69.85) 
(73.03) 
(76.20) 
(79.38) 
(82.55) 
(85.73) 
(88.90) 
(92.08) 
(95.25) 
(98.43) 
(101.60) 
(104.78) 
(107.95) 
(111.13) 
(114.30) 
(117.48) 
(120.65) 
(123.83) 
(127.00) 
(130.18) 
(133.35) 
(136.53) 
(139.70) 
(142.88) 
(146.05) 
(149.23) 
(152.40) 
(155.58) 
(158.75) 
(161.93) 
(165.10) 
(168.28) 
(171.45) 
(174.63) 
(177.80) 
(180.98) 
(184.15) 
(187.33) 
(190.50) 
(193.68) 


| S 












































(12.70) 


625 (15.88) 
750 (19.05) 
875 (22.23) 
1.000 (25.40) 
1.125 (28.58) 


(31.75) 






1.375 (34.93) 
1.500 (38.10) 
1.625 (41.28) 


(44.45) 
(47.63) 
(50.80) 
(53.98) 
(57.15) 
(60.33) 
(63.50) 
(66.68) 
(69.85) 
(73.03) 
(76.20) 
(79.38) 
(82.55) 
(85.73) 
(88.90) 
(92.08) 
(95.25) 





3.875 (98.43) 
4.000 (101.60) 
4125 (104.78) 


(107.95) 
(111.13) 
(114.30) 
(117.48) 
(120.65) 
(123.83) 
(127.00) 
(130.18) 
(133.35) 
(136.53) 
(139.70) 
(142.88) 
(146.05) 
(149.23) 
(152.40) 
(155.58) 
(158.75) 
(161.93) 
(165.10) 
(168.28) 
(171.45) 
(174.63) 
(177.80) 
(180.98) 
(184.15) 
(187.33) 
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Variety of Two Piece Connector Configurations for Board to 
Board, Board to Cable and Cable to Cable Connections 


Wide Range of Connector Sizes - Up to 120 Contacts 
P.C. Tail (Solder Dip), Crimp, Wire Wrap and Wire Hole Contacts 
Highly Reliable Edacon Hermaphroditic Contact Design with Four 


Contact Mating Surfaces 
Moulded Card Guides and Metal or Plastic Covers Available 


Tooling for Contact Crimping; Installation and Removal 


Fax: (416) 754 - 3299 
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100 SERIES CONTACTS FOR PC. BOARD 


.100 (2.54mm) & .200 (5.08mm) Contact Spacing 


Example Part Number 103 - 060 - 252 - 100 


Series & Pattern TT | 
Total Number of Contacts 











Contact Code 
Spacing Code 
Series and Pattern °° Pattern Description 
WS 0 ДД ———— — Horizontal 
105 Колер ЖЕ x Vertical 
106 ⁄ ⁄ ⁄ ⁄ / Degree 
Total Number of Contacts ” Contact Spacing 
002, 003,...060 200 (5.08) 
002, 003,...120 100 (2.54) 
Contact Code "24 Pattern Contact Spacing 
201, 202, 203, 204 ог206 105 200 (5.08) 
208 105 .100 (2.54) ог.200 (5.08) 
250, 251, 450 or 451 103 or 106 200 (5.08) 
252 or 253 103 or 106 .100 (2.54) or.200 (5.08) 
Spacing Code Contact Spacing 
Example Part Number 100 - 290 - 208 100 100 (2.54) 
Series 200 200 (5.08) 
Loose Contact Identification Code Ordering Code Notes 
Contact Code 1) Contact codes 208, 252 and 253 are rated for 5 Amperes current. pr 
Т з " S All others contacts are rated for 10 Amperes. 
Contact Code ^?* — Silhouette Tail Length "G" | 2) Сомас! codes 208, 252 and 253 will mate together, but not with the 


other contacts listed. 

3) Contact codes 210 and 258 are available loose only. 

4) Contact codes 450 and 451 are designed for .125 (3.18) thick circuit 
boards. All other contacts are designed for .062 (1.57) thick boards. 

5) Pattern schematics are views toward the tip of the contact tails. 

6) Consult with Edac regarding double row staggered patterns for 
contact codes 250, 251, 450 or 451. Available with up to 60 contacts 
per row, these patterns have .125 (3.18) row spacing for use on 
mother boards that mate with upper and lower tier daughter board 
contacts. 

7) All strip lengths up to 60 or 120 contacts (as determined by spacing 
and pattern) are available upon request. 


.100 (2.54) or .200 (5.08) Contact Spacing for Contacts on Strips. 
Other Spacings Accommodated with Loose Contacts 

Assemble onto .062 (1.57) or .125 (3.18) Nominal Thickness P.C. 
Board by Staking and/or Soldering of Contact Tails 

Edacon Hermaphroditic Contact Mating Design 

Card Guides, Guide Pins, Guide Sockets and Polarizing Sleeves to 
Ensure Correct Alignment and Mating are Available 

Handling and Assembly Simplified with Contacts on Strips 
Designed to Mate with 100 Series Contacts in Parallel or 
Perpendicular Board Configurations 





110 (2.79) 

497 (12.62) | Contact Material: Phosphor Bronze Alloy CA-510 pm 
Contact Plating: Gold over Nickel for Entire Contact 

.182 (4.62) Current Rating: 5 or 10 Amperes (See Ordering Code Notes) 
Contact Resistance: 10 Millionms Maximum 

375 (9.53) Insertion and Withdrawal Force: 2 to 16 oz (0.56 to 4.45 N) per Contact 


Page 86 | ЕН = Те: (416) 754 -3322 


PARALLEL P.C. BOARDS .200 (5.08) CONTACT SPACING 


CONTACT CODES 250, 251, 258, 450 OR 451 
062 (1.57) ОК .125 (3.18) NOMINAL THICKNESS BOARDS 


GUIDE SOCKET 
P/N 100-221-102 FOR 
.062 (1.57) BOARD 
P/N 100-221-105 FOR 
125 (3.18) BOARD 


45 DEGREE 
CONTACT 
PATTERN 


GUIDE PIN 
P/N 100-222-102 FOR 
.062 (1.57) BOARD 

P/N 100-222-105 FOR 


مل 48 لج BOARD‏ )3.18( 125. 


)11.13( 
MATED ASSEMBLY 





PARALLEL P.C. BOARDS .100 (2.54) OR .200 (5.08) 
CONTACT SPACING 


CONTACT CODES 252 OR 253 
.062 (1.57) ОВ .125 (3.18) NOMINAL THICKNESS BOARDS 


pao ria 250 (5.84) 
| е EE id MATED ASSEMBLY 
GUIDE PIN 
| P/N 100-222-104 Г 206. P 
200 (5.08) 
45 ОЕСВЕЕ 
СОМТАСТ ji 
PATTERN 
GUIDE SOCKET 





P/N 100-221-104 


MOTHER/DAUGHTER BOARDS .100 (2.54) OR .200 (5.08) 
CONTACT SPACING 


MOTHER BOARD —CONTACT CODES 252 OR 253 
DAUGHTER BOARD -CONTACT CODE 208 Е 
—.062 (1.57) NOMINAL THICKNESS BOARDS 


Жү 










100 (2.54) 
| OR 
.200 (5.08) 


= 





POLARIZING SLEEVE 
P/N 100-240-318 
OMIT MATING 
CONTACT 


GUIDE TUNNEL 
P/N 100-221-100 





.312 (7.92) 一 二 | 
.190 (4.83) 一 一 | E .100 e zl 
041 (1.04) 082 (2.08 ще 


GUIDE PIN 
P/N 100-222-100 









.057 (1.45) "С" 


“Ё 147 (5.73) 


MOTHER/DAUGHTER BOARDS .100 (2.54) 
CONTACT SPACING 


MOTHER BOARD -CONTACT CODES 250, 251, 258, 450 OR 451 
—.062 (1.57) OR .125 (3.18) NOMINAL THICKNESS BOARDS 
DAUGHTER BOARD —UPPER TIER CONTACT CODE 201 
—LOWER TIER CONTACT CODES 202, 203 OR 206 
-.062 (1.57) NOMINAL THICKNESS BOARDS 


" e 
CARD GUIDE 


P/N 100-220-100 


.100 ي‎ 
(2.54) ili i ia 






CARD GUIDE 


TOME hc 500 (12.70) 


UPPER TIER 






LOWER TIER 


.330 (8.38) | 
15g " | .084 (2.13) 
perm T 
.125 (3.18) l 
— (d | | | 


.125 (3.17) 


.100 (2.54) 
.200 (5.08) LOWER TIER LL. 
.200 (5.08) UPPER TIER L 





MOTHER/DAUGHTER BOARDS .200 (5.08) 
CONTACT SPACING 


MOTHER BOARD -CONTACT CODES 250, 251, 258, 450 OR 451 
—.062 (1.57) OR .125 (3.18) NOMINAL THICKNESS 
DAUGHTER BOARD -CONTACT CODES 201, 202, 203, 204, 206 OR 210 
—.062 (1.57) NOMINAL THICKNESS BOARDS 


CARD GUIDE 
P/N 100-220-100 








.200 (5.08) 










CARD GUIDE 
P/N 100-220-101 
















CONNECTOR 
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421/422/423 SERIES ORDERING CODE 
Example Part Number 423 - 041 - 520 - 102 


‚_ 2 


Total Number of Contacts 
Contact Code 
Mounting Options 





Series ` Insulator Mounting Option 
421 .128 (3.25) Dia. Mounting Holes 
422 No Mounting Lugs 
423 .128 (3.25) Dia. Mounting Holes and 


Guide Pins per MIL-C-21097 


Total Number of Contacts 
017, 023, 029, 035, 041 or 047 


Contact Code Description & Tail Size Tail Length "G" 


520 P.C. Tail .044 x .025 (1.12 x 0.64) 122 (3.10) 

521 P.C. Tail .044 x .025 (1.12 x 0.64) .153 (3.89) 

Mounting Options Use Code with Series 

100 422 Series 

FEATURES 102 421 or 423 Series 


@ .200 (5.08) Contact Spacing x .300 (7.62) Row Spacing with 





Staggered Grid - —€—— í—————— 
€ Mounts onto .062 (1.57) or .093 (2.36) Nominal Thickness P.C. SPECIFICATIONS 

Board by Soldering and/or Staking of P.C. Tails ¢ Insulator Material: Polyphenylene Sulphide, UL 94V-0, Colour: 
@ Edacon Hermaphroditic Contact Mating Design Green 
€ Mounting Hole and Guide Pin Options € Contact Material: Phosphor Bronze Alloy CA-510 
6 421 Series Designed to Mate with Non-Card Guide Versions of ¢ Contact Plating: Gold over Nickel for Entire Contact 

408 or 415 Series, 422 Series Designed to Mate with Card $ Current Rating: 10 Amperes 

Guide Versions of 408 or 415 Series, 423 Series Designed to € Contact Resistance: 10 Milliohms Maximum 

Mate with 424 or 438 Series * Dielectric Withstanding Voltage: 2000 V AC rms at Sea Level 


€ Insulation Resistance: 5000 Megohms Minimum 

€ Operating Temperature: -65 to +125 Degrees C 

€ Insertion and Withdrawal Force: 2 to 16 oz (0.56 to 4.45 М) рег 
Contact Position 





162 (4.11) 


C CANADA EDAC 
Z TQ CIR EGAL | 
Аве Бати 
|» 077 














.281 


(7.14) ЕТІ 
.632 (16.05) Ва йл 


421 SERIES СОММЕСТОК 









.128 (3.25) DIA 


мыры 


г "em (9.40) 
125 (3.18) 
s (2.13) | 


062 (1.57) 





300 (7.62) 


Те! (416) 754 -3322 





тты 
a с" .100 (2.54) —=| 
ні n Е* 
423 SERIES CONNECTOR 
.128 (3.25) DIA 
(2 HOLES) 
.162 (4.11) 
.370 (9.40) yr 
.350 (8.89) 
094 Зна B - 150 (3.81) 
DIA. = 
F 
FX 


, ЖЕЛІ 
327 (8.31) 
Е i Š .221 (5.61) 


.100 (2.54) 


"E" 


.128 (3.25) DIA .281 (7.14) 


FOR 421 & 423 SERIES ONLY г 
СИТ OUT FOR POLARIZING KEY ЕЕ 1100 (2.54) 
CONNECTOR, LOCATED CENTRALLY 140 (3.56) 
ON ANY UPPER TIER CONTACT ри 
n В" 


.150 (3.81) 


2.370 
2.970 
3.570 
4.170 
4.770 
5.370 


(60.20) 
(75.44) 
(90.68) 
(105.92) 
(121.16) 
(136.40) 


2.470 
3.070 
3.670 
4.270 
4.870 


(62.74) 


(77.98) 

(93.22) 
(108.46) 
(123.70) 


(53.34) 
(68.58) 
(83.82) 
(99.06) 
(114.30) 
(129.54) 


(55.88) 
(71.12) 
(86.36) 
(101.60) 
(116.84) 
(132.08) 


| 


1.714 
2.314 
2.914 
3.514 
4.114 
4.714 











(43.54) | 
(58.78) 
(74.02) 


(89.26) 
(104.50) 
(119.74) 


| E (9.40) 
| 
и за (1.57) 


300 (7.62) 


125 (3.18) 


470 (11.94) 


SECTION BETWEEN 
CONTACTS 


dou cs 
125 (3.18) | 


- 


084 (2.13) 


a .062 (1.57) 


.300 (7.62) 


.100 (2.54) 


.300 (7.62) 


.350 (8.89) 


ilg 


.052 (1.32) DIA 


Ф 006 (0.15) ОА 


(48.26) 
(63.50) 
(78.74) 
(93.98) 
(109.22) 
(124.46) 








408/424 SERIES METAL TO METAL (TWO PIECE) CONNECTOR 


Несерасе 





.200 (5.08) Contact Spacing x .125 (3.18) or .150 (3.81) Row 


Spacing with Staggered Grid 


Accepts .062 (1.57) or .093 (2.36) Nominal Thickness P.C. 


Board 
Edacon Hermaphroditic Contact Mating Design 


Contact Termination Options include P.C. Tail, Fork Tail, Wire 


Hole and Wire Wrap 
Open or Closed Card Slot Ends, Card Guides Optional 


Accepts Polarizing Keys without Loss of Contact Position 
408 Series without Card Guides Designed to Mate with 421 
Series, 408 Series with Card Guides Designed to Mate with 422 


Series, 424 Series Designed to Mate with 423 Series 


Example Part Number 424 - 041 - - 112 
Series 


Total Number of Contacts Ero m 


Contact Code 
Card Slot Width & Mounting Options 


Series Insulator Card Slot Ends 
408 Closed Card Slot Ends 
424 


Open Card Slot Ends per MIL-C-21097 


Total Number of Contacts 
017, 023, 029, 035, 041 or 047 


Contact Code? Description & Tail Size Tail Length "G" 
500 Wire Hole .115x.025 (2.92 x 0.64) 326 (8.28) 
502 Fork Tail .115 х.025 (2.92 x 0.64) 168 (4.27) 
503 Fork Tail .115х.025 (2.92 х 0.64) 1398 (10.11) 
520 P.C. Tail .044 x .025 (1.12 x 0.64) 123 (3.12) 
521 Р.С. Тай .044 x .025 (1.12 x 0.64) 154 (3.91) 
522 P.C. Tail .044 Xx .025 (1.12 x 0.64) 186 (4.72) 
523 P.C. Tail .044х.025 (1.12х0.64) .123 (3.12) 
524 P.C. Tail .044 x .025 (1.12 x 0.64) 154 (3.91) 
525 Р.С. Тай .044x .025 (1.12 x 0.64) 186 (4.72) 
540 Wire Wrap .060 x .025 (1.52 x 0.64) 744 (18.90) 
541 Wire Wrap .060 x .025 (1.52 x 0.64) .744 (18.90) 
542 Wire Wrap .060 x .025 (1.52 x 0.64) .965 (24.51) 

Card Slot Width and Mounting Options š Description 


те 
122 
212 


Accepts .062 (1.57) Board 
Accepts .093 (2.36) Board 
Accepts .062 (1.57) Board 


.128 (3.25) Dia. Mounting Holes 
.128 (3.25) Dia. Mounting Holes 
.128 (3.25) Dia. Mounting Holes 
With Card Guides 
.128 (3.25) Dia. Mounting Holes 
With Card Guides 


222 Accepts .093 (2.36) Board 


Insulator Material: Polyphenylene Sulphide, UL 94V-0, Colour: 


Green 

Contact Material: Phosphor Bronze Alloy CA-510 
Contact Plating: Gold over Nickel for Entire Contact 
Current Rating: 10 Amperes 

Contact Resistance: 10 Millionms Maximum 


Dielectric Withstanding Voltage: 2000 V AC rms at Sea Level 


Insulation Resistance: 5000 Megohms Minimum 
Operating Temperature: -65 to +125 Degrees C 


Ordering Code Notes 

1) Contact codes 523, 524 and 525 are designed for .150 (3.81) row 
spacing connectors. 

2) Contact code 540 has a wire hole at the tip of the tail (page 83). 

3) Mounting options 212 and 222 are available on the 408 series 
connectors only. 


Insertion and Withdrawal Force: 2 to 16 oz (0.56 to 4.45 М) per 


Contact Position 


т" 


Фо ФФ 





.150 Е 





FOR died d 
CODES 523, 524 & 525 Е" 
053 (1:5) 408 SERIES 
.100 (2.54) 424 SERIES 
408 SERIES .100 (2.54) 


.041 ie 
.088 








2.24) 424 SERIES 


[E 200 (5.08) 
mm 


125 (3.17) e |e т 


РОК СОМТАСТ 
CODES 520, 521 & 522 


Раде 90 


та Ф 006 (0.15) DIA 
Ф ө FOR ALL P.C TAILS 


ӘЗ 6 9 9 6:6 9 9 0 5 


052 (1.32) DIA 


CONNECTOR MOUNTING 
PATTERNS FOR 408 & 424 SERIES 


АС 


pene 408 SERIES .080 (2.03) UP TO 41 PIN 


3 185 (4.70) 47 PIN SIZE 


424 SERIES .160 (4.06) ALL SIZES 
.420 (10.67) PANEL MOUNT CUT OUT 


.136 (3.45) DIA 


@ 
ГӨ Oo OR >r ^o фФ-Ф + FOR ALL OTHER CONTACT CODES 


ЕПН» = 


Tel: (416) 754 - 3322 


































































(76.35) 
(91.59) 


(106.83) 
(122.07) 
(142.75) 


(80.52) 
(95.76) 
(111.00) 
(126.24) 
(141.48) 


(69.44) 
(84.68) 
(99.92) 
(115.16) 
(135.94) 


(73.66) 
(88.90) 
(104.14) 
(119.38) 
(134.62) 


(64.01) 
(79.25) 
(94.49) 
(109.73) 
(127.76) 


(55.88) 
(71.12) 
(86.36) 
(101.60) 
(116.84) 


ав m вре b NS 
б 
2. 
M | 
NS NS 
L ` ҚАЛЫ... айт ый 
А | 128 pos DIA WITH 
240 (6.10) DIA SCREW 
м | / 240 (610) пи. 408 SERIES CONNECTOR 
| 163 (4.14) | | — x с 
d ^ dn .079 (2.01) 
| 
531 (13.49) Lat. CARD SLOT OPTIONS 112 & 212 
UP TO 41 PiN ACCEPT UP TO .070 (1.78) THICK BOARD 
S sop. 059 (810, CARD SLOT OPTIONS 122 & 222 
oe bi. eine ЩЕ ACCEPT UP TO .103 (2.62) THICK BOARD 
Боде SS ena E 
100 (2.54 | 
(2.54) | POLARIZING KEY MAY BE LOCATED 
AT EVEN NUMBERED CONTACTS 
200 (508) .065 (1.65) — j=- P/N 408-240—328 CARD SLOT OPTIONS 112 & 212 
M | P/N 408-240-338 CARD SLOT OPTIONS 122 & 222 
E SEE MATING CONNECTOR FOR P.C. BOARD CUT OUT 
2 x я END VIEW 
| WITHOUT CARD GUIDE 
| 
.828 (21.03) V иа Ei. oA 020) аа T 
453 (11.51) CARD SLOT .453 (11.51) 
| .325 (8.26) 
ысы == P Ке; Ал; ДА ЗА ТЕГІ t | 
| ШІ 
үү, 
"С! | Í Жасы) .053 (1.35) CONTACT CODES 525, 524 & 523 
| ‘ зе سوچ‎ .041 (1.04) ALL OTHER CONTACTS 
| 
150 Gan CONTACT CODES 523, 524, & 525 
dip SM лз 125 (3.18) ALL OTHER CONTACTS 
060 (1.52) WIRE HOLE .125 (3.18) 
IN CODE 540 WIRE WRAP TAIL FORK OPENING 
М, 
р саа Жей 424 SERIES CONNECTOR 
CLEARANCE HOLE FOR .200 (5.08 | 
423 SERIES GUIDE PIN се ) Ge 
.100 (2.54 . . 
а SRE SESE 210 (5.33) CARD SLOT OPTION 112 
531 125 (3.18) | c) ACCEPTS UP TO .070 (1.78) THICK BOARD 
(13.49) pue CARD SLOT OPTION 122 
Ети ACCEPTS UP TO .103 (2.62) THICK BOARD 
079 (2.01) REE 
a е аа 
$5 p 116 (2.95) 
128 (3.25) DIA WITH POLARIZING KEY 
225 (5.72) DIA SCREW T SEE 408 SERIES VIEWS FOR DETAILS 
HEAD CLEARANCE ! А 
$ 325 (8.26) 
453 (4151)... PS CARD SLOT 
| : | 213 — ив пъ те оо TU. TY | 
77 [ШШШ 
| .100 (2.54) CONTACT CODES 523, 524 & 525 
.088 (2.24) ALL OTHER CONTACTS 
.150 (3.81) CONTACT CODES 523, 524, & 525 
.125 (3.48) ALL OTHER CONTACTS 
(61.11) (65.28) (54.20) (58.42) (48.77) (40.64) (48.26) 
” X 


(63.50) 
(78.74) 
(93.98) 
(109.22) 
(124.46) 








415/438 SERIES METAL TO METAL (TWO PIECE) CONNECTOR 


Receptacle 


ШИ ЕЗІ кше қаза МОЛ ША Ed تک‎ ЫА? НЕ ЫШ ПЕЧ ШЕШ ОЯН БАЙ 





.200 (5.08) Contact Spacing x .125 (3.18) Row Spacing with 
Staggered Grid 

Accepts .062 (1.57) or .093 (2.36) Nominal Thickness P.C. 
Board 

Edacon Hermaphroditic Contact Mating Design 

Contact Termination Options include Crimp, P.C. Tail, Wire Hole 
and Wire Wrap 

Open or Closed Card Slot Ends, Card Guides Optional 

Accepts Polarizing Keys without Loss of Contact Position 

415 Series without Card Guides Designed to Mate with 421 
Series, 415 Series with Card Guides Designed to Mate with 422 
Series, 438 Series Designed to Mate with 423 Series 


Insulator Material: Polyphenylene Sulphide, UL 94V-0, Colour: 
Green 

Contact Material: Phosphor Bronze Alloy CA-510 

Contact Plating: Gold over Nickel for Entire Contact 

Current Rating: 8.5 Amperes 

Contact Resistance: 10 Millionms Maximum 

Dielectric Withstanding Voltage: 2000 V AC rms at Sea Level 
Insulation Resistance: 5000 Megohms Minimum 

Operating Temperature: -65 to +125 Degrees C 

Insertion and Withdrawal Force: 2 to 16 oz (0.56 to 4.45 N) per 
Contact Position 


.041 (1.04) 415 SERIES 
.088 (2.24) 438 SERIES 







125 (3.18) 二 一 


.136 (3.45) DIA REF. 








test 
Ян си а or 
А 


Example Part Number 415 - 035 - 500 - 212 


Series ІЛЕ аи | 
Total Number of Contacts 


Contact Code 
Card Slot Width & Mounting Options 


Series Insulator Card Slot Ends 
415 Closed Card Slot Ends 
438 Open Card Slot Ends 


Total Number of Contacts 
017, 023, 029, 035, 041 or 047 


Contact Code'* Description & Tail Size Tail Length "G" 
000 No Contacts Assembled — — 
500 Wire Hole .110 x .024 (2.79 x 0.61) 245 (6.22) 
520 P.C. Tail .025 x .024 (0.64 x 0.61) 215 (5.46) 
540 Wire Wrap .050 x .024 (1.27 x 0.61) .600 (15.24) 
541 Wire Wrap .026 x .024 (0.66 x 0.61) .620 (15.75) 
542 Wire Wrap .050 x .025 (1.27 x 0.61) .790 (20.07) 

Card Slot Width and Mounting Options š Description 


112 Accepts .062 (1.57) Board 
122 Accepts .093 (2.36) Board 
212 Accepts .062 (1.57) Board 


128 (3.25) Dia. Mounting Holes 
.128 (3.25) Dia. Mounting Holes 
.128 (3.25) Dia. Mounting Holes 
With Card Guides 
.128 (3.25) Dia. Mounting Holes 
With Card Guides 


222 Accepts .093 (2.36) Board 


Ordering Code Notes 

1) Crimp contacts are also available for the 415 and 438 series 
connectors. Contacts may be ordered separately for pre-wired or 
select position assembly. 


Part Number Description Silhouette 
516-290-500 Wire Hole =o а с 
516-290-520 Р.С. Тай жо Ол == 
516-290-540 Wire Wrap жен — ج‎ 
516-290-541 Wire Wrap жос ;=====» 
516-290-542 Wire Wrap = > 
516-290-590 Crimp - Loose 

516-290-591 


SS 
Crimp - 1800 Contacts 
per Reel [m 
2) For contact installation, removal and 
crimping tools, refer to page 96. 
3) Mounting options 212 and 222 are available on the 415 series 
connectors only. 


415 SERIES 
.140 (3.56) UP TO 41 PIN 
.250 (6.35) 47 PIN SIZE 

438 SERIES 

.210 (5.33) ALL SIZES 


CONNECTOR MOUNTING PATTERN 
FOR 415 & 438 SERIES 





e 405 (10.29) PANEL MOUNT 
CUT OUT 


d (1.07) DIA FOR P.C. TAIL CODE 520 


CONTACT DESIGN RAISES INSULATOR 


.045 (1.14) ABOVE BOARD LEVEL 


FING 
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Tel: (416) 754 - 3322 


AR 





















b 
c E 
ғы "А" 
128 Be) DIA WITH 
240 (6.10) DIA SCREW 
| WA Ды 415 SERIES CONNECTOR 
.163 (4.14) 
125 (3.18) 
UNO DUE .079 (2.01) 
531 (13.49) | LL JL Ll L CARD SLOT OPTIONS 112 & 212 
See eas M ID MUT RETE ЕГІ ACCEPT UP TO .070 (1.78) ТНІСК ВОАКО 
594 (15.09) і E CARD SLOT OPTIONS 122 & 222 
47 PIN SIZE mtm a ACCEPT UP TO .103 (2.62) THICK BOARD 
POLARIZING KEY MAY BE LOCATED 
AT EVEN NUMBERED CONTACTS 
P/N 408-240—328 CARD SLOT OPTIONS 112 & 212 
200 (5.08) P/N 408-240-338 CARD SLOT OPTIONS 122 & 222 
SEE MATING CONNECTOR FOR P.C. BOARD CUT OUT 
8 Е a 
END VIEW WITHOUT 
CARD GUIDE 
825 (20.96) p —— то 
3 325 (8.26) тр 
ыы 455 (11.51) CARD SLOT 453 
(29.77) 325 (8.26) (11.51) 
E RE 
347 (8.81) 
ВЕЕ 
E SEE 438 SERIES FOR CONTACT DETAILS ied bec s 
9.52). 
1158 (4.01) UP ТО 41 РІМ | 
.267 (6.78) 47 PIN SIZE | 
ü : 
шалым аз 438 SERIES CONNECTOR 
CLEARANCE HOLE FOR 200 (5.08) SEE 415 SERIES VIEWS FOR DETAILS 
423 SERIES GUIDE PIN 3 110 (2.79) 
100 (2.54 و‎ 
ж- (2.54) 


سج 


- 


210 (5.33) CARD SLOT OPTION 112 
22. e, .125 (3.18) 25222 ACCEPTS UP TO .070 (1.78) THICK BOARD 
594 (15.09) CARD SLOT OPTION 122 


ACCEPTS UP TO .103 (2.62) THICK BOARD 


Ж 21 МЕ OA ай)! 
128 (3.25) DIA я. 


.225 (5.72) DIA SCREW 
HEAD CLEARANCE 


.116 (2.95) 


A. 
.325 (8.26) 
453 (11.51) 


CARD SLOT 
. 325 (8.26) 


ган кн 
ا‎ | | 375 (9.53) 


.800 (20.32) 





.347 (8.81) REF. 


че 1. (1.37) Х 1180 (4.57) 


225 (5.72) 
WIRE HOLE 


-十 326. (318) 


ГЕ LER. SL. £61 


CD CD CD CO 


(61.11) (65.28) (54.20) (58.42) (48.77) ; (40.64) i (48.26) 
(76.35) (80.52) (69.44) (73.66) (64.01) (55.88) ) (63.50) 
(91.59) (95.76) (84.68) (88.90) (79.25) . (71.12) (78.74) 
(106.83) (111.00) (99.92) (104.14) (94.49) (86.36) (93.92) 
(122.07) (126.24) (115.16) (119.38) (109.73) (101.60) (109.22) 
(142.75) (141.48) (135.94) (134.62) (127.76) (116.84) (124.46) 








417 SERIES METAL TO METAL (TWO PIECE) СОММЕСТОВ 


Plug 





.100 (2.54) Contact Spacing x .100 (2.54) Row Spacing with 
Staggered Grid 

Edacon Hermaphroditic Contact Mating Design 

Contact Termination Options include P.C. Tail, Wire Hole and 90 
Degree Bends 

Polarizing End Guides Included, Centre Guide Optional 

Self Tapping Screws or Mounting Eyelets Supplied 

Designed to Mate with 418 Series 


Insulator Material: Polyphenylene Sulphide, UL 94V-0, Colour: 
Green 

Contact Material: Phosphor Bronze Alloy CA-510 

Contact Plating: Gold over Nickel for Entire Contact 

Current Rating: 5 Amperes Continuous 

Contact Resistance: 10 Millionms Maximum 

Dielectric Withstanding Voltage: 1000 V AC rms at Sea Level 
Insulation Resistance: 5000 Megohms Minimum 

Operating Temperature: -65 to +125 Degrees C 

Insertion and Withdrawal Force: 2 to 16 oz (0.56 to 4.45 N) per 
Contact Position 
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FING 


Example Part Number 417 - 054 - 560 - 401 


во | 
Total Number of Contacts 


Contact Code 

Guide and Mounting Options 

Series 417 

Total Number of Contacts ' Description 
002, 004,...076 With End Guides Only 
004, 008,...152 With End and Centre Guides 

Contact Code? Description & Tail Size Tail Length "G" 
500 Wire Hole .054 x .020 (1.37 x 0.51) .157 (3.99) 
520 Р.С. Та! .020 (0.51) Square 093 (2.36) 
522 P.C. Tail .020 (0.51) Octagonal 250 (6.35) 
541 Р.С. Тай .020 (0.51) Octagonal 453 (11.51) 
560 90 Degree Bend (Code 522 and 541 Contacts) 
561 90 Degree Bend (Code 522 and 541 Contacts) 

Guide and Mounting Options ° Description 
401 | End Guides Only - 2 Mounting Holes 
501 End and Centre Guides - 3 Mounting Holes 


Ordering Code Notes 

1) All connector sizes up to 76 contacts (end guides only) or up to 
152 contacts (end and centre guides) are available upon request. 

2) Connectors with wire hole or p.c. tail contacts are supplied with 
self tapping screws. Connectors with 90 degree bend contacts 
are supplied with eyelets. 


Tel: (416) 754 - 3322 















































“ 
x |... 
Fm WITHOUT CENTRE GUIDE WITH CENTRE GUIDE 
OPTION 401 OPTION 501 
.100 (2,54) 
dt. 55555 55555 ar 
245 (6.22) 
| 100 (2.54) 
1222 90 DEGREE CONTACT BENDS 
оз он) — | BR A ШЫСЫ d os 
— I ms" filii | = [III Ш 
405 | || .050 (1.27) 
im (10.29) | | | d rg | 970 P 
' за me | ІШІ | =- 
T MOUNTING | a 
(1.52) | B | | B EYELETS | 100 (2.54) - 140 (3.56) 
nan "D SUPPLIED : : : : 
C | С „110 (2.79) Е 170 (4.32) 
" Ë п [i E u ; 
.047 (1.19) Дора P c + 
FOR CODE 560 i фе» ите, RSs CONNECTOR MOUNTING PATTERNS 
А | FOR CONTACT CODES 560 & 561 
(1.27) .100 (2.54) ROW SPACING FOR CODE 560 (COMPONENT SIDE OF BOARD SHOWN) 
dti 070 (1.78) ROW SPACING FOR CODE 561 070 (1.78) DIA 
FOR CODE 561 ат таж ір eese 
350 — .032 (0.81) DIA. 
a `Ë @| -006 (0.15) ША | 
gn, ете WIRE HOLE AND P.C. TAIL CONTACTS 
/ 
а аа ПІ зға. ІІІ ШШ ШШ 
„345 ranks M " 
(8.76) (954 ) : 3 Г] 
4964 
Та глава, 2. 
С 672) | | d SCREWS 
| | : SUPPLIED 
ке: "n в" H в" d ^ 
035 (0.89) X .050 (1.27) 100 (2.54) 
WIRE НОГЕ ` 
032 (0:81) DIA- Sem G ‚Бн "В" СОММЕСТОВ MOUNTING PATTERN 
B B 
CUE Ол) ра. FOR WIRE HOLE AND P.C. TAIL CONTACTS 
| p (2.92) is QD (COMPONENT SIDE OF BOARD SHOWN) 
ا‎ T 24 PANEL MOUNT 


Ф Ф Ф 
T — 350. — .100 (2.54) 
.094 (2.39) DIA .220 (5.59) (8.89) 
PANEL MOUNT 
MES CUT OUT "E 


(18.80) i (15.24) В (8.89) : (12.45) 
(41.66) ; (38.10) (31.75) (35.31) 
(69.60) (66.04) (59.69) (63.25) 
(84.84) (81.28) (74.93) (78.49) 
(105.16) (101.60) (95.25) (98.81) 
(112.78) ; (109.22) (102.87) (106.43) 


(28.96) ; (25.40) i (19.05) : (22.61) i (11.43) 
(155.96) ; (152.40) (146.05) (149.61). (138.43) 
(161.04) | (157.48) (151.13) ; (154.69) (143.51) 
(216.92) (213.36) (207.01) (210.57) (199.39) 








418 SERIES METAL TO METAL (TWO PIECE) CONNECTOR 


Receptacle 


Example Part Number 418 - 108 - 520 - 501 


C И ` sab: | 
Total Number of Contacts 


Contact Code 
Guide and Mounting Options 


Series 418 


Total Number of Contacts ' Description 
002, 004,...076 With End Guides Only 
004, 008,...152 With End and Centre Guides 


Contact Code? . Description & Tail Size Tail Length "G" 
500 Wire Hole .054 x .020 (1.37 x 0.51) .187 (4.75) 
520 P.C. Tail .020 (0.51) Square 123 (3.12) 
522 Р.С. Та! .020 (0.51) Octagonal 280 (7.11) 
541 P.C. Tail .020 (0.51) Octagonal .483 (12.27) 
560 90 Degree Bend (Code 522 and 541 Contacts) 

561 90 Degree Bend (Code 522 and 541 Contacts) 





.100 (2.54) Contact Spacing x .100 (2.54) Row Spacing with Guide and Mounting Options ° Description 

Staggered Grid 401 End Guides Only - 2 Mounting Holes 

Edacon Hermaphroditic Contact Mating Design 501 End and Centre Guides - 3 Mounting Holes 

Contact Termination Options include P.C. Tail, Wire Hole and 90 

Degree Bends Ordering Code Notes 

Polarizing End Guides Included, Centre Guide Optional 1) All connector sizes up to 76 contacts (end guides only) or up to 

Self Tapping Screws or Mounting Eyelets Supplied 154 contacts (end and centre guides) are available upon request. 

Designed to Mate with 417 Series 2) Connectors with wire hole or p.c. tail contacts are supplied with 
self tapping screws. Connectors with 90 degree bend contacts 
are supplied with eyelets for the end guides only. 


Insulator Material: Polyphenylene Sulphide, UL 94V-0, Colour: 
Green 

Contact Material: Phosphor Bronze Alloy CA-510 

Contact Plating: Gold over Nickel for Entire Contact 

Current Rating: 5 Amperes Continuous 

Contact Resistance: 10 Milliohms Maximum 

Dielectric Withstanding Voltage: 1000 V AC rms at Sea Level 
Insulation Resistance: 5000 Megohms Minimum 

Operating Temperature: -65 to +125 Degrees C 

Insertion and Withdrawal Force: 2 to 16 oz (0.56 to 4.45 N) per 
Contact Position 
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WITHOUT CENTRE GUIDE WITH CENTRE GUIDE 
OPTION 401 OPTION 501 
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245 (6.22) 


Кж 
oOo 


KS 





: 


.100 (2.54) 








" с" 
END GUIDE END GUIDE 062 CENTRE GUIDE 
NATURAL BLACK г (1%) NATURAL 
La MN же. 
| & АММА я DOM CAM CM YM CAC Е дабабоавовад 
470 (11.4) 312 (792) m 
|| |] |] с 2 
1— 978 | | | | | | шие үл БЕТА Е | о. 
ma La لہا‎ Ln -一 O-— .035 (0.89) X .050 (1.27) 
E WIRE HOLE 
E 100. (2.54) 
2/32 SELF-TAPPING T "В" 
SCREWS SUPPLIED B 






CONNECTOR MOUNTING PATTERN 
FOR WIRE HOLE & P.C. TAIL CONTACTS 
: (COMPONENT SIDE OF BOARD SHOWN) 
Ф 


032 (0.81) ПА 


Ф|-006 (0.15) DIA 
FOR P.C. TAILS 


"В" 094 
1105 (2.67) (2.44) DIA 
PANEL MOUNT 2 


"В" 
.350 ады 
Телі) 


| 一 (3.30) 

.220 (5.59) PANEL MOUNT 
PANEL MOUNT ace 
CUT OUT Е 





90 DEGREE CONTACT BENDS 


CODE 560 CODE 561 
062 
x (1.57) .170 (4.32) 
4 107 (2.72) 050 (1.27) 









MOUNTING 


EYELETS .070 
SUPPLIED .100 (1.78) 
(2.54) 
.120 (3.05) .200 (5.08) 



















X dg .100 (2.54) E" 
ROW SPACING 
ApoE. 560 360 CONNECTOR MOUNTING PATTERNS 
(8.89) 
016 (0.41) 44 + ку dy icd ca Ж >% FOR CONTACT CODES 560 & 561 
FOR CODE 560 | $945 8 $94 e $9454 $ | (COMPONENT SIDE OF BOARD SHOWN) 
.100 - | 
(2.54) | 
073 (1.85) ++ ++ + ++ ++ ++ + + 
++ ++ $944 ++ ++ 
FOR CODE 561 -р-- $ "T E сн 
"в" 070 (1.78) в [006 (0.75) DA 
070 (1.78) DIA ROW SPACING 


FOR CODE 561 


(8.89) (12.45) j (1.27) 1 (19.05) (22.61) (11.43) 
(31.75) (35.31) (24.13) (146.05) (149.61) (138.43) 
(59.69) ; (63.25) (52.07) (151.13) (154.69) (143.51) 


(74.93) j (78.49) (67.31) (207.01) (210.57) (199.39) 
(95.25) ' (98.81) (87.63) 
(102.87) · i * (95.25) 





516 SERIES RACK & PANEL CONNECTOR 


Plug and Receptacle 


Example Part Number 516 - 038 - 500 - 212 


Series зз с шу | 


Total Number of Contacts 
Contact Code 

Style and Material 
Cover Code 
Hardware Code 








Series 516 

Total Number of Contacts 

020, 038, 056, 090 or 120 

Contact Code’? Description & Tail Size Tail Length “G” 
000 No Contacts Assembled -- — 





500 Wire Hole .110 x .024 (2.79 x 0.61) 245 (6.22) 
501 Taper Tail 245 (6.22) 
520 Р.С.Тай .025 х.024 (0.64 х 0.61) 215 (5.46) 
540 Wire Wrap.050 x .024 (1.27 x 0.61) 600 (15.24) 
541 Wire Wrap .026 x .024 (0.66 x 0.61) (620 (15.75) 
542 Wire Wrap .050 x .024 (1.27 x 0.61) 790 (20.07) 
Style and Material š Style Insulator Material 
UL Recognized 1 Plug Green Diallyl Phthalate 
.150 (3.81) Contact Spacing x .130 (3.30) or .150 (3.81) Row 2 Несерасе Green Diallyl Phthalate 
Spacing with Staggered Grid 3 Plug Grey Polycarbonate 
Plug and Receptacle in 20, 38, 56, 90 or 120 Contact Sizes 4 Несерасе Grey Polycarbonate 
Edacon Hermaphroditic Contact Mating Design 5 Plug Green Polyester - 
Contact Termination Options include Crimp, P.C. Tail, Wire Hole 6 Receptacle Green Polyester 
and Wire Wrap Cover Code 4567 ` Description 


Mating and Unmating Simplified with use of Actuating Screws 

Optional Covers with Side or Top Entry Cable Clamp in Plastic or 
Metal Material Available for all Connector Sizes Plastic Cover, Side Entry Standard Clamp 
Versatile Metal Cover Design permits Assembly or Disassembly Plastic Cover, Top Entry Large Clamp 


0 No Cover Assembled 
1 
2 
3 
After Cabling is Complete plus Cable Entry Style Flexibility 4 Plastic Cover, Side Entry Large Clamp 
5 
6 
H 


Plastic Cover, Top Entry Standard Clamp 


Actuating Screws, Locknuts, Polarizing Hardware, Covers and Metal Cover, Side Entry 
Contacts Suitable for either Plug or Receptacle Metal Cover, Top Entry 
Polarizing Hardware Adjustable for 288 Mating Combinations HardwareCode® Description 
Tools Available for Contact Installation, Removal and Crimping No Hardware Assembled 


T 0 
and Polarizing Changes 1 Actuating Screw and Polarizing Hardware 
2 Locknut and Polarizing Hardware 
5 Actuating Screw with No Polarizing Hardware 
6 
O 


Insulator Material: Diallyl Phthalate or Thermoplastic Polyester, Locknut with No Polarizing Hardware 


UL 94V-0, Colour: Green, or Polycarbonate, Colour: Grey rdering Code Notes 
Contact Material: Phosphor Bronze Alloy CA-510 1) Crimp contacts are also available for the 516 series connectors. 
Contact Plating: Gold over Nickel for Entire Contact Contacts may be ordered separately for pre-wired or select 
Cover Material: Polycarbonate, Colour: Green, or Die-Cast Zinc, position assembly. 
Finished with Grey Enamel Paint Part Number Description Silhouette 
Current Rating: 8.5 Amperes 516-290-500 Wire Hole 
Contact Resistance: 10 Millionms Maximum 516-290-501 Taper Tail 
Dielectric Withstanding Voltage: 2000 V AC rms at Sea Level 516-290-520 P.C. Tail = Sn 
Insulation Resistance: 5000 Megohms Minimum 516-290-540 Wire Wrap = جر‎ 
Operating Temperature: -65 to +125 Degrees C 516-290-541 Wire Wrap ыз I. mim 
Insertion and Withdrawal Force: 2 to 16 oz (0.56 to 4.45 N) per 516-290-542 Wire Wrap => 
Contact Position 516-290-590 Crimp - Loose = 
516-290-591 Crimp - 1800 Contacts к p 
per reel 
Continued on next page 
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TYPICAL PLUG WITH ACTUATING SCREW 
AND POLARIZING GUIDE PINS 


TYPICAL RECEPTACLE WITH LOCKNUT AND 
POLARIZING SOCKETS 


< оой 
mL HN BL IML L S | 
.798 u (12.93) (13.23) 


\ | 798 


DR. в - E 
ee WE T | 
| | .252 (6.40) 


"Б 




















2.610 (66.29) 
20 РІМ 

3.187 (80.95) 
38 & 56 РМ 

4.195 (106.55) 
90 & 120 РМ 











965 (24.51) 20 PIN "E 
1.070 (27.18) 38 & 56 PIN 
1.170 (29.72) 90 & 120 PIN 


DESIGN OF P.C. TAIL RAISES 
INSULATOR .045 (1.14) ABOVE 
BOARD LEVEL 







2-56 UNC THREAD FOR 20 к. 
5—40 ОМС DOUBLE START THREAD FOR 38 & 56 PIN 
10-24 UNC DOUBLE START THREAD FOR 90 & 120 PIN 


e 
252525 
УС ЭС] 


FOR 90 & 120 PIN REMOVEABLE 
KNOB PROVIDED ON END OF 
ACTUATING SCREW 








га 4 
55 


s 
D 
55 


% 
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.054 (1.37) X .180 (4.57) WIRE HOLE 


NN 
SS 
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| TYPICAL RECEPTACLE WITH LOCKNUT, 
POLARIZING SOCKETS AND COVER 


TYPICAL PLUG WITH 
ACTUATING SCREW, 
POLARIZING GUIDE PINS 
AND COVER 





NOTE: PLASTIC POLARIZING GUIDE PINS AND SOCKETS (AVAILABLE SOON) 
WILL BE COLOUR CODED TO VISUALLY ASSIST CONNECTOR MATING. 
POLARIZATION CHANGES WILL ALSO BE SIMPLIFIED AS THEY WILL SNAP 
FIRMLY INTO POSITION AND CAN BE REPLACED USING NEEDLENOSE PLIERS. 








ORDERING CODE NOTES (Continued) POLARIZING CODES 

2) For contact installation, removal and crimping tools, refer to € Polarizing Hardware Changes allow 288 Mating Combinations 
page 112. € Standard Code Supplied for Plugs PG1G1, for Receptacles 

3) Grey polycarbonate insulator material is not available for the 120 RS1S1. Connectors with Special Polarizing Codes Available upon 
pin size connector. Request 

4) The 20 pin connector cover will not accept the length of the wire § @ Example Polarizing Code: PG4S2 
wrap contacts. 

5) Plastic covers with large clamps are only available for the 38 and Type of Connector 
56 pin size connectors. P - Plug, R - Receptacle 

6) Metal covers with side entry may be converted to top entry by Large Diameter Hardware 
removing side plate and changing clamp orientation. G - Guide Pin (at Contact Position "A" End) 

7) Covers may be ordered separately. Refer to page 101. Fi uio PI Otaria грима чело) 


S - Socket (at Contact Postion "A" End) 
T - Socket (at Last Contact Position End) 


Position of Large Diameter Keyway - 1 through 6 


8) Insulator design prevents improper mating of individual plug and 
receptacle. Polarizing hardware enables specific plug and 
receptacle mating combinations. 

Small Diameter Hardware (Opposite End from Large Diameter) 

G - Guide Pin, S - Socket 

Position of Small Diameter Keyway - 1 through 6 
CRIMP CHARACTERISTICS This Example Mates with Code RS4G2 

@ Contacts and Crimp Tools Accommodate from 28 AWG to 18 
AWG, Solid or Stranded Conductor Diameters from .012 (0.30) 











to .049 (1.25) and an Insulation Diameter up to .074 (1.88) © Crimp Tensile Strength for Wire Sizes . 
€ Multiple Smaller Gauge Wires may be Crimped Together 18 AWG - 40 Ibs (178 М) 20 AWG - 25 165 (111 N) 
€ Crimp Resistance from 0.5 Milliohms (18 AWG) to 1.5 Milliohms 22 AWG - 15 lbs (67 М) 24 AWG - 10 lbs (44 N) 
(28AWG) - 26 AWG - 516$ (22 М) 28 AWG - 316$ (13 N) 
Рах: (416) 754 -3 P P 
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CONNECTOR MATING FACE VIEWS. 


DIMENSIONS INDICATED FOR EACH SIZE APPLY TO BOTH PLUG AND RECEPTACLE 


20 PIN PLUG 


.130 (3.30) 


410. (10.41) 





.150 (3.81) 
.075 (1.91) 
150 (3.81) 






.130 (3.30) 
12 ROW SPACES 






.150 (3.81) 
1.710 (43.43) 


90 PIN PLUG 





Gu UV RY app 
NU) ی ت و ا ا‎ Ф) 








poe See 
900 L9 ی‎ > AN 
6 
(22.86) ds, ds Нн 
tata. +” "+ 
а вв Фа ВВ 
DU as ss. ds. ds 
SAN LOL LES E 
СТ 





1.820 (46.23) 


120 PIN PLUG 
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1.820 (46.23) 


20 PIN RECEPTACLE 


+ + + #6 
1.000 (25.40) 
1.126 (28.60) 
1.312 (33.22) 







.686 (17.42) .410 (10.41) 





38 PIN RECEPTACLE 







.876 (22.25) .468 (11.89) 


1.688 (42.88) 


2.000 (50.80) и: 


56 PIN RECEPTACLE 








876 (22.25) .468 (11.89) 


| 2.280 (57.91) | 
2.592 (65.84) 


90 PIN RECEPTACLE 
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2.282 (57.96) 
2.375 (60.33) 
2.718 (69.04) 


120 PIN RECEPTACLE 
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516 SERIES COVER ORDERING CODE 
Example Part Number 516 - 230 - 5 56 


Series с у 


Cover Identification Code 
Cover Type 
Cover Size 











Series 516 





Cover Identification Code 230 





Cover Type "2 Description 








1 Plastic Cover, Side Entry Standard Clamp 
2 Plastic Cover, Top Entry Standard Clamp 
3 Plastic Cover, Side Entry Large Clamp 
4 Plastic Cover, Top Entry Large Clamp 
5 Metal Cover, Side Entry 
6. Metal Cover, Top Entry 
Cover Size Fits Connector 
12 516 Series 120 Pin 
20 516 Series 20 Pin and 519 Series 14 Pin 
38 516 Series 38 Pin and 519 Series 36 Pin 
56 516 Series 56 Pin 
90 _ 516 Series 90 Pin 
Ordering Code Notes | 


1) Plastic covers with large clamps are only available for 
the 38 and 56 pin size connectors. 

2) Metal covers with side entry may be converted to top 
entry by removing side plate and changing clamp 
orientation. | 





FEATURES 


9 Available in Metal (Die-Cast Zinc Finished with Grey 
Enamel Paint) or Plastic (Green Polycarbonate) Material 

© Covers with Top or Side Entry Cable Clamp. Orientation 
of Clamp on Metal Covers may be changed by the 
Customer 

® Versatile Metal Cover Design permits Assembly or 
Disassembly after Cabling is Complete 

® Screws for Securing Cover to 516 or 519 Series 
Connectors Supplied 


1.605 
1.539 
2.460 
2.460 
2.206 
3.052 
3.052 
2.802 
3.124 
3.118 
3.156 
3.175 


20 Pin Metal Standard 

38 Pin Plastic Standard 

38 Pin Plastic Large 
Metal Standard 
Plastic Standard 


Plastic Large 
Metal Standard 


38 Pin 
56 Pin 
56 Pin 
56 Pin 


90 Pin Plastic Standard 
90 Pin Metal Standard 


120 Pin 
120 Pin 


Plastic Standard 
Metal Standard 


| oo a z 
Fax: (416) 754 -3299 |. 


(40.77) 
(39.09) 
(62.48) 
(62.48) 


(56.03) | 2.006 (50.95) | 1.566 (39.78) 


(77.52) 
(77.52) 
(71.17) 
(79.35) 
(79.20) 
(80.16) 
(80.65) 


1.325 
1.325 
2.010 
2.010 


2.602 
2.602 
2.602 
2.718 
2.718 
2.750 
2.750 


(33.66) 
(33.66) 








.906 
.906 


METAL COVERS 


TOP CABLE ENTRY 
SIDE CABLE ENTRY 


NEW COVER DESIGN 

(AVAILABLE SOON) WILL 
ELIMINATE 3 SCREWS FOR SIDE 
TO SIMPLIFY ASSEMBLY, 
DISASSEMBLY AND CLAMP 
ORIENTATION CHANGES. 


SCREWS FOR SECURING THE 
COVER TO THE CONNECTOR 
ARE SUPPLIED BY EDAC 


PLASTIC COVERS 


LARGE CLAMPS 
38 & 56 PIN SIZE ONLY 


TOP CABLE ENTRY 
SIDE CABLE ENTRY 





(23.01) 
(23.01) 


(51.05) | 1530 (38.86) 
(51.05) | 1.530 (38.86) 


(66.09) | 1.530 (3886) 
(66.09) | 1.530 (38.86) 


(66.09) 
(69.04) 
(69.04) 
(69.85) 
(69.85) 


1.566 
1.775 
1.775 
2.020 
2.020 


(39.78) 
(45.09) 
(45.09) 
(51.31) 
(51.31) 


1.190 
1.120 
1.985 
1.985 
1.766 
1.985 
1.985 
1.766 
2.181 
2.175 
2.426 
2.445 


(30.23) 


715 


(18.16) 


450 (11.43) 


(28.45) 686 (17.42) 446 (11.33) 


(50.42) 
(50.42) 
(44.86) 
(50.42) 
(50.42) 
(44.86) 
(55.40) 
(55.25) 


.910 
1.110 
.875 
.910 
1.110 
.875 
1.250 
1.234 


(23.11) 
(28.19) 
(22.23) 
(23.11) 
(28.19) 
(22.23) 
(31.75) 
(31.34) 


(61.62) | 1530 (38.86) 


(62.10) 


1.531 


(38.89) 


650 (16.51) 
650 (16.51) 
720 (18.29) 
650 (16.51) 
650 (16.51) 
720 (18.29) 
800 (20.32) 
880 (22.35) 
800 (20.32) 
890 (22.61) 


450 (11.43) 
490 (12.45) 
500 (12.70) 
608 (15.44) 
575 (14.61) 
1500 (12.70) 
608 (15.44) 
575 (14.61) 

Г 800 (20.32) 
1.080 (27.43) 
1.080 (27.43) 








516 SERIES RACK & PANEL CONNECTOR 


Plug and Receptacle with EMI / RFI Shielding 


Example Part Number 516-038-500-B 2 1 2 


Series 

Total Number of Contacts 
Contact Code 

Style and Material 

Color Code 
Cover Code 
Hardware Code 

Note: If no color code is indicated, standard colors will be supplied 






Series 516 


Total Number of Contacts 
020, 038, 056, 090 or 120 


Contact Code '? Description & Tail Size Tail Length "G" 





000 No Contacts Assembled — — 

500 Wire Hole .110 x .024 (2.79 x 0.61) 245 (6.22) 

501 Taper Tail 245 (6.22) 

520 P.C. Tail .025 х .024 (0.64 x 0.61) 215 (5.46) 

540 Wire Wrap .050 x .024 (1.27 x 0.61) .600 (15.24) 

UL Recognized 541 Wire Wrap .026 x .024 (0.66 x 0.61) 620 (15.75) 
.150 (3.81) Contact Spacing x .130 (3.30) or .150 (3.81) Row 542 Wire Wrap .050 x .024 (1.27 x 0.61) .790 (20.07) 
Spacing with Staggered Grid — СР PP ыы ia 
Plug and Receptacle in 20, 38, 56, 90 or 120 Contact Sizes Style and Material? Style | Insulator Material 
Edacon Hermaphroditic Contact Mating Design 1 Plug Green Diallyl Phthalate 
Contact Termination Options include Crimp, P.C. Tail, Wire 2 Receptacle Green Diallyl Phthalate 
Hole, Wire Wrap and Tapet Tail 3 Plug Grey Polycarbonate 
Mating and Unmating Simplified with use of Actuating Screws 4 Receptacle Grey Polycarbonate 
Optional Covers with Cable Clamp Available Material for all 5 Plug Green Polyester 
: Connector Sizes with Side or Top Cable Entry 6 Receptacle Green Polyester 
Versatile Cover Design permits Assembly or Dis-assembly ——— F -—  —-———- T  ƏOH— 一 
After Cabling is Complete plus Cable Entry Style Flexibility Cover Code *®®’ : Description 
Actuating Screws, Locknuts, Polarizing Hardware, Covers and £ Shielded Moia! Cover, Sia ritiy 
Contacts Suitable for either Plug or Receptacle ° shies Metui Dover, Top Saly 
Polarizing Hardware Adjustable for 288 Mating Combinations Hardware Code Description 
Tools Available for Contact Installation, Removal and Crimping 0 No Hardware Assembled 
and Polarizing Changes 1 Actuating Screw and Polarizing Hardware 
EMI / RFI Shielding Hardware 2 Locknut and Polarizing Hardware 
5 Actuating Screw with No Polarizing Hardware 

6 Locknut with No Polarizing Hardware 


Insulator Material: Diallyl Phthalate or Thermoplastic | 
Polyester, UL 94V-0, Colour: Green, or Polycarbonate, Colour: Ordering Code Notes 


Grey 1) Crimp contacts are also available for the 516 series connectors. 
Contact Material: Phosphor Bronze Alloy CA-510 Contacts may be ordered separately for pre-wired or select 
Contact Plating: Gold over Nickel for Entire Contact position assembly. 
Cover Material: Die-Cast Zinc Part Number Description Silhouette 
Current Rating: 8.5 Amperes 516-290-500 Wire Hole 
Contact Resistance: 10 Milliohms Maximum 516-290-501 Taper Tail 
Dielectric Withstanding Voltage: 2000 V AC rms at Sea Level 516-290-520 Р.С. Тай oes, ^ 
Insulation Resistance: 5000 Megohms Minimum 516-290-540 Wire Wrap — ———ә 
Operating Temperature: -65 to +125 Degrees C 516-290-541 Wire Wrap = = — 
Insertion and Withdrawal Force: 2 to 16 oz (0.56 to 4.45 N) per 516-290-542 Wire Wrap Sea E 
Contact Position 516-290-590 Crimp - Loose — — 
Shielded Covers available with unpainted finish only 516-290-591 Сптр 1800 Contacts 
per ree 
2) For contact installation, removal and crimping tools, refer to page 


112. 
Continued on next page 
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N 516SERIESCOVERORDERINGCODE | Sra s О 
Example Part Number 516 - 230 - 7 56 


Series 52.0. 


Cover Identification Code 
Cover Type 
Cover Size 


TOP CABLE ENTRY 
SIDE CABLE ENTRY 













Series 516,519 

















Cover Identification Code 230 D' 
Cover Type Description 
7 Shielded Cover, Side Entry 
8 Shielded Cover, Top Entry 
Cover Size Description 
12 516 зепез 120 pin COVER WILL NOT BE PAINTED SCREWS FOR SECURING THE 
20 516 series 20 pin & 519 series 14 pin ELECTROPLATED NICKEL FINISH COVER TO THE CONNECTOR 
38 516 series 38 pin & 519 series 36 pin COVER MAY BE DISASSEMBLED M 
p Е p TO CHANGE CLAMP ORIENTATION 

56 | 516 series 56 pin : 
90 516 series 90 pin 

FEATURES 


e Shielding available for metal cover only 

e Covers with side entry clamps may be converted to top entry 
ж clamps by removing the cover side plate and reassembling 
| with the clamp re-oriented 





20 contact | 516-230-720/820 | 1.839 (46.71) | 1.325 (33.66) | .906 (23.01)| 1.420 (36.07) | .686 (17.42) | .446 (11.33) | 490 (12.45) | .556 (13.97) | .446 (11.33) | 1.126 (28.60) 

ж 38 contact | 516-230-738/838 | 2.506 (63.65) | 2.006 (50.95) | 1.566 (39.77)| 1.866 (47.40) | .875 (22.23) | .720 (18.29) | .575(14.61) | .700 (17.78) | .468 (11.89) | 1.688 (42.87) 
| 56 contact . | 516-230-756/856 | 3.100 (78.74) | 2.602 (66.10) | 1.566 (39.77)| 2.080 (52.83) | .875 (22.23) | 720 (18.29) | .575 (14.61) | 700 (17.78) | .468 (11.89) | 2.280 (57.91) 

90 contact | 516-230-790/890 | 3.418 (86.82) | 2.718 (69.04) | 1.775 (45.09) | 2.175 (55.25) | 1.234 (31.34) | .880 (22.35) | .900 (22.86) | 1.000 (25.40) | .756 (19.43) | 2.280 (57.91) 

120 contact | 515-230-712/812 | 3.475 (88.26) | 2.750 (69.85) | 2.020 (51.31) | 2.530 (64.26) | 1.531 (38.89) | .890 (22.61) | .575 (14.61) | 1.312 (33.32) | .875 (22.22) | 2.375 (60.32) 
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ow 2 X “ 
_ 
x 
< 
STANDARD EDAC 516 SERIES PLUG OR RECEPTACLE CONNECTOR 
WITH BRAID GROUNDING CLAMP ASSEMBLY 
= 
Ж 
| 
SHIELDED CABLE Ë 
Ра TL са 
nr ] HN Hh 
ст чле к= ЖАШЫ Ыы ны, Ж. 
Ex cc A CS 
PANEL CUT-OUT AND SHIELD MOUNTING HOLES 
PANEL CUT AWAY TO CLEAR CONNECTOR 
STANDARD EDAC 516 SERIES PLUG OR RECEPTACLE 
CONNECTOR WITH SHIELDING HARDWARE IN PLACE 
| aD "M SHIELD —— 
== 
== SHIELD 
eee IN PLACE £ £ 
= 
Wa слаб е 
CAPACITOR CONNECTION 
TO GROUND PLANE i | pao Pics. x 3/4 LONG | 
| 
| 
CONNECTION TO GROUND 
RU ntm [| panum 
#4- FLAT WASHER 
(42.65) ; (17.09) : (26.95) 
(59.94) (25.75). (31.01) 
тм, 


(75.08) (33.52) : (31.01) 
(78.05) (34.80) ; (40.13) 
(78.84) | (35.20) ; (47.68) 
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516 SERIES COLORED RACK & PANEL CONNECTOR 


Example Part Number 516-038-500-B 3 12 








Series 

Total Number of Contacts 
Contact Code 
Style and Material 
Color 
Cover Code 
Hardware Code 


Note: If no color code is indicated, standard colors will be supplied 
as noted on page 98. 


Series 516 


Total Number of Contacts 
020, 038, 056, or 090 


Contact Code +? Description & Tail Size Tail Length "G" 
000 No Contacts Assembled —- —- 
500 Wire Hole .110 x .024(2.79 x 0.61) 245 (6.22) 
501 Тарег Тар 215 (6.22) 
520 Р.С. Тай .025 х .024 (0.64 x 0.61) 215 (5.46) 
540 Wire Wrap .050 x .024 (1.27 x 0.61) .600 (15.24) 
541 Wire Wrap .026 x .024 (0.66 x 0.61) .620 (15.75) 
542 Wire Wrap .050 x .024 (1.27 x 0.61) .790 (20.07) 


Style & Material & color ° Style Insulator Material & Color 


ҮЗ Plug Yellow Polycarbonate 
Y4 Receptacle Yellow Polycarbonate 
Color code Y indicates Yellow 

N indicates Green 

- indicates Orange 

P indicates Purple 

W indicates White 

B Indicates Black 


Cover Code “5:6:7 Description 
No Cover Assembled 

Plastic Cover, Top Entry Standard Clamp 
Plastic Cover, Side Entry Standard Clamp 
Plastic Cover, Top Entry Large Clamp 
Plastic Cover, Side Entry Large Clamp 
Metal Cover, Side Entry 

Metal Cover, Top Entry 


O) ол + GQ N — O 


Note: Plastic covers will be supplied in the insulator color metal 
covers supplied in grey, other color plastic covers to be 
ordered seperately. 


Hardware Codes, Contact Codes 
See page 98. 





Fax: (416) 754 -3299 


EU = 


Plug and Receptacle 





UL Recognized 

.150 (3.81) Contact Spacing x .130 (3.30) or .150 (3.81) Row 
Spacing with Staggered Grid 

Plug and Receptacle in 20, 38, 56 or 90 Contact Sizes 
Edacon Hermaphroditic Contact Mating Design 

Contact Termination Options include Crimp, P.C. Tail, Wire 
Hole, Wire Wrap, and Taper Tail. 

Mating and Unmating Simplified with use of Actuating Screws 
Optional Covers with Cable Clamp Available in Plastic or Zinc 
Material for all Connector Sizes with Side or Top Cable Entry 
Versatile Metal Cover Design permits Assembly or Dis- 
assembly After Cabling is Complete plus Cable Entry Style 
Flexibility ! 
Actuating Screws, Locknuts, Polarizing Hardware, Covers and 
Contacts Suitable for either Plug or Receptacle 

Polarizing Hardware Adjustable for 288 Mating Combinations 
Tools Available for Contact Installation, Removal and Crimping 
and Polarizing Changes 


Insulator Material: Polycarbonate, Colour: Yellow,Green, 
Orange, Purple, White, Black and Grey. 

Contact Material: Phosphor Bronze Alloy CA-510 

Contact Plating: Gold over Nickel for Entire Contact 

Cover Material: Polycarbonate, Colour: 
Yellow,Green,Orange,Purple, White and black or Die-Cast 
Zinc, Finished with Grey Enamel Paint 

Current Rating: 8.5 Amperes 

Contact Resistance: 10 Millionms Maximum 

Dielectric Withstanding Voltage: 2000 V AC rms at Sea Level 
Insulation Resistance: 5000 Megohms Minimum 

Operating Temperature: -65 to +125 Degrees C 

Insertion and Withdrawal Force: 2 to 16 oz (0.56 to 4.45 N) per 
Contact Position 
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@ .150 (3.81) Contact Spacing x .150 (3.81) Row Spacing Suitable 
For Automatic Wire Wrapping 

® Plug and Receptacle in 14 or 36 Contact Sizes 

€ Edacon Hermaphroditic Contact Mating Design 

® Contact Termination Options include Crimp, P.C. Tail, Wire Hole 
and Wire Wrap 

® Mating and Unmating Simplified with use of Actuating Screws 

® Optional Covers with Side or Top Entry Cable Clamp in Plastic or 
Metal Material Available for all Connector Sizes 

€ Versatile Metal Cover Design permits Assembly or Disassembly 
After Cabling is Complete plus Cable Entry Style Flexibility 

€ Actuating Screws, Locknuts, Polarizing Hardware, Covers and 
Contacts Suitable for either Plug or Receptacle 

® Polarizing Hardware Adjustable for 288 Mating Combinations 

® Tools Available for Contact Installation, Removal and Crimping 
and Polarizing Changes 


SPECIFICATIONS 





® Insulator Material: Polycarbonate, Colour: Grey 

¢ Contact Material: Phosphor Bronze Alloy CA-510 

* Contact Plating: Gold over Nickel for Entire Contact 

¢ Cover Material: Polycarbonate, Colour: Green, or Die-Cast Zinc, 
Finished with Grey Enamel Paint : 

¢ For Additional Specifications, Crimp Characteristics and 
Polarizing Codes Refer to 516 Series 
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Total Number of Contacts 
Contact Code 

Connector Style 

Cover Code 

Hardware Code 


Series 





RL TE EEE AT ETR ARDE ENTREES ИАА ЕЕВС АВВ АЕ OR ТЫ. 


519 


Total Number of Contacts 
014, 036 


Contact Code 
See 516 Series for Available Contact Options, "G" Dimension and 
Information Regarding Ordering Contacts Separately 


Connector Style Style 
3 Plug 
4 | Несерасе 

Сомег Соде 1234 Description 


0 No Cover Assembled 
Plastic Cover, Top Entry Standard Clamp 
Plastic Cover, Side Entry Standard Clamp 
Plastic Cover, Top Entry Large Clamp 
Plastic Cover, Side Entry Large Clamp 
Metal Cover, Side Entry 

Metal Cover, Top Entry 


O OQ! + OP 一 


Hardware Code ° Description 
No Hardware Assembled 

Actuating Screw and Polarizing Hardware 
Locknut and Polarizing Hardware 

Actuating Screw with No Polarizing Hardware 


Locknut with No Polarizing Hardware 


O) Q N — O 


Ordering Code Notes 

1) The 14 pin connector cover will not accept the length of the wire 
wrap contacts. 

2) Plastic covers with large clamps are only available for the 36 pin 
size connectors. 

3) Metal covers with side entry may be converted to top entry by . 
removing side plate and changing clamp orientation. 

4) Covers may be ordered separately. Refer to page 101. 

5) Insulator design prevents improper mating of individual plug and 
receptacle. Polarizing hardware enables specific plug and 
receptacle mating combinations. 
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СОММЕСТОК МАПМС РАСЕ МЕМ5 


DIMENSIONS INDICATED FOR EACH SIZE APPLY TO BOTH PLUG AND RECEPTACLE 











































Ре 
14 PIN PLUG 
Е 
300 (7.62) 155 (3.81) 
150 (5.81) 
.750 (19.05) 
36 РМ PLUG 
600 
(15.24) 
150 (3.81) 
1.200 (30.48) 
TYPICAL PLUG WITH ACTUATING SCREW ` 
AND POLARIZING GUIDE PINS 
14 PIN í Y) 
cop 521 (13.23) | i || 
3.187 (80.95) ІІ! 
652 (16.56) | | 
965 (24.51) FOR 14 PIN | : | 
1.070 (27.18) FOR 36 PIN 
DESIGN OF P.C. TAIL RAISES 
INSULATOR .045 (1.14) АВОУЕ 
BOARD LEVEL 
.054 (1.37) X .180 (4.57) WIRE HOLE 
TYPICAL PLUG WITH ACTUATING SCREW, 
POLARIZING GUIDE PINS AND COVER 


1.126 (28.60) 
1.312 (33.32) 






14 PIN RECEPTACLE 







1.062 (26.97) 


36 PIN RECEPTACLE 








.876 


1.688 (42.88) 






2.000 (50.80) 


TYPICAL RECEPTACLE WITH LOCKNUT 


AND POLARIZING SOCKETS 


ГГ 
газе порасна 
ү. 











.798 
(20.27) 


E HIDE 












| 










10 “el 
.252 (6.40) "G" 
509 (12.93) 


521 (13.23) 





2-56 UNC THREAD FOR 14 PIN 
5-40 UNC DOUBLE START THREAD FOR 36 PIN 


TYPICAL RECEPTACLE WITH LOCKNUT, POLARIZING 
SOCKETS AND COVER 





NOTE: PLASTIC POLARIZING GUIDE PINS AND SOCKETS (AVAILABLE SOON) 
WILL BE COLOUR CODED TO VISUALLY ASSIST CONNECTOR MATING. 
POLARIZATION CHANGES WILL ALSO BE SIMPLIFIED AS THEY SNAP 

FIRMLY INTO POSITION AND CAN BE REPLACED USING NEEDLENOSE PLIERS. 





2 QR LQ Y a 
| S A 
Fax: (416) 754 - 329 222 











ҒЕАТОНЕ5 


@ UL Recognized 

e .156 (3.96) Contact Spacing 

e Plug and Receptacle in 3, 4, or 6 Contact Sizes 

e Edacon Hermaphroditic Contact Mating Design 

€ Contact Termination Options include Crimp, P.C. Tail, Wire 
Hole, Wire Wrap and Taper Tail 

€ Tools Available for Contact Installation, Removal and Crimping 


SPECIFICATIONS 


€ Circuit board substrate available in 94V-O 

€ Insulator Material: White Nylon 

€ Contact Material: Phosphor Bronze Alloy CA-510 

€ Contact Plating: Gold over Nickel for Entire Contact 

€ Current Rating: 8.5 Amperes 

€ Contact Resistance: 10 Millionms Maximum 

€ Dielectric Withstanding Voltage: 2000 V AC rms at Sea Level 

€ Insulation Resistance: 5000 Megohms Minimum 

€ Operating Temperature: -65 to +125 Degrees С 

€ Insertion and Withdrawal Force: 2 to 16 oz (0.56 to 4.45 N) per 
Contact Position 


е RR RK IM ~~ 
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Example Part Number 556 - 003 - 500 - 102 


Series кыз |. 


Total Number of Contacts 
Contact Code 
Style 








556 


Total Number of Contacts 
003, 004 or 006 


Contact Code "2 Description & Tail Size Tail Length "G" 
000 No Contacts Assembled — —- 
500 Wire Hole .110 x.024 (2.79 x 0.61) 245 (6.22) 
501 Taper Tail 245 (6.22) 
520 Р.С. Тай .025 x .024 (0.64 x 0.61) 215 (5.46) 
540 Wire Wrap .050 x .024 (1.27 x 0.61) (600 (15.24) 
541 Wire Wrap .026 x .024 (0.66 x 0.61) (620 (15.75) 
542 Wire Wrap .050 x .024 (1.27 x 0.61) .790 (20.07) 
Style and Material š Style 
101 Plug 
201 Receptacle 
202 Receptacle with Panel Retention 
Ordering Code Notes 


1) Crimp contacts are also available for the 556 series 
connectors. Contacts may be ordered separately for pre-wired 
or select position assembly. 


Part Number Description Silhouette 
516-290-500 Wire Hole 
516-290-501 Taper Tail 
516-290-520 Р.С. Тай жо Ол کر‎ 
516-290-540 Wire Wrap >= —— --- 
516-290-541 Wire Wrap жо- — 
516-290-542 Wire Wrap س‎ ——— 
516-290-590 Crimp - Loose = — 
516-290-591 Crimp - 1800 Contacts 


== 


2) For contact installation, removal and crimping tools, refer to 
page 112. 
3) Insulator design prevents improper mating of individual plug 
and receptacle. 


per reel 





„Те: (416) 754 -3322 


s 
u 
ғ" 
MALE CONNECTOR 0 FEMALE CONNECTOR RECOMMENDED 
(Hermaphroditic contacts) (Hermaphroditic contacts) PANEL OPENING 
| (If Desired) 
.156 [3.96] .156 [3.96] .625 [15.88] 





. p. 240 [6.10] 


го 


ToS MT 
.488 [12.40] .495 [12.57] 
КЕСОММЕКОЕО 
o | | BOARD LAYOUT 
p .835 [21.21] 


.875 [22.23] 


A 1 г 312 [7.92] 
m m ( 156 [3.96] 3 


+ «+ 
n %.042 [1.07] 


CONNECTOR MATING FACE VIEWS 


Ai ы слу. ыч. 
A Tessi 
„Ше 


240 16.10) 


1.385 [35.18] 


.312 [7.91] (When mated) 
Shown using 516-290-590 or 


Fw 
NC 
| 516-290—591 crimp style contacts 
PANEL THICKNESS 
029 — .055" 


DYNAMIC HINGE 
(0.74 — 1.40) "с 







5МАР АСТІОМ (ОСК 


(Holds mated parts 
together) 






PANEL MOUNTING 


(For panel mounting) 


Shown using 516—290—542 Contacts 
















WIRE WRAP 


CONNECTIONS 
WN) 


(3 LEVELS SHO 


SOLDERED 


CONNECTION 
TO WIRE HOLE TAIL 


LOCKING NUT 


P.C. TAIL: FOR 
SOLDERING TO 


BOARD 


516 SERIES CONNECTOR CUT OUTS 


20 pin 
38 pin 
56 pin 
90 pin 
120 pin 


519 SERIES CONNECTOR CUT OUTS 











.960 
1.420 


MOUNTING PANEL 
WITH CUT OUT 


RECEPTACLE 


(24.38) 
(36.07) 
(49.28) 
(52.07) 


(52.07) 


(24.38) 
(36.07) 














.136 (3.45) 
R. Mox. 


G Dia 
(4 Places) 






1.126 
1.688 


(28.6) 
(42.87) 
(57.91) 
(57.96) 
(60.32) 


(28.6) 
(42.87) 


一 一 
— = 
= =< 
= = 
— = 
— -— 
--- --- 
— — 
— -— 
— —— 
一 一 


© 
c 
< 
= 
< 
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POLARIZING 
GUIDE PINS 
AND SOCKETS 





RACK AND PANEL CONNECTORS 


ACTUATING SCREW 
FOR EASY MATING OF 
PLUG AND RECEPTACLE 


PLUG 







CONNECTOR COVER WITH 
TOP OR SIDE ENTRY 
CABLE CLAMP 











CRIMP CONTACTS 
FOR SIMPLIFIED 
WIRE CABLING 





— APPLICATION VERSATILITY — 
COVERS, CONTACTS AND HARDWARE 
ARE DESIGNED TO SUIT BOTH 
PLUG AND RECEPTACLE. THIS 
PERMITS CABLE TO CABLE AND 
CABLE TO BOARD OR PANEL 
CONNECTIONS. 


516 / 519 SERIES CONNECTOR 
PANEL MOUNTING CUT—OUT 












1.270 
1.958 





(32.26) 
(49.73) 
(64.77) 
(67.95) 
(67.95) 












(32.26) 
(49.73) 























(16.26) 
(20.73) 
(20.73) 
(36.07) 
(36.07) 


(10.41) 
(11.89) 
(11.89) 
(19.43) 
(22.22) 
































260 
260 


(6.60) 410 


468 


(10.41) ` 
(11.89) 


.640 
.816 


(16.26) .104 
(20.73) .136 


(2.64) 
(3.45) 
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м.т. 


ORDERING CODE 
916 056 540 102 














SERIES 
NUMBER OF CONTACTS 


CONTACT CODE 










> 
,رر 
555552550 


















NO HARDWARE WITH LOCKING NUT WITH ACTUATING SCREW 





RECEPTACLE CODE DESCRIPTION DE Р 
E D ЕН 401. E ACTUATING SCREW| 301 
Ж а ГИ 102 | jj | LOCKING NUT 302 
в kl m 100 | G |NO HARDWARE 300 
V ZZ 
dE RT | А << 202 | Ë |ACTUATING SCREW| 402 
На 5555 а = 201 | C |LOCKING NUT 401 
a 200 | P | NO HARDWARE 400 
t 3 з 
T Es TE а POLYCARBONATE CONNECTORS AVAILABLE 
= — — IN 20,38,56 AND 90 PINS SIZES ONLY 
NO HARDWARE WITH ACTUATING SCREW WITH LOCKING NUT 





PLUG WIIH COVER 






CODE 
: DESCRIPTION LARGE 
CLAMP | 


ACTUATING SCREW, TOP ENTRY 
ACTUATING SCREW, SIDE ENTRY 
ACTUATING SCREW, METAL COVER 
LOCKING, NUT TOP ENTRY 
LOCKING, NUT SIDE ENTRY 
LOCKING, NUT METAL COVER 
NO HARDWARE, TOP ENTRY 
NO HARDWARE, SIDE ENTRY 
NO HARDWARE METAL COVER 





















om wu 


SIDE ENTRY NO HARDWARE SIDE ENTRY 





WITH ACTUATING SCREW 





ACTUATING SCREW, TOP ENTRY 
ACTUATING SCREW, SIDE ENTRY 
ACTUATING SCREW, METAL COVER 
LOCKING, NUT TOP ENTRY 
LOCKING, NUT SIDE ENTRY 
LOCKING, NUT METAL COVER 
NO HARDWARE, TOP ENTRY 
NO HARDWARE, SIDE ENTRY 
NO HARDWARE METAL COVER 






— 
0000000090009 
0920,4 
55525500 


m c O; > — 0 r G r= 









SIDE ENTRY NO HARDWARE 





SIDE ENTRY f WITH ACTUATING SCREW SIDE ENTRY WITH LOCKING -NUT 








TOOLS FOR 516 SERIES CONTACTS AND CONNECTOR 


Crimp Tools, Contact Insertion and Ejection Tools, Round Nut Driver 


Part Number 516-280-100 

Crimps Contact Part Number 516-290-591 

Guards and Microswitches for Operator Safety 

Easy Access for Quick Crimp Setting Changes 

Foot Switch Operation to Initiate Machine Cycle 

Cycle Speed Control (with Set-up Speed Option) on Circuit Board 
Each Cycle Crimps Contact, Cuts the Contact Away from the 
Carrier and Feeds a New Contact into Position 

Separate Crimp Settings for Conductor and Insulation 

Infinite Adjustment to Crimp Setting Between 18 and 28 AWG 
High Mechanical Advantage with Reliable Toggle Action for 
Precise Crimp Dimensional Control, 1" (25.4) Die Stroke, 
Effective Capacity 3 Tons (9.8 KN) 

Mounts with Bolts to any Bench Surface 

80 psi (552 kPa) Minimum Air Supply and 117 V, 50/60 Hz 
Electrical Supply Required, Step Down Voltage Transformers 
Available upon Request 


Part Number 516-280-200 

Crimps Contact Part Number 516-290-590 
Precise Tool for Hand Crimping Loose Contacts 
Built-in Ratchet to Prevent Under Crimping 


Part Number 516-280-300 
For Use with All 516 Series Contact Styles 
Provides Easy Positive Ejection without Damage to the Insulator 


Part Number 516-280-400 
For Installing 516-290-590 & -591 Crimp Contacts 
Wire Groove Locates the Tool onto the End of the Crimp Form 


Part Number 516-280-500 
For Removing and Tightening Round Nuts when Changing 
Orientation of Metal Polarizing Guide Pins and Sockets 





Part Number 516-280-600 

For Installing 516-290-520, -540, -541 & -542 Contacts 
Slender Tube Protects Contact Tail during Insertion without 
Interfering with Adjacent Contacts 
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OTHER PRODUCTS AVAILABLE FROM EDAC 


Edac offers a wide variety of special connectors for a wide 
range of applications. Many of these special products are 
used in the medical and telecommunications industries. 
These include special gold plating; special insulators; and 
completely custom connectors. If the application involves 
moulded plastic and contacts, contact Edac. 


Edac's offering of D Subminiature connectors offers 
outstanding quality and some unique additional features. 
One of the significant advantages of the Edac D - Sub is its 
four prong board lock. It provides for increased contact 
surface area for better retention and solderability. The design 
also increases solder wicking during the manufacturing 
process. These connectors are available in a wide variety of 
footprints, with a wide variety of mounting options. Contact 
your local representative or distributor, or Edac directly for 
additional information and a copy of our D Subminiature 
catalogue. 


Along with all the standard D Subminiature connectors, Edac 
offers a wide variety of speciality D Subminiatre connectors. 
The features available include: Dual Port (Stacked versions); 
Ferrite filtered versions; Verticle mount in both metal and 
plastic bodies; solder cup termination; small .200" and .125" 
footprints; European .370" footprint; as well as some series 
in surface mount. Most series are also available in high 
temperature versions. Contact your local representative or 
distributor, or Edac directly for additional information and a 
copy of our D Subminiature catalogue. 
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